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PREFACE. 


TRE preceding editions of the “Standard” Systems have established their rep- 
utation as superior to any other of the kind, and made them in fact, as well as 
in name, “ Standard” systems. 


This, the Sixth Edition, comprises entirely new letter press, illustrations and 


diagrams as regards the systems, the only reprinted matter being that included in 
pages 202 to 231. 


The systems are herein elaborated much more than in the Fifth Edition, are 
much improved in many ways, and are so clearly and fully illustrated and explained 
that they are easy to learn, and safe even for a beginner to use. : 


Respectfully, 


we JNO. J. MITCHELL Co. 


PART 1. 


THE “STANDARD” SYSTEMS. 


THE “STANDARD” WORK ON CUTTING. 


TO TAKE THE MEASURES FOR A COAT OR VEST. 


HE measures are always taken over the vest, except for an overcoat, when 
they may be taken either over the vest or over the coat, but the latter method is 
the better one. E 

Mark at the height to which it is desired the top of back should reach. To 
locate this point, decide on where the top of collar should be, and make the mark 
one inch lower. 

Mark at the natural waist on the back center. 

Adjust the measuring square to the right shoulder as shown on Figure 1, press 
the short arms of the square moderately close to the arm, bind them together at 
the top with a rubber band, and be careful to have the long arm horizontal. 

Bend the flexible band (celluloid or brass) straight across the back, as illustrated 
on Figure 2, mark at the top of the band on the back center for the depth of scye, 
and call off the “front off seye measure” as indicated by the band. 

This ts the first measure. 
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Hold the square firmly with the right hand, and with the left carry the inch tape 
attached to the square in front of scye up in front of the arm to the mark made for 
the top of back, as illustrated on Figure 3, and call off the “ first over measure.” 

This ts the second measure. 

Carry the inch tape over the shoulder in as straight a line as possible down to 
the depth of scye mark, as illustrated on Figure 4, and call off the “second over 
measure.” 

This 1s the third measure. 

Remove the square. 

Measure from the top of back to the mark made for the scye level, thence to 
the natural waist, thence to the fashionable waist, and thence to the full length 
Tequired. 

These are the fourth, fifth, sixth and seventh measures. 

Take the sleeve length [the width of back is not taken except for very dispro- 
portionate forms, as it is not a matter of size, but of style]. 

‘Take the breast and waist measures. 

For convenience in drafting, the measures should be arranged as follows : 


Depth of scye. Front of scye. Length of sleeve. | Breast. 
Natural waist. First over. Waist. 
Fashionable waist. | Second over. 

Full length. 


The first, second and third measures are taken fairly close. The tape should 
not be drawn tightly. 
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THE FRANEWORK. 


PLATE 1. 
MEASCRES as taken over the vest : 


814 depth of scye. | 11 front of scye. 36 breast. 
17 natural waist. 1134 first over. | 32 waist. 
1814 fashionable waist. 17 second over. 


To these measures add for making as follows : To depth of scye 1 inch; to 
front of seye 14 inch ; to first over 1 inch, and to second over 34 inch. 
The measures, with the additions and as used in drafiing, are now as follows: 


9% depth of seye. 
17 natural waist. 
181% fashionable waist. 


12% front of scye. 36 breast. 
1234 first over. 32 waist. 
1734 second over, 


TO DRAFT. 

Square lines A F and AG. 

A to Bis depth of seye, 9%; Cishalf-way between A aud B; Dis rs breast 
below C ; Ato Eis natural waist, and A to F is fashionable waist. Square out 
from C, B, E and F. 

A to G is 4 inch more than % breast, and G to H is $4 inch. 

B to I is front of scye, 12%; J is half-way between I and B; J toK ist inch ; 
L is hali-way between Iand K; L to M is 34 inch; B to N is half of full breast, 
and N to O is 234 inches. Square up from I and K, and down from M and O. 

D to P is front of scye measure, 1234. Square up from P by the line D P. 
P to Q is first over, 1234. P to R is second over, 1734. Sweep back from R, 
pivoting at P, and draw a straight line from Q to O. 

Eto $ is rs breast; S to T (for width of back) is 34 inch; T to U (waist 
suppression) is 134 inch; V to W (width of under-arm cut) is 34 inch; E to T, U 
to W, and V to X is half of full waist measure, 16, and X to Y is 244 inches. 

[Note.—The amount to be added for making varies thus: When the waist is 4 
inches or more smaller than the breast add 244 inches as above ; when it is 3 inches 
less, add 214 inches ; when it is 2 inches less, add 2 inches ; when it is 1 inch less, 
add 134 inch, and when it is as large or larger than the breast, add 1% inch.] 
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THREE BUTTON CUTAWAY, 


PLATE 2. 
MEASURES as taken over the vest : 


8% depth of scye. 11 front of scye. | 36 breast. 
17 natural waist. 1134 first over. 32 waist. 
1814 fashionable waist. 17 second over. 


To these measures add for making as follows : To depth of scye 1 inch; to 
front of scye 134 inch; to first over ¢ inch, and to second over 34 inch, 
The measures, with the additions and as used in drafting, are now as Sollows + 
9% depth of scye. 


17. natural waist. 
181% fashionable waist. 


12% front of scye. 36 breast. 
1234 first over. 32 Waist. 
1734 second over. — | 


TO DRAFT. 


Square lines A Fand AG. A to B is depth of scye, 9%; C is half-way 
between A and B; D is 7s breast below C; A to E is natural waist, and A to F 
is fashionable waist. Square out from C, B, E and F 

A to G is % inch more than 1% breast, and C to H is $4 inch. 

B to Lis front of scye, 1214; J is half-way between B andI; J to Kis 1 
inch; Lis half-way between I and K; Lto Mis 34 inch; Bto N is half of full 
breast ; N to O is 234 inches, and O to 7 is 114 inch. Square up from I] and K, 
and down from M and O. 

D to P is front of scye measure, 124%. Square up from P by the line D P. 
P to Q is first over, 1234 ; and P to R is second over, 1734. Sweep back from R, 
pivoting at P, and draw a straight line from Q to O. 

E to Sis rx breast; S to T is 34 inch; T to U is 134 inch; V to W is 3% inch; 
E to T, U to W, and V to X is half of full waist measure, 16; X to Y is 24 
inches, and Y to 8 is 1% inch, Draw a straight line from 7 to 8 as a guide for the 
ruu of front. 

Shape the back as represented, making the width above the sleeve notch or 
back pitch (circled point) 1 inch, or to taste or style, aud commencing the side- 
seam 1% inch below the same point, as at Z, or more or less according to taste or 
style. 

Cut out the back. Q to 1 is the width of the top of the back from A to H. 
Place point H of the back at point 1, and point B of the back to touch the sweep 
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Mark along the shoulder-seam and remove. 
reducing % inch at the scye; make it of 


ne double-circled point. 
as represented. 


der-seam of the forepart, 
the same length as that of the back, and shape the scye 
Point 2 is directly opposite point 3, and from 2 to 3 is % breast. 
Shape the gorge from 1 through 3, aud make 1 to 4, in a direct line, 14 breast, 
Draw a straight line from Z to I, and shape the side-seam of the sidebody, 
commencing 3 inch from 7, reducing 34 inch at the breast line, and curving 
slightly, as represented, through U. Zhe lop of the sidebody mutst not extend above 
the diagonal line drawn from Z tol. 
Shape the under-arm cut as represented. 
From Z to 5 is the same as th hi of the side-seam of the back. Shape 


e lengt! 

the bottom of the sidebody. 
Sweep from 5, pivoting at 1 inch back of the shoulder point (point 1), draw a 
straight line for the bottom to 6, and then curve slightly into it from the bottom of 
the under-arm seam of the forepart, commencing 14 ‘inch below a point just opposite 


the corner of the sidebody. 
Make the top of the lapel the width desired, 136 to 1% inch, and shape the 


from R, as at th 
Shape the shoul 


front as represented. 
"The roll for this draft is 51% inches long. 
he end of the roll, and 


Draw the crease lines from a point 4 inch beyond 1 tot 
mark the button line 14 inch back from the edge at the top, and 1 inch back from 


it at the lowest button, or cutaway point. 
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CUTAWAYS. 
(Contruucd.) 


PLATE 3. 
[YEASURES as taken over the vest : 


88% depth of scye. ) 11% front of seye. | 35 breast. 
4734 natural waist. | 11% first over, 31 waist. 
1834 fashionable waist. | 171% second over. | 


[These measures are for a flat-chested, high-shouldered figure. ] 


Add to these measures for maktug as follows : To depth of scye 1 inch ; to front 


of seye 114 inch ; to first over 1 inch, and to second over 3¢ inch. 


The measures, with the additions and as used tn drafting, are now as follows : 


9% depth of scye. 13 front of scye. | 35 breast. 
17%4 natural waist. 1244 first over. 31 waist. 
1834 fashionable w aist. 1814 second over. 


TO DRAFT. 


Square lines AF and AG. AtoB is depth of scye, 934; C is half-way 
between A and B; D is #s breast below C; A to E is natural and to F fashionable 
waist. Square out from C, B, E and F. 

A to G is 4 inch more than '4 breast, and G to K is 5% inch. 

B to I is front of scye, 13; J is half-way between B and I; J to K is 1 inch; 
L is half-way between I and K; L to M is 34 inch; B to N is half of full breast; 
N to O is 234 inches, and O to 7 is 114 inch. Square up from I and K, and down 
from M and O. D to P is front of scye, 13. Square up from P by the line D P. 
P to Q is first over, 1214, and P to R is second over, 1814. Sweep back from R, 
pivoting at P, and draw a straight line from QtoO. 

E to S is rs breast; S to T is 34 inch; T to U is 134 inch; V to W is 34 
inch; E to T, U to W, and V to X is half of full waist measure, 1514; X to Y is 
2% inches, and Y to 8 is 134 inch, Draw a straight line from 7 to 8,as a guide 
for the run of front. Shape the back as represented, making the width above the 
back pitch (circled point) 1 inch, or to taste or style, and commencing the side-seam 
1% inch, more or less, below the same point. Draw a straight line from Z to I, 
and shape the side-seam of the sidebody, reducing 34 inch at Z, the same amount at 
the breast line, and curving slightly through U. Get the length to 5, and shape 
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THE “STANDARD” 


the bottom of the sidebody, curving it slightly. Shape the under-arm cut through V 
and W as represented, and shape the scye to half-way between L and P. 

Cut out the back. Q to 1 is the width of the top of the back from A to H, 
Place point H of the back at point 1, and point B of the back on the sweep as at 
the double-circled point; mark along the shoulder-seam and remove, Shape the 
shoulder-seam of the forepart, reducing 1% inch at the scye; make it the same 
length as that of the back, and complete the scye as represented. 

Draw a straight line forward from 1 parallel with the top line, and go down 
breast from 2 to 3. Shape the gorge from 1 through a point a trifle above 3 (for 
a short roll, or a four-buttouer), and make 1 to 4, in a direct line, 14 breast, or a 
trifle less. Sweep forward from 5, pivoting 1 inch back of the shoulder point, and 
draw a straight line for the bottom to 6, and then, commencing % inch below the 
point just opposite the corner of the sidebody, curve the bottom slightly into the 
straight line. Make the top of the lapel the width desired, 134 to 114 inch, and 
shape the front as represented, or to taste or style. 

The roll for this draft is 434 inches long. Draw the crease line from a point 
% inch beyond 1. The button line is 114 inch back from the edge at the top 
button aud 1 inch back from it at the lowest button, which is 5 inches above 


point 6. 
[Note.—For flat-chested forms there should be no V cut in the neck nor at 


the bottom ] 
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CUTAWAYS. 
(Continued.) 


PLATE 4. 
[PLEASURES as taken over the vest: 
14 depth of scye. 101% front of scye. 37 breast. 
oe matical waist. | 12% first over. 34 waist. 
9 1634 second over. 


m i 
19 fashionable waist. | 
[These micasures are for an extra-erect, full-breasted, sloping-shouldered 


figure.] 
Add to these measures for making as follows To depth of scye 1 inch ; to front 


of seve 1% inch; to first over 1 inch, and to second over 34 inch. 
The measures, with the additions and as used in drafting, are now as follows - 
1014 depth of scye. 12 front of scye. 37 breast. 
1714 natural waist. — 
1g fashionable waist. 


1314 first over. 34 waist. 
17% second over. 


TO DRAFT. 


Square lines AF and AG, Ato B is depth of seye, 10%; C is half-way 
between A and B; Dis ,, breast beloy C; A to Eis natural and to F is fashion- 
able waist. Square out from C, B, E and F. 

A to G is 4% inch more than 1% breast and G to K is 34 inch. 

B to I is front of scye, 12; J is half-way between B and 1; J to K is 1 inch; 
Lis half-way between I and K; L to M is 34 inch; B to N is half of full breast; 
N to O is 234 inches, and O to7 is 114 inch. Square up from I and K, and down 
from M and O. D to P is front of scye, 12. Square up from P by the line D P- 
P to Qis first over, 1374, and P to R is second over, 1734. Sweep back from R, 
pivoting at P, and draw a straight line from Q to 0. 

E to Sis, breast; Sto T is 34 inch; T to U is only 1% ‘inch for extra 
erect forms ; V to W is % inch; E to T, U to W, and V to X is half of full 
waist, 17; X fo V ts 244 inches only, when the waist 1s 3 inches smaller than 
the breast, but tt rs always 214 inches when the waist ts 4 or more tuches smaller 
than the breast. Y to 8 is 114 inch. Draw a straight line from 7 to 8, as a gitide 
ah ate tant a Shape ‘oh back as represented, making the width above the 
yet We ae Porat more for a sloping-shouldered than for a regular form (for 

§ say 144 inch), and commencing the side-seam about 11 inch below 
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the same point. Draw a straight line from Z to I and shape the side-seam of the 
sidebody, reducing 34 inch at Z, the same amount at the breast line, and curving 
slightly through U. Get the length to 5 and shape the bottom of the sidebody, 
curving it slightly to the fashionable waist line. Shape the under-arm cut through 
W for the sidebody, and through a point 14 zach beyond V for extra erect forms, and 
shape the scye to half-way between L and P. 

Cut out the back. Q tox is the width of the top of back. Place point H of 
the back at poiut 1, and point B on the sweep as at the double-circled point; mark 
along the shoulder and remove. Shape the shoulder-seam of the forepart, reducing 
¥, inch at the scye, make it the same length as that of the back, and complete the 
scye as represented. 

Draw a straight line forward from 1 parallel with the top line, and go down % 
breast from 2 to 3. Shape the gorge from 1 through 3, and make 1 to q, in a direct 
line, % breast. Sweep forward from 5, pivoting 1 inch back of point 1, and shape 
the bottom for extra erect forms, to a point 14 inch below 6. Make the top of lapel 
the width desired, say 134 inch, and complete the front. 

The roll for this draft is 5% inches long from the top of the lapel, and the 
front is cut away from a point 5 inches above 6. 
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(Continued.) 
PLATE 5. 


[PYEASURES as taken over the vest; 


13% front of scye. | 42 breast. 
1234 first over. 40 waist. 
1834 second over. 


934 depth of scye. 
18 natural waist. 
1934 fashionable waist. 


{These measures are for a stout, round-shouldered figure. ] 


Add to these measures for making as follows: ‘To depth of scye 1 inch; to 
front of scye 1% inch; to first over 1 inch, and to second over 34 inch 


The measures, with the additions and as used tn drafting, are now as follows : 


1034 depth of scye. 1434 front of scye. 42 breast. 
18 natural waist. 1334 first over. 40 waist. 
1934 fashionable waist. 1914 second over. 


TO DRAFT. 


Square lines A Fand AG. A to B is depth of scye, 1034; C is half-way 
between A and B; D is ys breast below C; A to E is natural and to F is fashion- 
able waist. Square out from C, B, E and F. 

A to Gis % inch more than 44 breast, and G to H is $4 inch. 

B to 1 is front of scye, 1434; J is half-way between B and I; J to K is 1 inch; 
L is half-way between I and K; L to M is 34 inch; Bto N is half of full breast ; 
N to O is 234 inches, and O to7 is 114 inch. Square up from I and K, and down 
from M and O. 

D to P is front of scye, 1434. Square upfrom P by the line DP. P to Q is 
first over, 1334, and P to R is second over, 1914. Sweep back from R, pivoting 
at P, and draw a straight line from Q to QO. 

E to S is rr breast, and S to Tis 34 inch, 7 40 U for regular forms ts 13% 
inch, but for round-shouldered forms it is 2 inches ; as it is a round-shouldered form 
for which we are drafting, T to U is, therefore, 2 inches. V’ to W is 34 inch for 
regular forms, but for round-shouldered forms tt ts only V4 inch ; as we are drafting 
for a round-shouldered form, V to W is, therefore, 14 inch. E to T, U to W, and 
V to X is half of full waist, 20. Xw Vus 21% inches for waists thal are 4 or more 
inches less than the breast, 234 inches when the waist ts 3 enches less than the breast, 
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aud 2 inches when the waist is 2 inches less than the breast; as the waist we are 
using is 2 inches less than the breast, X to Y is, therefore, only 2 inches. Y to 8 
is 14 inch, Drawa straight line from 7 to 8 as a guide for the run of front. 

Shape the back as usual, with the following exceptions: make the shoulder- 
seam straight, and round the center-seam from A to clear C and D about ¥% inch, 
and to pass through B to F with a slight hollow at E. 

Draw a straight line from Z to I, and shape the sideseam of sidebody, reduc. 
ing %4 inch instead of % inch at Z, ¥%,as usual, at the breast line, and curving 
through U as represented. 

Get the length to 5 by the back and shape the bottom of the sidebody, cury- 
ing it slightly to the fashionable waist line. Shape the under-arm cut through V 
and W, and shape the scye to half-way between L and P. 

Cut out the back. Qto1 isthe same as from A to H of the back. Place 
point H of the back at point 1, and point B of the back on the sweep as at the 
double-circled point; mark along the shoulder and remove. Shape the shoulder- 
seam of the forepart, reducing 1% inch or a trifle more at the scye, find the length 
by the back, and complete the scye. 

Draw a straight line forward from 1, parallel with the top line, to establish 
point 2, and go down % breast from 2 to 3. Shape the gorge from 1 through 3, 
and make the length from 1 to 4, in a direct line, 4 breast. 

Sweep forward from 5, pivoting 1 inch back of point 1, and shape the bottom 
for round-shouldered forms to a point 1%4 inch above 6. 

Make the width of the top of lapel 144 inch, more or less according to taste, 
and shape the front as represented by the solid line for a three or four-button cut- 
away, or as represented by the dotted line for a one-buttoner, adding for the last 
4 inch more than for any other style at the end of roll. 
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CUTAWAYS. 
( Continued.) 


PLATE 6. 


PUPASURES as taken over the vest: 


9% depth of scye. 1314 front of scye. 44 breast. 
18 natural waist. 1334 first over. 47 waist. 
20 fashionable waist. 19% second over. 


[These measures are for a well-formed, corpulent man.] 


Add to these measures for making as follows: To depth of scye 1 inch; to 
front of seye 1% inch; ty first over 1 inch, and to second over 34 inch. 


The measures, with the additions and as used tn drafting, are now as follows : 


10% depth of scye. | 1434 front of scye. 44 breast. 
18 natural waist. 1434 first over, 47 waist. 
20 fashionable waist. 20% second over. 


TO DRAFT. 


Square lines AF and AG. A to B is depth of scye, 10%; C is half-way 
between A and B; Dis y, breast below C; A to E is natural and to F is fashion- 
able waist. Square out from C, B, E and F. 

A to G is % inch more than % breast, and G to H is 8% inch. 

B to 1 is front of scye, 1434; J is half-way between Band 1; J to K is 1 inch; 
L is half-way between I and K; L to M is 34 inch; B to N is half of full breast; 
N to O is 234 inches, and O to 7 is 114 inch. Square up from I and K and down 
from M and O. 

D to P is front of scye, 1434, Square up from P by the line DP. PtoQ 

is first over, 1434, and P to R is second over, 2014. Sweep back from R, pivoting 
at P, and draw a straight line from Q to O. 
_ _E to S is yy breast; S to T is 34 inch; T to U is 134 inch; V to W is 34 
inch; E to T, U to W, and V to X is half of the full waist measure, X to 
¥ ts 2% daches for waists that are 4 or more inches smaller than the breasl, 2% 
tuches when the watst is 3 tnches less than the breast, 2 Inches when the waist 1 
2 inches less than the breast,14% inch when the waist is 1 inch less than the 
breast, and 14 inch when the watst is as farge or larger than the breast; as the 
waist we are using is larger than the breast, X to ¥ is, therefore,1¥4 inch. Y to 8 
is 14 inch. Draw a straight line from 7 to 8 as a guide for the run of front. 


> 
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and draw a straight-line from Z to I. Shape the 
side-seam of sidebody, reducing 3s inch at Z and at the breast line; get the length 
to 5 by the back, and shape the bottom to the fashionable waist line. Shape the 
under-arm cut through V and W, and shape the scye to half-way between L and P, 

Cut out the back. Q to 1 is the same as from Ato H. Place point H of 
the back at point 1, and point B of the back on the sweep as at the double-circled 
point; mark along the shoulder-seam and remove. Shape the shoulder-seam of 
the forepart, reducing 34 inch (for large sizes only) at the scye, find the length by 
the back, and complete the scye. 

Draw a straight line forward from point 1, paralle] with the top line, to estab- 
lish point 2, and go down 4% breast from 2 to 3. Shape the gorge from 1 through 
3, and make the length 14 breast from 1 to 4 in a direct line. 

Sweep forward from 5, pivoting 1 inch back of the shoulder point, and draw a 
straight line for the bottom to point 6. Square up by the line just drawn to N; 
make the V 14 inch wide and complete the bottom, running it parallel with the 
fashionable waist line. 

Finish for a three or four-buttoner as represented by the dotted line, and for 
a one-buttoner as represented by the solid line, which, it will be observed, is 
rounded about 14 inch beyond the other at the end of roll, 


Shape the back as usual, 


RY THE “STANDARD” 


FROCK BACKS. 
(Completed.) 


PLATE 7. 


TAGRAM 1.—The regular back is drafted and cut as represented by this 
diagram, unless the pattern of the cloth is a pronounced stripe or plaid. 


TO DRAFT THE SKIRT. 


From 2 to3 is 14 inch; drawa straight line through 3, guiding by 1; get 
the length to 4, and square across the bottom. 

From q to 6 is the same as from 3 to 5. 

Curve slightly from 5 to 6, and add 1 inch for the side edge. 


Diacram 2.—TZhe whole back is drafted as follows: Reduce a seam’s width 
at 1 aud 2, and draw a straight line from 1 through 2. Get the length to 3 and 
square across the bottom. 

From 3 to 5 is the same as from 2 to 4. 

Finish as before. 


Diacram 3—Zhe back shirt for striped and plaid goods, if the pattern ts 
pronounced, is drafted as follows: From 1 to 3 is 144 inch, and from 2 to 4 is 
the same. 

Draw a straight line through 4, guiding by 1, and get the length to 5. 

Finish as before. 

REMARKS. 


Backs 2 aud 3 should be shrunk on the fold or center-seam at the natural 
waist, and stretched jus/ opposite on the side-seam to give about the spring 
shown on back 1. This prevents the unsightly kink that will otherwise be 
likely to show on back 3, just below the tack, and enables back 2 to fall into the 


= without any appearance of drawing, just below the center opposite the hip 
uttons. 


THE “STANDARD” WORK ON CUTTING. 35 


ee 9 


re) 
PLATE 7. 


1 


gp 


scinemniemeteteeenanen ee 


36 THE “STANDARD” WORK ON CUTTING. © 


CUTAWAY SKIRTS. 


PLATE 8. 


IAGRAM 1.—Unless the pattern is for a corpulent form draft as follows ; 


Square lines 1 to 2 and 1 to 3. 
From 1 to 3 is 9 inches. 


From 3 to 4 is 2 inches. : 
From 1 to 5 is the width of the bottom of the sidebody. 


Place the lower under-arm corner of the forepart at 5, with the fashionable 
waist line parallel with the line squared from 1 to 2, and mark along the bottom 


from 5 to 6. : ; 
Shape the top from 1 to 6, curving slightly from 1 to 5, and rounding up a 


good 4 inch at 7. 

Curve the back spring line from 1 through 4, and get the length to 8 by the 
back, adding 14 inch for fullness to be worked in over the seat. 

Make 6 to g the same as 1 to 8, and finish as represented. 


DIAGRAM 2.—For corpulent forms draft as follows: Square lines 1 to 2 
and 1 to 3. 

From 1 to 3 is 9 inches. 

From 3 to 4 is 2 inches. 

From 1 to 5 is the width of the bottom of the sidebody. 

Place the lower under-arm corner of the forepart at 5, with the fashionable 
waist line parallel with the line squared from 1 to 2, and mark along the bottom to 
the V, that is, from 5 to 6. 

Remove the forepart and extend the line just made from 6 forward. 

Place the front corner of the V (the double-circled point) at 6, with the 
bottom beyond this point resting on the line 5, 8, 6 to 7, and mark along the front 
of the forepart as a guide for the run of the skirt front, as shown by the line 7 to 
arrow-head, 

Shape the top from 1 to 7, rounding up 34 inch at 8. 

Shape the back spring line from 1 through 4, and get the length tog. Make 
7 to the large double-circled dot the same as from 1 to 9, and finish as represented. 


REMARKS.—For extra-erect forms make 3 to 4 from 21% to 2% inches, and for 
round-shouldered forms 134 inch, or less. 


PLATE 8. 
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DOUBLE-BREASTED FROCKS. 


PLATE 9. 


EASURES as taken over the vest: 


38 breast. * 


$3, depth of scye. 1134 front of scye. : 
34 waist. 


1743 natural waist. 12 first over. 

19 fashionable waist | 1734 second over. 
To these measures add for making as follows; To depth of scye t inch; to 
inch; to first over I inch, and to second over 34 inch. 


frout of scye 12 
The measures, with the additions and as used in drafting, are now as follows : 


934 depth of seve. 1314 front of scye. 38 breast. 
17/4 natural waist. 13 first over. 34 waist 
19 fashionable waist. | 1874 second over. | 

TO DRAFT. 


Square lines A F and AG. A to B is depth of scye, 934; Cis half-way 
between A and B; Dus 1s breast below C; Ato E 1s natural waist, and A to F is 
fashionable waist. Square out from C, B, E and F. 

A to G is % inch more than !¢ breast, and G to H is 3¢ inch. 

B to Lis front of seye, 13343; J is half-way between Band 1; J to K is 1 inch; 
Lis half-way between I and K; L to M is 34 inch; B to Nis half of fall breast, 
and N to O1s 234 inches. Square up from I and K, and down from M and O. 

D to P is front of scye, or the same as from B to I, 1314. Square up from P by 
the line DP. P to Q is first over, 13, and P to R is second over, 1814. Sweep 
back from R, pivoting at P, and draw a straight line from Q to O. 

E to $ is t+ breast; S to T is 34 inch; T to U is 134 inch; V to Wis 
34 inch; E to T, U to W, and V to X is half of full waist measure, 17, and X to ¥ 
is 214 inches. 

Shape the back as represented, making the width above the sleeve notch, or 
back pitch (circled point), 1 inch, or to taste or style, and commencing the side- 
seam 1!< inch below the same point, or more or less according to taste or style. 
In fact the width above and below the back pitch, within a reasonable limit, has 
nothing whatever to do with the fil; tt ts altogether a matter of style. 

Cut out the back. Q to 1 is the width of the top of the back from A to H. 
ised gen - a = - is point 1, and point B of the back to touch the sweep 
at a eat louble-circled point; mark along the shoulder-seam and re- 

< ape the shoulder-seam of the forepart, reducing '%% inch at 
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the scye, and make it of the same length as that of the back. Shape the scye as 
represented. : 

Point 2 is directly opposite point 1, and from 2 to 3 is \ breast. 

Draw a straight line from Z to I aud shape the side-seam of the sidebody, 
commencing 34 inch from Z, reducing 3, inch at the breast line, and curving 
slightly through U. Zhe /op of the stde-scam musi not extend above the dtagonal 
Line drawn from Zto Ll, 

Get the length to 5, and shape the bottom of the sidebody and the under- 
arm cut as represented. 

Sweep from 5, pivoting 1 inch back of point 1, and draw a straight line 
for the run of bottom to point 6. 

Shape the gorge fron 2 through 3, and make the length 14 breast from 1 to 4, 

Shape the frout from 4 through O and Y, and round up the bottom '% inch 
above 6 as to the white-center dot. 

From 4 to 9 is 134 inch, and O to g is the same as from O to 4. Shape 
the seam-edge of the lapel to fall smoothly into the front scam of the forcpart 
from Y down. 

From g to * is 234 inches; the width at 7 is 2%, and at 8 234 inches. Finish 
as represented, making the button line 2 inches from the front edge at the breast 
and 144 inch at the waist-scam. . 

The widths of the lapel vary, of course, according to style, but those given above 
are a god average. 
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DOUBLE-BREASTED FROCKS. 
(Continucd.) 


PipA Ds we. 
[PYPEASURES as taken over the vest: 


to depth of seye. { 744 width of back. 46 breast. 
1734 natural waist, | 13% front of scye. 49 waist. 
19 fashionable waist. | 141% first over. 


1934 second over. 

[These measures are for a corpulent man, abont 5 feet g inches in height, for 
whom a proportionate back (and shoulder) width would be too great to look well, 
and for whom, therefore, the back width desired has been taken. ] 

Add to these measures for making as follows; To depth of scye 1 inch; to 
width of back 14 inch; to front of scye, 1% inch, to first over 1 inch, and to second 
over 34 inch, 

The measures, with the additions and as used tn drafting, are now as follows : 


11 depth of scye. | 8 width of back. | 46 breast. 
1734 natural waist. 1s front of scye. 4g waist. 
19% fashionable waist. 15'4 first over. 


| 2014 second over. | 
TO DRAFT. 


Square lines A F and A G. A to B is depth of seye, 11; C is half-way 
between A and B; D is ye breast below C; A to E is iiatural, and to Fis fashion- 
able waist. Sqnare out from C, B, E and F. 

A to Gis ¥% inch more than % breast, and G to H is $6 inch. 

B to Lis front of scye, 15; ] is half-way between Band 1; J to K is 1 inch; 
L is half-way between I and K; L to M is 34 inch; Bto Nis half of full breast, 
and N to O is 234 inches. Square up from I and K, and down from M and O. 

When the width of back measure 7s used tt ts unnecessary to square up from 
K. The line ts squared up on this draft, and the top of the back and sidebody are 
Sormed in dotted lines, to show the proportionate width and form. 

C to the circled point is width of back, 8. Shape the back from A to H, 
from H to seye, making the width 114 inch (or to style) above the double-ircled 
point, and shape the scye part to 114 inch below the same point as toZ. Draw a 
straight line from Z to I. 

TD) to P is front of scye, 15. Square up from P by the line DP. PtoQis 
first over, 1514, and P to R is second over, 20%. Sweep back from R, pivoting at 
P, and draw a straight line from Q to O. 

E to Sis 7z breast; Sto Tis 34 inch; T to Uis 134 inch; V to W is 34 
inch; E to T, U to W, and V to X ts half of full waist measure, 244%. X to ¥ is 
114 inch according to the following rule for waist additions : 

21% inches when the waist is 4 or more inches smaller than the breast. 


2%0~«O wo WF inches smaller ‘iene Came 
> “« “ow 8 ww « “ow « 
wg  & se «inch smaller fe EE ae 
peo& o & © 


as large or larger than the breast. 
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Shape the side-seam of the back from Z through T, and shape the side-seam of 
the sidebody, reducing 3s (or a trifle less when the back is narrower than propor- 
tionate) at Z, the same amount at the breast line, and curving slightly through U. 

Get the length to 5 by the back and shape the bottom of the sidebody, curving 
it slightly to the fashionable waist line. Shape the under-arm cut through V and 
W as represented. 

Cut out the back. Q tor is the width of the top of the back from A to H. 
Place puint H of the back at point 1, and point B of the back on the sweep, as at 
the double-circled point; mark along the shoulder-seam and remove. 

Shape the shoulder-seam of the forepart, reducing for a narrow shoulder, such 
as we are drafting, not more than % inch at the scye; find the length by the back 
and shape tlie scye. 

Draw a straight line forward from point 1, parallel with the line squared out 
from A, to establish point 2, and go down about 1% breast from 2 to 3. Shape the 
gorge from 1 through 3, and make the length 14 breast from r to 4, in a direct line. 

Sweep forward from 5, pivoting r inch back of the shoulder point (point 1), and 
draw a straight line for the bottom to 6. Square up by the line just drawn to N; 
make the V 4 inch wide and draw a straight line forward as through the large 
black dot with a white center. 

Shape the front from 4 through O and Y, hellowing as little at and above the 
breast as possible, and giving a moderate round ou/y over the belly. Complete the 
bottom by rounding up, as represeuted, about % inch above the dot with a white 
center, 

From 4 to g is 134 inch. Shape the seam-edge of the lapel from 9 to fall 
smoothly into the forepart near Y, rounding it oul from 9 down opposite the breast, 
as represented, when the front line of the forepart ts hollowed (concave) along the 
breast, otherwise when joined to the forepart surplus goods will be forced to the outer 
edge. Make the widths of the lapel for large sizes, as a rule, 214 inches at the top 


and bottom, and 334 at 7. The button line is 21% inches from the front edge at the 
breast and 134 inch at the waist seam. 


EXCESSIVE CORPULENCY. 


When the waist measure is more than 3 inches larger than the breast measure, 
first establish point Y by a size only 3 inches larger, and then add what this lacks 
of the size required beyond Y and v in equal quantities. 

To illustrate : suppose that for this draft the waist were 51 instead of 49, it 
vould then be 5 instead of 3 inches larger than the breast, and would be applied as 
‘ollows : 

As 3 inches more than the breast is 49, we make E to T, U to W, and Vto X, 
24%, which is half of 4g,and add 114 inch from X to Y. But as we require a waist 
size of 25% (half of 51), the draft to Y lacks 1 inch of being large enough ; half of 


this, therefore, (14 inch) is added at Y and the other half at » as shown by the 
shaded parts. 


a 
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KNIGHTS TEMPLAR COAT. 


PLATE 11. 
MEASURES as taken over the vest: 


8% depth of scye. 111% front of scye. 38 breast. 
1714 natural waist. 121% first over. 33 Waist. 
1834 fashionable waist. 17% second over. 


37% length for a man 5 feet 9 inches in height. 


To these measures add for making as follows : To depth of scye 1 inch; to front & 
of scye 11% inch; to first over 1 inch, and to second over 34 inch, | 


: ih : | 
The measures, with the additions and as used ¢n drafting, are now as follows: 


914 depth of scye. 
1714 natura] waist. 
1834 fashionable waist. 


13 front of scye. 
13% first over. 
185% second over. 


38 breast, 
33 waist. 


TO DRAFT. 


Square lines A F and A G. A to B is depth of scye, 91%; C is half-way 
between A and B; Dis J, breast below C; A to E is natural waist, and A to 
is fashionable waist. Square out from C, B, E and F. 

AtoGis ¥% inch more than 1% breast, aud G to H is $4 inch. 

B to J is front of scye, 13; J is half-way between B and 1; J to K is 1 inch; 
L is half-way between I and K; L to M is 34 inch; Bto N is half of full breast, 
and N to O is 234 inches. Square up from J and K, and down from M and O. 

D to P is front of scye, or the same as from B to I, 13. Square up from P by 
the line DP. P to Q is first over, 1344, and P to R is second over, 1854. Sweep 
back from R, pivoting at P, and draw a straight line from Q to O. 

" E to § is rr breast; S to T is 3 inch; T to U is 134 inch; V to W is 4 
inch; E to T, U to W, aud V to X is half of full waist measure, 161%, and X to Y 4 
is 244, instead of, as usual, 214 inches. % 

Shape the back as represented, making the width above the sleeve notch, or i 
back-pitch (circled point), 1 inch, or to taste or style, and commencing the side- 
seam 1/4 inch below the same point, or more or less according to taste or style. 

Cut ont the back. Q to 1 is the width of the top of back from A to H. Place 
point H of the back at point 1, and point B of the back to touch the sweep from R, 
as at the double-circled point ; mark along the shoulder-seam and remoye the back, 


PLATE 11. 
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Shape the shoulder-seam of the forepart, reducing 14 inch at the scye, and make it 


of the same length as that of the back. Shape the scye as represented. 

Point 2 is directly opposite point 1, and from 2 to 3 is % inch more than % 
breast. 
Draw a straight line from Z to I and shape the side-seam of the sidebody, com- 
mencing 3 inch from Z, reducing 3, inch at the breast line, and curving slightly 


through U. Get the length to 5 by the back and shape the bottom of the sidebody 


and the under-arm cut as represented. 


Sweep from 5, pivoting 1 inch back of point 1, and draw a straight line for the 


run of bottom to 6 
Shape the gorge from 1 through 3, and make the length 14 breast from 1 to 


4, in a direct line. 
Shape the front from 4 through O and Y, and round up the bottom 4 inch 


above 6. 

From 4 tog is 3% inches. Draw a straight line from g through Y to the 
bottom, and square across from 9. From g to the circled point is 4% inches, 
and the width of the lapel at the bottom to 8 is 234 inches. Draw a straight 
line from the circled point to 8, and shape the front, rounding out % inch at 7. 
Drop the top 14 inch below the circled point. 

The button line is 1 inch back of the side of neck, and 214 inches from the 
front edge at the bottom. : 

The collar is 114 inch wide. 

The back skirts are ornamented with side edges with one button on each. 
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SINGLE-BREASTED STRAIGHT-FRONT FROCK. 


PLATE 12. 


TAGRAM 1.—Points 2, 3, 4, O and Y, are obtained in the same way as for the 
double-breasted frock. 
O to 7 is 114 inch, and Y to 8 is the same, 
Make the width of the top of the lapel 13¢ inch more or less, according to taste 
or style, and shape the front edge through 7 and 8, 
The skirt is drafted as explained (Plates 13 and 14) for the double-breasted 
frock. 


SINGLE-BREASTED MILITARY OR CLERICAL FROCK. 


DiMACRAM 2.—Points O and Y are obtained as usual. 


From 2 to 3 is %4 inch more than 14 breast. 

From 1 to 4 is 14 breast, in a direct line. 

Oto 7 is t inch. 

Y to 8 is % inch. 

Make the lapel 1 inch wide at the top and shape the front edge through 7 
and 8. 

The skirt is drafted as for a double-breasted frock. 


PLATE 12, 
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a SKIRTS FOR DOUBLE-BREASTED FROCKS. 


PLATE 13. 


TH regular or close skirt. Square lines 1, 2 and 1, 3. 


From 1 to 3 is 9 inches. 

From 3 to 4 is 2 inches. 

From I to 5 is the width of the bottom of the sidebody. 

Place the lower under-arm corner of the forepart at 5, with the fashionable 
waist line parallel with the line squared from 1 to 2, and make a point at the lower 
front corner, as at the circled point. 

Pivot the forepart at 5, and swing it up, until the lower front corner is 14 inch 
above the circled point, and then mark along the bottom from 5 to 6. 

Place the lapel in a closing position, and mark along the bottom to 7. 

Square down from 7. : 

Finish the top by curving slightly from 1 to 5. 

Curve the back-spring line from 1 through 4. 

Get the length to $ by the back, adding 14 inch for fullness. 

From 7 to 9 is % inch less than from 1 to 8. 

Add 1 inch for side-edge, or turn in. 

Finish as represented. : 


TING. 
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SKIRTS FOR DOUBLE-BREASTED FROCKS. 
(Continued.) 


PLATE yy. 
Fes CORPULENT FORMS.—Square lines 1 to 2, and 1 to 3, 


From 1 to 3 is 9 inches. 

From 3 to 4 is 2 inches. 

From 1 to 5 is the width of the bottom of the sidebody. 

Place the lower under-arm corner of the forepart at 5, with the fashionable waist 


line parallel with the line squared from 1 to 2, and make a point at the corner of 


the V nearest to you, as at the circled point. 

Pivot the forepart at 5, and swing it up 1% inch to point 6. 

Mark along the bottom to point 6, and mark up the near edge of the V. 

Swing the forepart to evenly close at the V, and mark along the bottom to the 
double-circled point. 

Place the lapel in a closing position, and mark along the bottom to 7. 

Square down from 7. ‘ 

Finish the top by curving slightly from 1 to 5. 

Curve the back spring line from 1 through 4, and get the length to 8 by the 
back, adding 14 inch for fullness. 

From 7 to g is '% inch less than from 1 to 8. 

Add 1 inch for side edge, or turn in. 

Finish as represented. 
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i 
SKIRTS FOR DOUBLE-BREASTED FROCKS. | 
( Concluded.) i 
PLATE 15. 


ULL SKIRTS.—Draw a straight line, as from 2 to arrow-head, and on this line 
place the lower under-arm corner of the forepart, with the fashionable waist 
line parallel with it. 

Make a point at the lower front corner of the forepart, pivot at 5, and swing 
the forepart up 1% inch, as to 6. 

Mark along the bottom of forepart from 5 to 6. 

Place the lapel in a closing position, and mark along the bottom to 7. 

Square down from 7. 

Curve the top of the skirt from 7 through 6 and 5, and mark the width of the 
bottom of sidebody from 5 to 1. 

Square down from 1 by points 1 and 5. 

From 1 to 3 is 9 inches. 

From 3 to 4 is 2 inches. 

Curve the back spring line from 1 through 4. 

Get the length to 8 by the back, adding 14 inch for fullness. 

From 7 to g is % inch less than from 1 to 8. 

Add 1 inch for turn in, or side-edge. 

Finish as represented. 

Remarks.—Dhe top may be hollowed more or less than represented on this 
draft, according to taste or style, but the spring is always governed by a line squared 
down from points 1 and 5. 

For extra erect forms make 3 lo 4 from 2¥%4 to 2% tnches, and for vound- 
shouldered forms 1% tuch, or less, 
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PLATE 15. 
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DRESS COATS. 


PLATE 16. 
PEAKED-LAPEL STYLE. 


[YPASuREs as taken over the vest: 


8% depth of scye. 1114 front of scye. 36 breast. 
1634 natural waist. 1114 first over. 32 waist. 
1814 fashionable waist. 17. second over. 


Add to these measures for making as follows: To depth of scye t inch; to 
front of seye 1% inch; to first over 1 inch, and to second over 34 inch. 
The measures, with the additions and as used in drafting, are now as follows : 


9% depth of scye. 1234 front of scye. 36 breast. 
1634 natural waist. 121% first over. 32 waist, 
1814 fashionable waist. 1734 second over, 


TO DRAFT, 


between A and B; D is +s breast below C; A to E is natural, and to F is fashion- 
able waist. Square out from C, B, E and F. 

Ato Gis % inch more than % breast, and G to H is 5 inch. 

B to | is front of scye, 1234; J is half way between B and 1; J to K is 1 
inch; L is half way between I and K; L to M (for dress coats) is 1 inch; B to N 
is half of full breast, and N to O is 234 inches. Square up from I and K, and 
down from M and O. 

D to P is front of scye, or the same as from B to I, 1234. Square up from P, 
by the line DP. P to Q is the first over, 12%, and P to R is the second over, 
1734. Sweep back from R, pivoting at P, and draw a straight line from Q to O. 


Square lines A F and A G. A to B is depth of scye,9%; C is half way 


E to S is rz breast; S to T (for dress coats) is 4% inch; ‘I’ to U is 134 inch; v 


V to W is 34 inch; E to T, U to W, and V to X is half of full waist measure, 16, 
and X to Y is 134 inch, or 34 inch less than for any other style of frock. 

Shape the back as represented, making the width above and below the sleeve 
notch or back pitch (circled point) not more than 1 inch. 

Cut out the back. Q to 1 is the width of the top of the back from A to H. 
Place point H of the back at point 1, and point B of the back to touch the sweep 
from R, as at the double-circled point; mark along the shoulder-seam, and remove 
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PLATE 16. 
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| | 


the back. Shape the shoulder-seam of the forepart, reducing it 14 inch at the scye, 
and make it of the same length as that of the back. Shape the seye as represented. 

Point 2 is directly opposite point 1, and from 2 to 3 is % breast. - 

Shape the gorge from r through 3, and make the length 4% breast from x to 4. ‘ 

Draw a straight line from Z to I, and shape the side-seam of the sidebody, 
commencing 3g inch from Z, reducing 3 inch at the breast line, and curving ¥ 
slightly through U. 

Get the length to 5 by the back, and shape the bottom of the sidebody and 
the under-arm cut as represented. 

Sweep from 5, pivoting 1 inch back of point 1, and shape the bottom to 6. 

Shape the front from 4 through O and Y. 

From 4 tog is 2% inches. Shape the seam edge of the lapel from 9 to fall 
smoothly into the front line of the forepart between the breast and natural waist 
lines. 
Shape the lapel, making it 134 inch wide at the top, 2% inches at the breast 
(point 7), extending it 144 inch below the waist seam of the forepart, and making 
it 114 inch wide at the bottom. 

The crease line of the forepart commences % inch in front of point 1, and 
that of the collar meets it at the gorge and curves through the shoulder-point. 
The collar stand is 1% inch high, and the fall is 114 inch, more or less, according 


to style. 
‘The upper button is 134, and the lower 1 inch from the front edge. 
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DRESS COATS. 
(Coneluded.) 


PLATE 17. 


SHaw-RoLt STvLE. 


MPASURES as taken over the vest : 


9% depth of scye. 121% front of scye. 40 breast. 
1714 natural waist. 125% first over. 36 waist. 
1834 second over. 


1834 fashionable waist. 
With the additions and as used in drafting they are as follows : 


10% depth of scye. 14 front of seye. 40 breast. 
17%4 natural waist. 135 first over. 36 waist. 
19% second over. 


1834 fashionable waist. 
TO DRAFT. 


Obtain all the points, and shape as for the peaked-lapel style, with the following 
exceptions : 

From 2 to 3 is 1 inch more than ¥% breast. 

Shape the gorge from 1 through 3. 

Draw a straight line from O to Y. 

From the waist-seam to the square point is 5 inches, and from this point to the 
half-star is 2 inches. : 

Draw the crease line of the forepart from a point %4 inch in advance of 1 to the 
half-star. 

Draw the crease line of the collar on a curve from the crease line of the forepart 
at the gorge, through the shoulder-point. 

Make the collar stand 114 inch high, and the fall-down 114 inch deep. 

Shape the roll tothe width and form desired, and curve the front below the end 
of roll to range with the outside line of roll. 

Point 9 is 1 inch from the front edge of the roll. 

Shape the seam-edge of the lapel from 9 through the squared point. 

The lapel extends 114 inch below the waist line, and is 14 inch wide at the 
bottom. : 

The upper button is 1% inch and the lower 1 inch from the lapel seam. 

Cut out the lapel, and straighten it 244 inches from the black to the circled dot, 
making the width of the new lapel at the arrow the same as that of the original at 
the arrow also. - 
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THE SKIRT FOR DRESS COATS. 


PLATE 18. 


GQvAReE lines 1 to 2, and I to 3. 
From 1 to 3 is 9 inches. 
From 3 to 4 is 2 inches. 
From 1 to 5 is the width of the bottom of the sidebody. 
if Place the lower under-arm corner of the forepart at point 5, with the fashionable 
} waist line paralle] with the line squared from 1 to 2, and mark along the bottom to 6. 
Hi Shape the top of the skirt on an even curve, following the bottom of the fore- 
: part to B, and rounding down 34 inch below 6, as to 7. 
e Curve the back-spring from 1 through 4. 
From 1 to 8 is 14 inch more than the length of the back skirt. 
Square across from 8, by points 8 and 4. 
Measure from 1 to 7, and whatever the length is, 
i use it as a working power. 
Make 7 tog 14 inch, and draw a slightly curved line from 
From 9 to A is '% of 15 (or 1% of whatever the distance is from 1 to 7). 
! A to B is 1s of 15 (or vv of the distance from 1 to 7). 
From 8 to C is % of 15 (or % of whatever the distance is from 1 to 7). 
a C to D is rx of 15 (or rv of whatever the distance is from 1 to 7). 
Draw a straight line from B to D. 
Finish as represented. 


say 15 inches for a 36 breast, 


9 to B. 
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SACKS. 


SINGLE-BREASTED. 


PLATE 19. 


MEASURES as taken over the vest: 


876 depth of seye. 11% front of scye. 38 breast. : 
17% natural waist. 1214 first over. 32 to 36 waist. 
31 length | 17% second over. 


Add to these measures for making as follows : To depth of seye 1 inch ; to front 
of seye 1% inch; to first over 1 inch, and to second over 34 inch. 


The measures, with the additions and as used in drafting, are now as follows 


9 depth of scye. 13 front of scye. | 38 breast. 
17% natural waist. 1314 first over. 32 to 36 waist. 
31 length. 1844 second over. | 

TO DRAFT. 


Square lines A LandAG. AtoB is depth of scye,g 7%. C is half way be- 
tween A and B; C to Dis 4 breast; A to E is natural waist; A to F is full 
length, with allowance for making (14 inch if bonnd, and % inch if stitched edge), 
aud E to Lis the same as from A to E; or, in other words, A to L is twice the 
natural waist. Square out from C, B, E, F and 1. 

A toG is % inch more than ¥% breast, and G to H is 5¢ inch. 

B to I is front of seye, 13; J is half way between B and 1; J to K is 1 inch; B 
to N is half of full breast; N to O is 234 inches, and O to 7 is 14 inch. Square 
up and down from I, up from K, and down from 7. 

D to P is front of scye, 13. Square up from P by the line DP. P to Q is first 
over, 1314, and P to R is second over, 1814. Sweep back from R, pivoting at P, 
and draw a straight line from Q to O, 

E to S is 4% breast, and § to T is 1% inch. 

[Norge.—E to S may be any width required by fashion, or dictated by taste, but 
the amount reduced between the back and forepart should not change from 1% inch, 
except to produce a close fit or a loose one. 1% inch is always proportionate ] 

Square down from S, and draw a straight line from C to L. 

: Shape the back, springing out 14 inch beyond the width of back line at Z, hol- 
lowing % inch to the half-star at the natural waist, and giving a slight seat round 
from $ down. 
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THE “STANDARD” WORK ON CUTTING. 


i Draw a straight line from Z to 9. This establishes the small circled point on 
uy the natural waist line. From this point to the large uncircled point is % inch, 
i From a point 14 inch beyond Z, draw a straight line through the large uncircled 
point, to give the side-seam spring of the forepart. Shape the side-seam of the 
forepart from Z through T to 5, as represented. 
i Get the length to 5 by the back, and sweep forward from 5 by point 1. 
Cut out the back. Q to1 is the width of the top of back from A to H. Place 
7 point H of the back at point 1, and point B of the back on the sweep as at the 
double-cireled point ; mark along the shoulder-seam and remove. Shape the shoul- 
der-seam of the forepart, reducing 1% inch at the scye, make it the same length as 
that of the back, and complete the scye as represented. 
| Draw a straight line forward from point 1 parallel with the top line, and go 
i down ¥% breast from 2 to 3. Shape the gorge from 1 through 3, and make 1 to 
4, in a direct line, 1% breast. 
From Y to § is 44 inch, and from M to U is % inch. Make the top of the 
{ , lapel 13g inch wide, more or less, and shape the front through 7 and 8 to U. This 
establishes point 6. Draw a straight line from 5 to 6, and shape the bottom as rep- 
resented. 
Make the under-arm V '% inch wide at the natural waist. ° 
i The hip pocket is 874 inches above the straight bottom line (this distance is 
more or less according to the length of the sack), with which it is parallel, and the 
width (usually 6% inches) is equally divided on each side of V. Square up from 
W. W to the top of the ticket pocket is’ 314 inches, and the pocket is 314 inches 
wide. 
The button line is 114 inch from the front edge at the breast line, and 1 inch 
froin it opposite the hip pocket. : 
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SACKS WITH NO UNDER-ARI CUT. 


PLATE 20. 


MEASURES as taken over the vest: 


954 depth of seye 12% front of scye. 4o breast. 
18 natural waist. 1234 first over. 34 to 38 waist. 
32 length. 18% second over. 


THESE MEASURES ARE FOR A TALL, SWAY-BACK FORM. 


Add to these measures for making as follows: To depth of scye 1 inch; to 
front of scye 114 inch; to first over 1 inch, and to second over 34 inch. 
The measures, with the additions and as used tn drafting, are now as follows : 


105% depth of scye. 14 , front of scye. 4o breast. 
18 natural waist. 1334 first over. 34 to 38 waist. 
19 second over. 


32 length. 
TO DRAFT. 


Obtain all the points and form the outlines as explained for Plate 19, with the 
following exceptions : 

As there is to be no under-arm cut, or V, reduce the side-seam of the forepart 
two seams, or % inch at Z. 

For a three-button cutaway, let the front line pass through 7 and 8 toward U, 
until opposite the bottom button (wherever located—a matter of taste), and then 
curve it away as represented by the solid line. The dotted line below Y represents 
a straight front with the lower corners rounded away. 

Tue CoLLar.—Draw the crease line of the forepart from the end of roll towards 
a point 14 inch in advance of point 1. 

Draw the crease line of the collar from the crease line of the forepart on the 
gorge through a point 14 inch back of point 1. 

Make the stand 1% inch high, and the leaf, or turn over, 1% inch wide, more 
or less according to style. 


— 
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DOUBLE-BREASTED SACK. 


PLATE as. 


M EASURES as taken over the vest: 


8 depth of scye. 
16 natural waist. 


10% front of scye. | 34 breast. 
30 length. 


11 first over. 28 to 32 waist. 
16 second over. 
Add to these measures for making as Sollows ; To depth of seye 1 inch; to 
front of seye 114 inch ; to first over 1 inch, and to second over 3 inch, 

The measures, with the additions and as used in drafling, are now as follows : 


g depth of scye. 12 front of scye. | 34 breast, 


16 natural waist. 12 first over. 28 to 32 waist. 
30 length. 16} second over. 


TO DRAFT. 


Obtain all the points and form the outlines as explained for Plate r9, with the 
following exceptions : 

Square down from O. This establishes point 6. 

O to 7 is 3 inches, more or less, according to style. 

Square down from 7, 

Y to 8 (as usual) is 4 inch. 

M to U (as usual) is 4% inch. © 

Make the V at 4 from ¥% to % inch wide. 

Make the width of the top of lapel 214 inches, more or Jess, and shape the front 
through 7 and 8 to U. 

The button line is parallel with the front edge, and is half as far back of Oas7 
is beyond it. In other words, if 3 inches is added from O to 7, then O to the 
button line should be 114 inch, or if 4 inches (for a heavy Jap) is added from O to 
7, then O to the button line shouldbe 2 inches. 

Tue Cotar.—The crease line of forepart is guided by a point 14 inch beyond 
point 1, aud the crease line of the collar by a point 14 inch back of point 1. The 
stand is 1% inch high, and the width of the leaf 134 inch, or according to style. 
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THE TUXEDO. 


PLATE 22. 


[PYPASURES as taken over the vest : 


8% depth of scye. | 11 front of scye. 36 breast. 
17 natural waist. 1114 first over. 30 to 34 waist. 
30 length. | 17 second over, 


THESE MEASURES ARE FOR A ROUND-SHOULDERED FORM. 


Add to these measures for making as follows: To depth of seye r inch; to 
front of scye 114 inch; to first over 1 inch, and to second over 34 inch. 
The measures, with the additions and as used in drafting, are now as follows - 


9% depth of scye. | 12% front of scye. 36 breast. 
17 natural waist. ‘ 12% first over. 30 to 34 waist. 
30 length. | 1734 second over. 
TO DRAFT. 


Square lines A V and AG. A to B is depth of scye, 9%; Cis half-way be- 
tween A and B; C to D is ;, breast, and A to V is half of full breast. 

Square out from C and B. 

V to Wis % inch for round-shouldered forms. Draw a straight line from B 
down through W, and by this line square across from B to the front. 

A to E is the natural waist; A to F is the full length, with allowance for 
making, and A to L is twice the natural waist, 34. Square out from E, F and L. 

Ato Gis ¥% inch more than }% breast, and G to H is 34 inch, 

B to Lis front of scye, 1234; J is half-way between B and I, and J to K is r 
inch. Square up from I and K, by the short breast line, B to I. 

B to N is half of full breast; N to O is 234 inches, and O to 7 is 114 inch. 
Square down from 7. 

D to P is front of scye, 1244. Square up from P by the line DP, P to Qis 
first over, 1214, and P to R is second over, 173{. Sweep back from R, pivoting at 
P, and draw a straight line from Q to O. 

E toSis % breast, and S to T is 1!4 inch. Square down from S, and draw 
a straight line from C to I on which to establish point Z. 

Shape the back, springing out 4% inch beyond the width of back line at Z, 
rounding a seam's width beyond C, hollowing % inch to the half-star at the natural 
waist, and giving a slight round from S down. 
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Draw a straight line from Z to 9. ‘This establishes the circled point on the 
natural waist line, which, on this draft, is point T also. From this point to the 
large black dot is % inch. From a point 14 inch beyond Z, draw a straight line 
through the large black dot, to give the side-seam spring of the forepart. Shape 
the side-seam of the forepart, reducing 44 inch at Z, as there is no under-arm cut, 
hollowing at T and curving out slightly over the seat between T and 5. 

Get the length to 5 by the back, and sweep forward from 5, Pivoting at 
point 1, 

Cut out the back. Q to 1 is the width of the top of the back from A to H. 
Place point H of the back at point 1, and point B of the back on the sweep as at 
the double-circled point; mark along the shoulder-seai, and remove. Shape the 
shoulder-seam, reducing '% inch at the scye, make it the same length as that of the 
back, and complete the scye as represented, 

Draw a straight line forward from point 1 parallel with the top line, and go 
down 1 inch more than 4 breast from point 2 to point 3. Shape the gorge from r 
through 3. , 

¥ to 8 is 14 inch, and M to U is 4% inch, 

Draw a slightly curved line from 7 through 8 to U as a guide for the run of 
front, and also to establish point 6. On this line locate the end of roll, placing it, 
as a rule, about 1 inch above 8, and draw the crease line toward a point % inch (for 
long rolls) beyond point 1. From where this crease line crosses the gorge, draw 
the crease line of the collar, on a slight curve, through point r. Make the stand 


1/4 inch high and the “leaf” 134 inch wide, aud shape the outer edge to style or 
taste through 8. 
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ae 
THE MILITARY BLOUSE. 


PLATE 23. 
MEFASURES as taken over the vest : 


814 depth of scye. 1x front of seye. |. 36 breast. 
17 natural waist. 1134 first over. | 30 waist. 
30 length. | 17 second over. \ 


THESE MEASURES ARE FOR AN EXTRA ERECT FORM. 


Add to these measures for making as follows: To depth of scye r inch; to 
front of scye 1% inch; to first over x inch, and to second over 34 inch. 


The measures, with the additions and as used for drafting, are now as follows: 


1% depth of scye. _ 12% front of sceye. 36 breast. 
17 natural waist. 1234 first over. 30 waist. 
30 length. 1734 second over. 


TO DRAFT. 


Square lines A V and AG. A to B is depth of scye, 9%; C is halfway 
between A and B; C to D is ys breast, and A to V is half of full breast. 

Square out from C and B. 

V to W is % inch for extra erect forms. Drawa straight line from B down 
through W, and by this line square across from B to the front. 

Ato E is the natural waist ; A to F is the full length with allowance for making, 
and A to L is twice the natural waist, 34. Square out from E, F and L. 

A to G is 14 inch more than 1% breast, and G to H is 5% inch. 

B to | is front of scye, 124% ; J is half-way between B and I, and J to K is 
tinch. Square up from I and K by the short breast line, B to I. 

B to N is half of full breast; N to O is 234 inches, and O to 7 is 144 inch, 
Square down from 7. 

D to P is front of seye, 1244. Square up from P by the line D P. P to Q is 
first over, 1234, and P to R is the second over, 1734. Sweep back from R, pivoting 
at P, and draw a straight line from Q to O. 

E to S is 1 inch less than 4% breast (sometimes E to S is made as narrow as 14 
breast), and S to Tis 1%4 inch. Squaredownfrom S. Point Z is half-way between 
the diagonal line from D to P and the circled point, or back pitch. 

Shape the back, springing out a small seam’s width at Z, and hollowing % inch 
to the half-star on the natural waist line. 


pon an, laa 


Draw a straight line from Z to 9. This establishes the small circ: 
the waist line. From this point to the large dot is % inch. 


led point on 
A From a point % inch 
beyond Z draw a straight line through the large dot, to give th 


he side-seam spring of 
the forepart. Shape the side-seam of the forepart as represented, reducing 3¢ inch 
at J, as for a frock. 


Get the length to 5 by the back, and swee 
shoulder point (point 1). 

Cut out the back. Q to x is the width of the top of back from A to H. Place 
poiut H of the back at poiut 1, with point B of the back on the sweep, mark along 
the shoulder-seam and remove. Shape the shoulder-seam, reducing 1% inch at the 


seye, make it the same length as that of the back, and complete the scye as 
represented. : 


p forward from 5, Pivoting at the 


From point 2 to point 3 is % inch more than breast. Shape the gorge 
from 1 through point 3, and make point 4 (end of gorge) 14 breast from 1. 
¥ to 8 is % inch, and M to U is Y% inch. 


Make the button stand 1 inch wide at 4, and shape the front through 7 and 
8 to U. 


From 8 to X is 3 inches. From the 
to S, and from T toward X, a 
it lacks of reaching 
Tepresented, 


The collar is either the 
Plate 12. 


euter-seam of back at the hali-star 
pply the waist measure, and, for a snug fit, whatever 
X, rednce under the arm, extending the cut to the bottom as 


same as explained for Plate 11, or for Diagram 2, 


tow 
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SACKS FOR CORPULENT FORTIS. 


PLATE 24. 


[PYFASURES as taken over the vest: 


10% depth of se | 1334 front of scye. | 48 breast. 
18 natural waist. | 1434 first over. ; 51 waist. 
32. length. 2014 second over. 


Add to these measures for making as follows: 1 inch to depth of scye; 1% 
inch to front of seye; 1 inch to first over, and 34 inch to second over. 


The measures, with the additions and as used for drafting, are now as follows ; 


1114 depth of scye. 15%4 front of scye. 48 breast. 
18 natural waist. . 1534 first over. 51 waist. 
32 length. # H 21 second over. 

TO DRAFT. 


Square lines A I, and AG. A to B is depth of scye, 1114; C is half-way be- 
tween A and B; C to D is y, breast; Ato E is natural waist; A to F is full 
length, with allowance for making, and A to L is twice the natural waist, 36 inches. 
Square out from C, B, E, F and L. 

A to Gis 14 inch more than % breast, and G to H is 54 inch. 

B to Tis front of scye, 1514; J is half-way between B and I; J to K is r inch ; 
B to N is half of full breast; N to O is 234 inches, and O to 7 is 1 14 inch. Square 
up and down from I, up from K, and down from 7. 

D to P is front of seye, 1514. Square up from P by the line DP. P to Qis 
first over, 1534, and P to R is second over, 21. Sweep back from R, pivoting at P, 
and draw a straight line from Q to O. 

Square down from J for the width of back for corpulent forms, instead of 
making E to S 44 breast. This establishes points S and 9. Sto Tis 14 inch. 

Draw a straight line from C to I. 

Point 8, as usual, is 14 inch beyond the smallest dot (point Y on the other 
drafts), and the half.star is 14 inch from E. 

Apply the waist measure, 2514, from half-star to S, and from S forward. This 
locates the double-circled point. Add, for making, 1 inch less than has been added 
from N to 7, 3 inches for this draft, as it is 4 inches from N to 7. This locates the 
large circled point. Point 8 (the proportionate point) will not give enough size by 


al 
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as much as it falls short of the large circled point, 2 inches. /x other words, half 
star to Sand T to 8 ts 2 inches too little for the stze requtred. We therefore 
add half of this amount from § forward, and half of it from T back, and thus locate 
the large uncireled point in front and the large half-cirele point just beyond S. 
Draw a straight line from Z to 9. ‘This locates the circled point on the waist 
line. From the circled point to the large point is the usual % inch and the inch 
(or whatever the amount may be) that has been added from T to the large half 


point, 1% inch altogether. Drawa straight line froma point 14 inch beyond Z 


through the large point to give the spring of the side-seam. 

Shape the back and the side-seam of the forepart as represented. 

Cut out the back. Q to1 is the width of the top of the back from A to H. 
Place point H of the back at point 1, with point B on the sweep, mark along the 
shoulder-seam and remove. Shape the shoulder-seam, reducing 34 inch (for large 
sizes) at the scye. Get the length of the seam by the back, and shape the seye. 

Draw a straight line forward from 1, parallel with the top line, to locate point 
2, and go down } breast from 2 to 3. Shape the gorge from 1 through 3, and get 
the leugth to 4 by 34 breast from 1. 

Get the length to 5 by the back, and sweep forward from 5 by point 1. 

M to U is, as always, 1% inch. U to K is the same as from 8 to the front edge, 
for this draft 1 inch. 

Draw a straight line for the under-arm cut, as represented. The pattern is to 
be cut through on this straight line, nothing being taken out at the waist. 

THE Cort.Ar—The crease line of the forepart is drawn from the end of roll 
towards a point 14 inch beyond point 1, and from where this line crosses the gorge 
draw the crease line of the collar on a slight curve, throngh a point 14 inch back 
of point 1. For short necks make the stand 34 to 7% inch deep, and hollow the 


seam edge slightly. 


THE “STANDARD” WORK ON CUTTING. 


SACKS—CORPULENT FORMS. 


PLATE 25. 


Cur out the forepart as drafted, except that about an inch should be left below 
the bottom line. 

Cut down on the straight underarm line, from the scye to the pocket, and 
open the cut at the scye, until the distance from rto 2 is the same as has been 
added from 8 to the frout edge—for this draft 1 inch. 

This throws fullness to the bottom. 

Press this fullness flat at 4, and reshape the bottom from 5 to 6. 

The wedge formed by this process from 3 to 1 and 2 is to be cut out. 

This throws fullness to the belly, aud amounts to the same thing as drawing 
in the edge at the bottom the amount of the overlap at 4. 


a 
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THE WHOLE BACK. 


PLATE 26. 


cu out the back as drafted. 
DIAGRAM 1.—Draw a straight line from A to C. 
Place the back to touch this line at A and at B. 


This throws the bottom of the back on the center-seam about an inch from Cc, 
as to D. 


The dotted lines show the position. 

Mark around the back from A down to F. 

Pivot the back on the uatural waist line, half-way between B and F, and swing 
the lower part forward until the corner at D rests on the straight line, 

Mark around the back from F down. 

Draw a straight line from top to bottom 34 inch inside of the line A B. 

This gives us a new back, as represented by the heavy solid lines, 

In making, stretch at F as much as the reduction made by the swinging 
process, and shrink the same amount on the center-seam, as indicated by the waved 
lines. 

Diacram 2.—This diagram is introduced to show the changed back as cut 
from the cloth, the center, of course, to be cut on the fold of the goods. 
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SLEEVES. 


PLATE 27. 
D®Ft by the size of the armhole. 


TO DRAFT. 


Draw line A F, and square out from A. 

A to B is ¥s scye. 

B to C is 2% inches always. 

Square out from C. 

C to D is 6 inches always. 

Bto Eis % scye. 

Square down through E, and square back a few inches from the same point. 

Get the length to F, and square across. 

G to H is 114 inch. 

H to 1 is 614 inches, more or less, according to style or taste. 

J is half way between E and H. 

Square across from J. 

K is 1 inch from B. 

Finish as represented, curving the top of the underside 4 inch below the line 
squared back from E, hollowing about 3 inch at J, and giving about 1 inch elbow 
swell on the outside seam. ; 


PLATE 27. 


Sam 


a 


92 THE “‘STANDARD” WORK ON CUTTING. 


SLEEVES. 
( Continued.) 


PLATE 28. 


T° ADVANCE THE UNDeR-ARM SeAM.—Draw line A F, and square out from A, 


A to B is r seye. 

B to C is 2% inches always. 

B to E is '4 scye. 

Square down through E. 

Get the length to F and Square across. 

G to H is 114 inch. 

Square each way from H. 

H to Tis 6%4 inches, more or less, for au undercoat, and 6% inches, more or 

less, for an overcoat, according to style or taste. 

J is half way between E and H. 

E to L, is 44 inch. 
Square each way from L, 
L to M is 114 inch, and L to N is the same. 
H to O is 14 inch, and H to P is the same, 
Finish as represented. 
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THE “STANDARD” WORK ON CUTTING. 


OVERCOATS. 


THE MEASURES. 


"THE MEASURES may be taken over the coat or over the vest, as preferred ; 
but the better plan is to take them over the coat. 
When taken over the coat add for making as follows : 
To depth of scye - 


- - F3 - . > 1 inch. 
To front of scye  - - = : = = - - : 1% inch, 
To first over - - = - # - - - - - I inch, 
To second over - - - - - - - - - \% inch. 

When taken over the vest add for making and necessary case as follows : 
To depth of scye 7 +s oo 4 - ee - 1% inch, 
Tofrontofscye - - - - - ee 2 inches. 
To first over - - - - = - zs ¢ : - 1% inch, 
To second over . 2 


- - 114 inch, 
Add, also, 2 tnches to the breast and to the watst,and in drafting add to both as 

usual—thal ts: 234 tnches from N to O, and 1 inch less from half watst to 
Sront edge than has been added from N to the front edge. 
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THE CHESTERFIELD. 
PLATE 29. 


M EASURES as taken over the coat: 


| 11% front of scye. 
12% first over. 


38 breast, 


834 depth of scye. : 
32 to 36 waist, 


1734 natural waist, 
40 length. | 18 — second over. 
Add to these measures for making as follows: To depth of scye 1 inch; to 
front of scye 114 inch; to first over 1 inch, and to second over ¥%4 inch. 
The measures, with the additions and as used in drafting, are now as follows : 


934 depth of scye. 13 front of scye. 38 breast. . 
1734 natural waist. 1344 first over. 32 to 36 waist. 
4o length. 181% second over. 

TO DRAFT. 


Square lines AL and A G. A to B is depth of scye, 93; C is half-way 
between A and B; C to D is +’ breast; A to E is natural waist, and A to L is twice 
the natural waist, 3434. Square out from C, B, E and L, 

E to the half-star is 4 inch. Draw a straight line from the half-star down 
through L, apply the length from A to F, and square out from F. 

A to G is % inch more than % breast, and G to H is 34 inch. 

B to I is front of scye, 13; J is half-way between Band I; J to K is 1 inch ; 
B to N is half of full breast; N to O is 234 inches, and O to 7 is 2 inches, or 
slightly more or less according to style or taste or the weight of the material. 
Square up and down from I, up from K, and down from O and 7. 

D to P is front of scye, 13. Square up from P by the line DP. P to Q is 
first over, 1334; and P to R is second over, 1814. ° Sweep back from R, pivoting at 
P, and draw a straight line from Q to O. 

E to Sis 14 inch more than % breast, or more or less according to style or 
taste, and S to Tis 1 inch. F tog is the same as from E to S. 

Shape the back, springing out rather more than % inch beyond the width of 
back-line at Z, curving through the half-star, and rounding slightly below E to F. 

Draw a straight line from Z to the large fancy dot on the line squared out from 
L. This establishes the small circled dot on the waist-line. From this point to the 
large half-dot is % inch. From a point 4 inch beyond Z draw a straight line 
through the large half-dot to give the side-seam spring of the forepart. Shape the 
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side-scam af the forepart from Z, through T to the bottom, curving slightly over the 


seat. 
Cut out the back. Q to 1 is the width of the back from A to H. Place point 


H of the back at point 1, and point B on the sweep cast from R, as at the double- 
circled point; mark along the shoulder-seam and remove. Shape the shoulder- 
seam, reducing !4 inch at the scye, make it the same length as that of the back, 
and complete the scye as represented, 

Draw a straight line forward from point 1 parallel with the top line, and go 
down +4 breast from 2 to 3. Shape the gorge from 1 through 3, and make 1 to q, 


in a direct line, 14 breast. 
From Y to 8 is % inch, and from M to U is %4 inch. Make the top of the lapel 


2 inches wide, or more or less according to style or taste, and shape the front through 


7, 8 and U. 
Get the length to 5 by the back, and sweep forward from 5, pivoting at point 1. 


This establishes point 6. Draw a straight line from 5 to 6, and finish the bottom 
as represented. 


Make the under-arm V 3% inch wide at the natural waist. 

The hip pocket is 734 inches more than }{ breast from I, and the top of it, which 
is parallel with the straight bottom line, is divided equally on each side of V. 
The ticket pocket is 4 inches above W. 

The button line is half as far back of O as 7 is beyond it, in this case 1 inch, 


which locates it 3 inches from the front edge. 

Tur Connar.—Draw the crease-line of the forepart from the end of roll 
toward a point 4 inch in front of 1, and from where it crosses the gorge draw 
the crease-line of the collar through a point 1{ inch back of 1. The stand is 114 
inch high, and the turn-over, or leaf, is 2 inches wide as a rule; but this width 


varies, of course, according to style. 
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DOUBLE-BREASTED OVERCOAT. 


PLATE 30°. 


[PYEASURES as taken over the coat: 


91% depth of scye. | 123 front of scye. 40 breast. ; 
18 natural waist. | 13% first over. 34 to 38 waist. 
1834 second over. 


50 length. : 
Add to these measures for making as follows To depth of scye r inch; to 


front of seye 134 inch; to first over 1 inch, and to second over ¥% inch. 
The measures, with the additions and as used in drafting, are now as follows : 
10% depth of scye. 1434 front of scye. 40 breast. 
18 natural waist. 14% first over. 34 to 38 waist. 
50 length. 1914 second over. 


TO DRAFT. 


ndAG. Ato B is depth of scye, 10%; C is halfway 


Square lines A La 
A to E is natural waist, and A to L is 


between A and B; C to D is rs breast; 
twice the natural waist, 36. Square out from C, B, E and L. 

E to half-star is 14 inch. Draw a straight line from the half-star down 
through L, apply the length from A to F, and square out from F. 

A to G is 4 inch more than 4% breast, and G to H is 54 inch. 

B to I is front of seye, 1414; J is half-way between B and 1; J to K is x inch; 
B to N is half of full breast; N to O is 2% inches, and O to 7 is 4 inches, (Fora 
medium length 3 to 314 inches is enough to add from O to 7.) Square up and 
down from I, up from K, and down from O and 7. 

D to P is front of scye, 144. Square up from P by the line D P. P to Qis 
first over, 14/4, and D to R is second over, 19%. Swecp back from R, pivoting at 
P, and draw a straight line from Q to O. 

E to Sis % inch more than %4 breast, and § to T is 1 inch. F tog is the 
same as from E to S. 

Draw a straight line from C to J, and shape the back as represented. 

Draw a straight line from Z to the large fancy dot on the line squared out 
from L. ‘This establishes the small circled dot on the waist-line, which, on this 
draft, falls on point T. From this point to the large dot is 14 inch. From a point 
% inch beyond Z draw a straight line through the large dot to give the side-seam 
spring of the forepart. Shape the side-seam of the forepart from Z through T to 


5, curving slightly over the seat. 
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Cut out the back. Q to 1 is the width of the back from A to H. Place 


point H of the back at pot 1, and point B on the sweep cast from R, as at the 


double-circled point; mark along the shoulder-seam and remove. Shape the 


shoulder-seam, reducing 14 inch at the scye, make it the same length as that of 


the back, and complete the scye as represented. 

Draw a straight line forward from point 1 parallel with the top line, and go 
down 14 breast from 2 to 3. Shape the gorge from 1 through 3, and make 1 to 4, 
in a direct line, 14 inch more than '4 breast. 

From Y¥ to 8 is 4 inch, and from M to U is % inch. 
lapel 34 inches wide, and shape the front through 7, 8 and U. 

Get the length to 5 by the back, and sweep forward from 5, pivoting at point 1. 
This establishes point 6. Draw a straight line from 5 to 6, and curve the bottom 


Make the top of the 


as represented. 
Make the under-arm V % inch wide at the natural waist. 
The hip pocket is 734 inches more than 14 breast below I, and the top of it, 


which is parallel with the straight bottom line, is equally divided on each side of V. 


The ticket pocket is 4 inches above W. 
The button line is half as far back of O as 7 is in front of it—in this case 2 


inches—which locates it 6 inches from the front edge. 
Tur ConLar.—For a wide collar curve the crease through a point 4 inch back 


of 1, and hollow the seam edge. The stand is 1% inch high, and the leaf 3 inches 
wide for the narrow and 6 for the wide collar. 
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THE COVERT COAT. 


PLATE 31. 


[PYEASURES as taken over the coat: 


9} depth of scye. | 13 front of seye. | 42 breast. 
17% natural waist. | 13 first over. 36 to 40 waist. 


_ 36 length. |» 1914 second over. 


Add to these measures for making as follows: "To depth of scye 1 inch; to 
front of scye 114 inch; to first over 1 inch, and to second over ¥4 inch, 


The measures, with the additions and as used in drafting, are now as follows < 


10% depth of scye. | 14% front of scye. | 42 breast. 
17% natural waist. 14 first over. 36 to go waist. 
36 = length. | 1934 second over. 

TO DRAFT. 


Square lines A L and AG. Ato B is depth of seye, 10%; Cis half-way 
between A and B; C to Dis y, breast; A to E is uatural waist, A to L is twice 
the natural waist, and A to F is the full length, 36. Square out from C, B, E, L 
and F. 

Ato Gis % inch more than '% breast, and G to H is &% inch. 

B to J is front of scye, 14% ; J is half-way between Band I; J to K is 1 inch; 
B to N is half of full breast; N to O is 234 inches, and O to 7 is 2 inches. Square 
up and down from 1, up from K, and down from O and 7. 

D to P is front of scye, 1434. Square up from P by the line DP. P to Q is 
first over, 14, aud P to R is second over, 1934. Sweep back from R, pivoting at P, 
and draw a straight line from Q to O. 

Square down from J for the width of back at Sando. Draw a straight line 
from C to I, and shape the back as represented. 

Draw a straight line from Z to the large dot just above g. ‘This establishes the 
circled dot on the waist-seam. From this point to the Jarge half-dot is 34 inch for 
a covert coat (or for any half-box form of overcoat). From 1% inch beyond Z draw 
a straight line through the half-dot to obtain the side-seam spring of the forepart. 
Shape the side-seam of the forepart, reducing 14 inch at Z, as there is no under-arm 
cut, curving through a point % inch beyond S, and rounding slightly, as repre- 
sented, over the seat to the bottom. 
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Cut out the back. Q to 1 is the width of the back from A toH. Place point 
H of the back at point 1, and point B on the sweep cast from R, as at the double. 
circled point, mark along the shoulder-seam and remove. Shape the shoulder-seam, 
reducing 34 inch at the scye, make it the same length as that of the back, and com- 
plete the scye as represented. 

Draw a straight line forward from point 1 parallel with the top line, and go 
down 1 breast from 2 to 3. Shape the gorge from 1 through 3, and make 1 to 4, 
in a direct line, 14 breast, 

From Y to 8 is 14 inch, and from M to U is % inch. Make the top of the 
lapel 2 inches wide, and shape the front through 7, 8 and U. 

Get the length to 5 by the back, and sweep forward from 5, pivoting at 1. 
This establishes point 6. Draw a straight line from 5 to 6, and curve the bottom 
as represented. 

Finish as explained for Plate 29. 
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THE FULL BOX. 


PLATE 32. 


[PYEASURES as taken over the coat: 


94 depth of scye. 13 front of scye. ! 40 breast, 
18 natural waist. 1214 first over. 34 to 38 waist. 
45 length. 1834 second over, 
Add to these measures for making as follows: To depth of seye 1 inch; to 
front of scye 114 inch; to first over 1 inch, and to second over ¥ inch. 
The measures, with the additions and as used m drafling, are now as Sollows : 


10 depth of scye. | 14% front of scye. 40 breast. 
18 natural waist. | 13% first over. | 34 to 38 waist. 
45 length. 1914 second over. 

TO DRAFT. 


Square lines A Land AG. A to B is depth of scye, 10%; C is half-way 
between A and B. C to D is s« breast; A to E is natural waist, and A to L, is 
twice the natural waist, 36. Square out from C, B, Eand L. 

A to G is % inch more than % breast, and G to H is 5% inch. 

B to I front of scye, 141%; J is half-way between B and 1; J toK is 1 inch; 
B to N is half of full breast; N to O is 3 inches (14 inch more than usual), and O 
to 7 is 4 inches, Square up and down from I, up from K, and down from O and 7. 

D to Pis front of scye, 144%. Square up from P by the line D P. P to Q is 
first over, 1344; and P to R is second over, 194. Sweep’back from R, pivoting at 
P, and draw a straight line from Q to O. 

E to the circled point is 1 inch. Draw a straight line from A down through 
the circled point for the center of back, apply the length to F, and square out to 9. 
From F to g is the same as from the back center to K. Draw a straight line from 
K tog. Shape the back, locating Zon the diagonal line from D to I. 

Draw a straight line from Zto X. This establishes the circled point on the 
waist line. From this point to the large dot is 4 inch (}4 inch more than usual). 
From a point % inch beyond Z draw a straight line through the large dot to obtain 
the side-seam spring of the forepart. Shape the side-seam of the forepart, reducing 
44 inch at Z (34 inch less than usual when there is no under-arm cut), meeting the 
back at the waist-line; and rounding slightly over the hip to the bottom. 

Cut out the back. Q to 1 is the width of the back from A to H. Place point 
H of the back at point 1, and point B on the sweep cast from R, as at the double- 
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circled point; mark along the shoulder-seam and remove. Shape the shoulder- 
seam, reducing 4% inch at the scye, make it the same length as that of the back, 
and complete the scye as represented. 
Draw a straight line forward from point 1, parallel with the top line, and go 
down 1 breast front 2 to 3. Shape the gorge from 1 through 3, and make 1 to 4, 
in a direct line, 14 inch more than \{ breast. 
Y to 8 is % inch, and M to U is 4 inch. Make the top of the lapel 4 inches 
wide, and shape the front through 7, 8 and U to the bottom. 
Get the length to 5 by the back, and sweep forward from 5, pivoting at 1 to 
establish point 6. Draw a straight line from 5 to 6, and round the bottom as 
represented. 
Finish as usual. 
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TO DRAFT THE BACK AND FOREPART OF AN 
OVERCOAT SEPARATELY. 


PLATE 33. 
M FASURES as taken over the coat: 


9% depth of scye. { 13 — front of scye. 42 breast, 
17% natural waist. | 13% first over. 46 waist. 
42 length. | 19% second over. | 


Add to these measures for making as follows : To depthof scye, 1 inch ; to front 
of scye, 114 inch; to first over 1 inch, and to second over 1% inch. 
The measures, with the additions and as used tn drafting, are now as follows: 


10% depth of scye. | 14% front of scye. | 42 breast. 
17% natural waist. | 14% first over. 46 waist. 
42 length, | 1934 second over. | 


TO DRAFT THE BACK. 


Square lines AG and AL. A to B is depth of scye, 10%; C is half-way 
between A and B; A to E is natural waist, and A to L istwice the natural waist, 35- 

Square out from C, B, E and L. 

From a point % an inch beyond E, draw a straight line down through I for 
the back-spring of the back. 

Apply the length to F, and square across. 

A to Gis % inch more than % breast, and G to H is % inch. 

B to Lis front of scye, 1414 ; J is half-way between B and I, and J to K is 1 
inch. 

Square down from J to establish the width of back at S and g (4% inch more 
than '% breast gives too great width for corpulent forms), and shape the top, 
shoulder seam, scye part, and side seam as represented, making % about 54 inch be- 
yond the width of back line, and locating the corner at the large dot about 144 inch 
above the circled point. 

Cut out the back. 
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TO DRAFT THE BACK AND FOREPART OF AN 
OVERCOAT SEPARATELY. 


(Continued.) 


PLATE 34. 
TO DRAFT THE FOREPART. 


LACE the back in position, as represented by the dotted lines, extend lines 
P B, E and L, and make D ye breast below the back-pitch line. 

B to I is front of scye, 1444; B to N is half of full breast; N to O is 234 

inches, and O to 7 is 244 inches. Square up and down from I and down from 
and 7. 

e D a P is front of scye, 14%. Square up from P by the line DP. P to Qis 

first over, 1414, and P to R is second over, 1934. Sweep back from R, pivoting at 

P, and draw a straight line from Q to O. : 

From the side-seam of back at * to T is 1 inch; Y to 8 is % inch, and M to 
U is % inch. 

Apply the waist measure, 23, from the large dot on the back-seam, 1% inch from 
FE, to the width of back at *, and from T to the donble-circled point. From the 
double-circled point to the single-circled large dot is 1 inch less than from N to 7— 
for this draft 4 inches. The proportionate draft would be, therefore, too small by 
as much as the distance is from point 8 to the single-circled large dot, 2% inches, 
Half this amount, 1% inch, is added from 8 to the front as to the large uncircled 
dot, and half, 11% inch also, from T to the half-dot. U to X is the same as from 8 
to the front edge. 

Draw a straight line from Z to the double-circled large dot on the line squared 
out from L. This establishes the circled half-dot on the waist line. From this dot 
to the large dot is 114 inch more than the usual half inch. Draw a straight line 
from a point }{ inch beyond Z down through the large dot, to obtain the side spring 
of the forepart. 

Remove the back, and shape the side-seam of the forepart from Z through the 
half-dot to the bottom. 

Q to 1 is the width of the top of the back. Place point H of the back at 
point 1, and point B on the sweep cast from R, as at the donble-circled point. Mark 
along the shoulder-seam and remove. Shape the shoulder-seam, reducing 54 inch 
at the scye, make it the same length as that of the back and complete the scye. 

Draw a straight line forward from 1, parallel with the top line, and go down % 
breast from 2 to 3. Shape the gorge from 1 through 3, and make 1 to 4, in a direct 
line, % breast. 


Make the top of the lapel 24 inches wide, and shape the front through 7, the 
large dot and X. 


Finish as represented ; cut down from the scye to the pocket mouth, and open 
at the seye, as illustrated by and explained for Plate 25, 
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THE INVERNESS. 


PLATE 35. 


Tr EASURES as taken over the coat : 


834 depth of scye. | 1114 front of seye. | 38 breast. 
1713 natural waist. 1314 first over. 32 to 36 waist. 
43. length. | 18 second over. | 


Add to these measures for making as follows: To depth of scye 1 inch; to 
front of scye 2 inches; to first over 1 inch, and to second over '%4 inch. 


The measures, with the additions and as used tn drafting, are now as follows + 


934 depth of scye. | 1314 front of scye. | 38 breast. _ 
17% natural waist. 1434 first over. 32 to 36 waist. 
43 length. | 18% second over. | 


TO DRAFT. 


Square lines AG and AL. A to B is depth of scye, 934; C is half-way 
between A and B; C to D is rs breast; S is half-way between A and D; A to E is 
natural waist, and A to Lis twice the natural waist. Square out from S, B, E 
and L. 

A to Gis 4% inch more than }4 breast, and G to H is %% inch. 

B to I is front of scye, 1344 ; J is half-way between Band I; J to K is 1% inch; 
B to N is half of full breast; N to O is 3 inches, and O to 7 is 2 inches, or a 
little more or less according to style or taste, or the weight of the material. Square 
up and down from I, and down from K, O and 7. 

D to Pis front of scye, 1334. Square up from P by the line DP. P to Q is 
first over, 14%, and P to R is second over, 184. Sweep back from R, pivoting 
at P, and draw a straight line from Q to O. 

From E at the natural waist to the circled point is1 inch. Draw a straight line 
from A down through the circled point, get the length to F, and square across. 

Shape the back, rounding as represented from H to K, and curving up the 
bottom 4 inch atg. Wherever the shoulder-curve crosses the line squared out from 
S, notch for the shoulder width, as at T. The curve H, T, K may be flatter or 
rounder according to taste, without affecting the fit. 

K to X is } breast. Square down from X by the diagonal line D P, This 
gives the side-seam of the forepart. 
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Cut out the back. Q to 1 is the width of the top of the back. Place point 
H of the back at point 1, and point B on the sweep cast from R, as at the double- 
circled point; mark along the shoulder-seam and remove. ; 

Shape the shoulder-seam straight, and make 1 to the scye correspond in length 
with H to T of the back. : 

Shape the scye to X, filling in 1 inch from I at the breast line. } 

From 2 to 3 is %4 breast. Shape the gorge through 3, and make 1 to4q, in a 
direct line, 14 breast. : 

Y to 8is % inch and M to U is % inch. Make the top of the lapel 2 inches 
wide, and shape the front as represented through 7, 8 and U to the bottom. ee 

Get the length to 5 by the back (X to g),and sweep forward from 5, pivoting 
at 1, to locate point 6. 

Finish as represented. 

Tur Care,—Apply the length from Q to the bottom, and sweep for the bottom 
by point I, : : 

The front curves below I to miss the crease-line, and follows the button line 
down. 

Curve the side-seam to follow the shoulder-seam of the forepart from 1 to 
the scye, and tocut through the back center half-way between B and the outside line. 

Finish as represented, 


THE “STANDARD” WORK ON CUTTING. 119 


REMARKS ABOUT THE MEASURES. 


TH following table of proportionate sizes will be useful as a guide to correct 
measurement and in cutting proportionate patterns ; 
MEASURES AS TAKEN ON THE VEST. 
BREAST DEPTH. FRONT. IST OVER. 2D OVER. 
778 tO 
8 : 10}% 
107% 
1 


20 
20% 

Above 4o chest the size of the shoulders increases slowly, and the variation 
will be found very extreme in different districts; no table of measures can do more 
than give an approximation. The professional classes will measure, as a rule, 
smaller than what is considered normal, while in the lumber districts, and among 
those whose daily avocations call for steady use of the arms, the shoulder size will 
be, as a rule, very large. 


& = * 

The measures for an overcoat should be taken over the coat ; but, in case only 
the measures over the vest are available, the following additions must be made: 

To depth of seye add 114 inch. 

To front of scye add 2 inches. 

To first over measure add 114 inch. 

To second over measure add 114 inch. 

# * * 

There are some cutters who prefer measuring over a coat to measuring over 
the vest. Good results may be obtained by measures taken in this way if the coat 
measured over is a good fitting garment, not much padded in the shoulders and of 


~ a medium weight. The necessary additions to measures, when taken over a coat, 


are as follows : 
To depth of scye add 34 inch. 
To front of scye add x inch. 
To first over measure add 34 inch, 
Deduct from second over measure 4 inch. 
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NOTES. 


Ss TO T may be any reasonable width, according to taste or style. 
T to U (waist suppression) is 134 inch for proportionate forms; 134 inch for 
hes for round-shouldered or stooping forms. 


extra erect forms, and from 2 to 2% inc 

. * 
For extra erect forms lengthen the front 14 inch at point 6, and for round- 
the same amount or a trifle more. 


shouldered or stooping forms shorten it 
# & 


For short rolls raise the gorge from '%4 to 1 inch above point 3, and for very 


long ralls drop it below from 14 to y inch. 
« 


Should a change of style require wider backs than given in these drafts, then 
make the backs wider. - Width of back, within reasonable limits, has nothing to do 
with the fit. Fora short, corpulent figure, say, for instance, a man 5 feet 6 inches 


in height and 45 breast, it is always well to cut the back narrower than is pro- 
because it will give him narrower shoulders, and make 


portionate to the breast size, 
him appear less stout. No change need be made in drafting the sleeve, as the 
increased size of arm hole will enlarge it sufficiently. 
+ * * , 
If in practice the back length proves too great by adding 1 inch to the depth 
of scye, add less, until it comes right. This, as a rule, is a better plan than te 
endeavor to change one’s habit of measuring. 
ae * 


The sidebody should seldom be reduced more than 3g inch from the back at 
If the coat is tight there it will swing 


s 


the breast line, and never more than V4 inch. 
at the waist and show fulluess at the top of the side-seam. 
* La * 
X to Y (waist allowance) varies as follows: 
When the waist is 4 or more inches smaller than the breast, add 214 inches. 
4“ «“ 


« «3 inches smaller than the breast, 24 
ew Ww Hy « “ “ow 4 ~ wha « 
it © toe “ «ow 4 “ “ 
T inch e i 134 
2 at ay a 


« «as Jarge or larger than the breast, 


i 
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VESTS. 


PLATE 36. 


[YEASURES as taken over the vest: 


8% depth of scye. 1114 front of scye. 38 breast. 
17% natural waist. 26 length. 1214 first over. 34 waist, 
17/5 second over, 
To these measures add for making as follows ; To depth of scye 1 inch ; to front 
of scye 114 inch; to first over 1 inch, and to second over 34 inch. 


The measures, with the additions and as used in drafting, are now as follows : 


97, depth of scye. 13 front of scye. 38 breast. 
1714 natural waist. 26 length. 1314 first over. 34 waist. 
18'y second over. 
It ts not generally necessary to use the second over measure for a vest, as the 
tine from © to 1 gives a proportionate slope ; but for extra high or for sloping 
shoulders tt should be used. 


TO DRAFT. 


Square lines AE and AG. Ato B is depth of scye, 97s; C is half-way 
between A and B, and A to E is natural waist. Square out from C, B and E. 

A to G is ' inch breast, arid G to H is 54 inch. 

B to J is front of seye, 13; J is half-way between B and I; J to K is 1 inch; 
B to N is half of full breast; N to O is 2 inches, and O to 7 is '4 inch. Square up 
from I and K. 

L is half-way between B andO; M is half-way between L and O, and D is half- 
way between B and L. Square down from M, L and D. 

C toP is front of scye measure, 13. Square up from P by the line CP. Squar- 
ing up by C and P tustead of, as for coats, by P and a point 1c breasi below C, throws 
the shoulder further forward, whith is necessary for a vest. P to Q is first over, 
1314, and P to R is second over, 1814. Sweep back from R, pivoting at P. As we 
said above, this measure may be omitted jor forms that are not extra square or 
sloping-shouldered.* For the measures we are using t ts unnecessary as the draft 
shows. Draw a straight line from Q toO. 

Q to r is 4 inch less than from A to H of the back. Draw a straight linc 
from 1 to C. This establishes point F, and also gives the slope of the shoulder of 
the forepart if the second over measure is not used, 
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Draw a straight line from 1 forward, parailel with the topline. This establishes 
point 2, From 2 to 3 is rinch, Draw a straight line from 3 toO. From 3 to 4 
is 4 inch more than !4 breast. 
V to W is 1 inch more than 14 waist; V to X is 14 inch less than 1% waist; S 
to T is 14 inch more than 14 waist, and S to U is the same. 
From 4 tog is '4 inch for button stand, and from W to 8 is the same. Draw 
a straight line from 7 through 8, and apply the length from Q to 1, and from 1 to Y, 
adding 34 inch for making if the edges are to be bound, or 1 inch if they are to be 
stitched. 
v From the waist line to Z is the same as from 8 to Y, and Z to 5 is % breast. 
Shape the back from H to F; from F to L, reducing 4% inch at the circled 
point ; from L down through T; from 4% inch inside of A through C and U, and 
across the bottom, making the under-arm length '% inch longer than to point 5. 
~ Cut out the back (if the second over is used) and place point H at point 1, and 
the seam at B (not point B) on the sweep cast from R. Mark along the shoulder- 
seam and remove. Make the shoulder-seam of the forepart from 1 to 6 straight 
' and 35 inch shorter than the shoulder-seam of the back. Shape the scye from 6 to 


v 


| L, clearing the front of scye line by % inch, and shape the gorge from 1 to 4. 


Lf the second over % noi used, rt is only necessary to make 1 to6 straight and % 
inch shorter than from 3 to F, and then to form the scye and gorge. 

Shape the front from 9g through 7 and 8; shape the bottom from 5 to Y, and 
shape the under-arm seam from L, through X. 

Shape the collar, whether standing or turn-down, as for a coat, except that, if it 
turns down, the stand should be 56 instead of, as for a coat, 114 inch in height. 

This draft is, of course, for a clerical or military vest, to close to the throat, 


126 THE “STANDARD' WORK ON CUTTING. 
Max eo ee — 


VESTS FOR EXTRA SQUARE SHOULDERS. 


PLATE 37. 


[PPPASURES as taken over the vest: 
36 breast. 


ir front of scye. 
32 waist. 


81% depth of scye. 11 opening. | 

17 natural waist. 251% length. 1134 first over. | 

| 17% second over, } 

To these measures add for making as follows: To depth of scye 1 inch; to 
front of scye 114 inch; to first over 1 inch, and to second over 34 inch. 


The measures, with the additions and as used tn drajting, are now as follows + 


91% depth of scye. Il opening. 12% front of scye. | 36 breast. 


17. natural waist. 2514 length. 1234 first over. | 32 waist. 
1834 second over. i 


i 
TO DRAFT. 
A to B is depth of scye, 914 ; C is half-way be- 


Square lines A E and AG, 
Square out from C, B and E, 


tween A and B, and A to E is natural waist. 


A to G is 3 breast, and G to H is % inch. 
B to I is front of seye, 12% ; J is half-way between B and I; J to K is 1 inch; 


B to N is half of full breast; N to O is 2 inches, and O to 7 is % inch. Square up 
from I and K. Lis half-way between B and O; M is half-way between L and O,and 
D is half-way between B and L. Square down from M, L and D. 

C to P is front of scye measure, 1214. Square up from P by the line CP. P 
to Q is first over, 1234, and P to R 1s second over, 1814. Sweep back from R, piv- 


oting at P, and draw a straight line from Q to O. : 
to 1 is 14 inch Jess than from A to H of the back. Draw astraight line from 


1toC. This establishes point F. 

Draw a straight line from 1 forward parallel with the topline. This establishes 
point 2. From 2 to3is1 inch. Draw a straight line from 3 to O. 

V to W is s inch more than 4 waist; V to X is 14 inch less than 14 waist; S to 
T is 14 inch more than 14 waist, and S to U is the same. 

W to 8 is 4% inch, Draw a straight line from 7 down through 8, and another 
up from 7 parallel with the line from O to 3. 

Apply the lengths from Q to 1, and from 1 to the end of opening, adding “34 
inch for making, and to the bottom adding also 34 inch or more for making. 

From the waist line to Z is the same as from 8 to Y, and Z to 5 is 4 breast. 

Shape the back and cut it out. Place point H at point 1, and point B on the 
sweep cast from R. Mark along the shoulder-seam and remove. Make the shoul- 
der-seam of the forepart straight from 1 to 6, and 34 inch shorter than the shoulder- 
seam of the back. Shape the scye from 6 to L, curving beyond the front of scye 
line 14 inch. Shape the front from 7 through 8, and from 7 up as represented. 

Draw the crease line from the end of opening through the shoulder point, and 
shape the gorge and collar, making the stand of the latter 54 inch deep, and the 


length 1% breast above 1. Finish as represented. 
{t will be observed that the shoulder-seam of the forepart rises above the pro- 


portionate slope-line at pornt 6. 


ns 
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VESTS FOR EXTRA SLOPING SHOULDERS. 


PLATE 38. 


PPEAsuRes as taken over the vest : 


814 depth of seye. Iq opening. 10% front of scye. 36 breast. 
1614 natural waist. 2434 length. 11 first over. 30 waist. 
161% second over. 


To these measures add for making as follows: To depth of scye 1 ineh; to 
front of seye 114 inch; to first over 1 inch, and to second over 34 inch. 
The measures, with the additions and as used in drafting, are now as follows : 
14 opening. , 12 front of scye. 36 breast. 
2434 length. 12 first over. 30 waist. 
1744 second over. 


y% depth of scye. 
16'y natural waist. 


TO DRAFT. 


Square lines AE and AG. AtoB is depth of scye, 9%; C is half-way 
between A and B, and A to E is natural waist. Square out from C, B and E. 

A to G is % breast, and G to H is 3< inch. 

B to | is front of scye, 12; J is half-way between B and 1; J to K is 1 inch; B 
to Nie half of full breast ; N toO is 2 inches, and O to 7 is 4 inch. Square up from 
Tand K. 

1, is half-way between B andO; M is half-way between L and O, and D is half- 
way between Band L. Square down from M, L, and D. 

C to P is front of scye measure, 12. Square up from P, by the line C P. P to 

Q is first over, 12, and P to R is second over, 1744. Sweep back from R, pivoting 


at P. 
Q to 1 is 4 inch less than from A to H of the back. Draw a straight line from 


1toC. This establishes point F. 

V to W is x inch more than 1 waist; V to X is 4 inch less than 14 waist. S 
to T is 4% inch more than 14 waist, and S to U is the same. 

W to 8 is % inch. Draw a straight line from 7 down through 8, and apply the 
length for the opening, and the full length to Y. 

From the waist line to Z is the same as from 8 to Y, and Z to 5 is 44 breast. 

Shape the back and cut it out. Place point H at point 1, and point B on the 
sweep cast from R, Mark along the shoulder-seam and remove. Make the shoulder- 
seam of the forepart straight from 1 to 6, and 3; inch shorter than the shoulder- 
seaniat the back. Shape the scye from 6 to L, curving 1 inch beyond the front of 
scye line. 

Draw the crease line, and finish as represented and heretofore explained. 

Mt being a sloping-shouldered form for which we are drafting, the second over 
measure drops the shoulder-seam of the forepart below the proportionate slope-line al 6. 
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VESTS FOR CORPULENT FORMS, 


PLATE 39. 
MEASURES as taken over the vest: 
ro depth of scye. 15 opening. 134 front of scye. 46 breast. 
18 natural waist. 29 length. 14% first over. 50 waist. 


1934 second over. 


To these measures add for making as follows : To depth of scye 1 inch; to 
front of scye 114 inch ; to first over 1 inch, and to second over 34 inch. 
uth the additious and as used in drafting, arc now as follows - 


The measur 
| 1g opening. ‘' 15 front of scye. 46 breast. 


11 depth of scye. 
18 natural waist. 


ag length. 1514 first over. 50 waist. 


| 2014 second over. H 


TO DRAFT. 

Square lines A E and AG. A to B is depth of scye, 11; C is half-vay 
between A and B, and A to E is natural waist. Square out from C, B and E. 

A to G is % breast, and G to H is 5% inch. 

B to | is front of scye, 15; J is half-way between B and I; J to K is 1 inch; B 
to N is half of full breast; N to O is 2 inches, and O to 7 is %4 inch. Square up 
from I and K. 

L is half-way between B and O; M is half-way between L and O, and D is 
half-way between Band L. Square down from M, L and D. 

C to P is front of scye measnre, 15. Square up from P. P to Q is first over, 
15%,and P to R is second over, 20%. Sweep back from R, pivoting at P, and 
draw a straight line from Q to O. 

Qto1 is 14 inch less than from A to H of the back. Draw a straight line 
from 1 to C, to establish point F. 

Draw a straight line from 1 forward, parallel with the top line. This establishes 
point 2. From 2 to3is1inch. Draw a straight line from 3 to O. 

V to Wis 1 inch more than 14 waist; V to X is 14 inch less than 14 waist; 
§ to Tis 14 inch more than 14 waist, and S to U is the same. 

W to 8is % inch. Draw a straight line from 7 down through 8, and another 
up from 7 parallel with the line from O to 3. 

Apply the length from Q to 1 and from 1 to the end of roll and to the bottom 
at Y, and sweep back from Y. : 

Shape the front, curving in slightly below 8. Get the length from X to Z; 
make Z to 5 % breast, and finish as represented. 


THE “STANDARD” WORK ON CUTTING. 


PLATE 39. 


132 THE “STANDARD” WORK ON CUTTING. 


VESTS FOR ROUND-SHOULDERED FORMS. 


PLATE qo. 


PYEASURES as taken over the vest: 


914 depth of seye. | 1ropening. | 12% front of seye. | 4o breast. 
18 natural waist. 27 length. 1234 first over. | 36 waist. 
18% second over, | 


To these measures add for making as follows: "To depth of seye 1 inch ; to 
front of scye 124 inch; to first over 1 iuch, and to second over 34 inch. 
The measures, with the additions and as used in drafting, are now as follows : 


10% depth of scye. | 11 opening. 14 front of seye. | 40 breast. 
18 natural waist. | 27 length. 1334 first over. 36 waist. 
} 19 second over. 
TO DRAFT. 


Square lines A E and AG. A to B is depth of scye, 10% ; C is half-way be- 
tween A and B, and A to E is the natural waist. Square out from C, B and E. 

Ato G is % breast, and G to H is % inch. 

B to | is front of seye, 14; J] is half-way between Band I; J toK is 1 inch; 
B to N is half of full breast; N to O is 2 inches, and O to 7 is % inch. Square up 
from I and K. 

L is half-way between B and O; M for rouna-shouldered forms is ¥% inch more 
than half-way from L to O, and D is % inch more than half-way from B to L. 

{Norz.—lIf the roundness is extreme, advance D and M 34 inch beyond the 
center; but if it is slight, 14 inch only.] 

Square down from L, D and M. 

C to P is front of scye measure, 14. Square up from P by the line C P. P to 
Q is first over, 1334. The second over ts unnecessary, as the measures used are those 
of a form that is proportionate in the shoulders. Draw a straight line from Q to O. 

Qtor is % inch less than from A to H of the back. Draw a straight line 
forward from 1, parallel with the top line. This establishes point 2. From 2 to 3 
is 1inch. Draw a straight line from 3 to O. 

V to W is 1 inch more than 14 waist; V to Xis 14 inch less than 4% waist; S 
to T is 14 inch more than 14 waist, and S to U is the same. 

When the vest is to have no collar, advance the side of neck 14 inch beyond 


point 1; make the neck-strap 1 inch wide, and extend it the width of the top of the 
back above 1. 


Finish as usual, 
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VESTS FOR EXTRA ERECT FORTIS. 
PLATE 41. 


[PLEASORES as taken over the vest : 

1214 front of scye. | 40 breast. 
13 first over. 36 waist. 
1814 second over. 


To these measures add for making as follows : To depth of scye 1 inch; to 
front of seve 114 inch; to first over 1 inch, and to second over 34 inch. 
The measures, with the additions and as used in dratting, are now as follows + 
| 1334 front of scye. 4o breast. 
26 length. 14 first over. 36 waist. 
1934 second over. | 


9'4 depth of scye. 
18 natural waist. 


26 length. | 


S 


1014 depth of seye. 

18 natural waist. 

TO DRAFT. 

Square lines A E and AG. A to B is depth of seye, 1014; Cis half-way be- 
tween A and B, and A to F is natural waist. Square out from C, B and E. 


A to G is } breast, and G to H is inch. 
B to I is frout of scye, 1334; J is half-way between Band I. J to K is r inch; 


B to N is half of full breast; N to O is 2 inches, and O to 7 is ¥% inch. Square up 


from I and K, 
L is half-way between B and O; M for extra ercet forms is ¥% inch less than 


half-way from L to O, and D is % inch less than half-way from B to L. 
[Norr.—If the form is but slightly extra-erect 14 inch less than to the center 
isenough. It will seldom be necessary to decrease the distance more than % inch.J 


Square down from M, L and D. 
C to P is front of scye measure, 1334. Square up from P by the line CP. P 


to Q is first over, 14. -4s this ts neither a sloping nor a sguare-shouldered form ut 
ts not necessary to use the second ower. 

Qtor is 1% inch less than from A to H of the back. Draw a straight line 
from 1 toC. This establishes point F and also the slope of the shoulder of the 


forepart. 

V to W is 1 inch more than 14 waist; V to X is 4 inch less than 74 waist; 
S to T is 1% inch more than 14 waist, and S to U is the same. 

W to8is % inch. Draw a straight line from 7 down through 8, and apply 


the length to Y. 
From the waist line to Z is the same as from 8 to V, and Z to 5 is breast. 
From 1 to 6 is 3g inch less than from H to F. 
Shape the back, scye, underseams and bottom. 
Mark the buttons to taste or style, on this draft the first button is 14 inch 


from the bottom, and they are spaced 2 inches apart. 
For @ curved crease advance the side of neck % inch beyond point 1, as to the 


half dot. 
For a straight crease advance the shoulder point 1% inch beyond point 1, as to 


the small, circled dot. 
Finish as represented. 
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DOUBLE-BREASTED VESTS WITH SEPARATE LAPELS. 


PLATE 42. 
MEASURES as taken over the vest: 


834 depth of scye. | 26 length. | 11% front of scye. | 38 breast. 
1744 natural waist. 121% first over. | 34 waist, 


To these measures add for making as follows: To depth of scye 1 inch ; to 
frout of scye 114 inch ; and to first over 1 inch. 
The measures, with the additions and as used in drafting, are now as follows : 


934 depth of scye. 26 length. | 13 front of scye. | 38 breast. 
17% natural waist. 13% first over. | 34 waist. 


TO DRAFT. 


Square lines AE and A G. A to Bis depth of seye; C is half-way between 
A and B, and A to E is natural waist. Square out from C, B and E. 

A to G is % breast, and G to H is 34 inch. 

B to | is front of scye, 13; J is half-way between Band 1; J to K is 1 inch; 
B to N is half of full breast; N to O is 2 inches, and O to 7 is 3% inches. Square 
up from I and K. ‘ 

L is half-way between B and O; M is half-way between L and O, and D is half- 
way between Band L. Square down from M, L and D. 

C to P is front of scye measure, 13. Square up from P by the line C P. P to 
Q is first over, 1314. Draw a straight line from Q to O. 

Q to ris 4% inch less than from A to H of the back, Draw a straight line 
fron 1 toC. ‘This establishes point F and also gives the slope of the shoulder- 
seam of the forepart. ’ 

Draw astraight line from 1 forward parallel with thetop line. This establishes 
point 2, From 2to3is1rinch. Drawa straight line from 3 toO. From 3 to 4 
is 4% inch more than ¥% breast, and from 4 to 9 is 1 inch. 

V to W is 1inch more than 14 waist; V to X is 14 inch less than 14 waist; S to 
T is 4 inch more than 14 waist, and S to U is the same. 

W to 8 is 3 inches. Shape the front center from 4, curving out 14 inch beyond 
O and W, and apply the length to Y. 

Shape the lapel, making the width at the top 2% inches more or less, and 
curving through 7 and 8 to a width of from 134 inch to 2 inches at the bottom. 

The button line is 14 inch from O, and the same distance from W, and the 
holes and buttons are squared by this line. 

Shape the back, the scye, the underarm seam and the bottom of forepart as 
usual. 

This finishes the vest to close to the throat if desired, 

For present styles sink the gorge 2 inches below 4. 

The collar is drafted as for a coat, except that the stand is but 54 inch high. 
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DOUBLE-BREASTED VESTS WITH THE FRONTS CUT WHOLE, 
PLATE 43. 
MEASURES as taken over the vest : 


34 breast. 
30 waist. 


To these measures add for making as follows: ‘To depth of scye r inch; to 
front of scye 1% inch, and to first over 1 inch. 
The measures, with the additions and as used tn drafting, are now as follows : 


g depth of scye. 24 length. | 12 front of scye. | 34 breast. 
16 natural waist. 12 first over. 30 waist. 


8 depth of scye. | 2q4length. | 10% front of scye. 
16 natural waist. | | 11 first over. 


TO DRAFT. 

Square lines A Eand AG. AtoB is depth of scye, 9; Cis half-way between 
A and B, and A to E is natural waist. Square out from C, B and E. 

A to G is % breast, and G to H is 5% inch. 

B to I is front of scye, 12; J is half-way between Band1; J to K is 1 inch; 
B to N is half of full breast; N to O is 2 inches, and O to 7 is 314 inches. 

L, is half-way between Baud O; M is half-way between L and O, and D is 
half-svay between B and L. Square down from M, L and D. 

C to P is front of scye measure, 12. Square up from P by the line PC. P to 
Qis first over. . 

Qtoris 4 inch less than from A to H of the back. Draw a straight line 
from 1 toC. This establishes point .F, and also gives the slope of the shoulder- 
seam of the forepart. 

V to W is 1 inch more than 44 waist; V to X is 4 inch less than } waist; 
Sto Tis 4 inch more than 4 waist, and S to U is the same. 

Draw a straight line from O down through W, and apply the length to Y. 
From the waist line to Z is the same as from W to Y, and Z to 5 is breast. 
Y to8 is 1% inch. Shape the front edge with a slight outward curve from 7 
to 8, 


The button line is 114 inch from O, and the same distance from Y, and the holes 
and buttons are squared by this line. 


The lowest button is 134 inch above V, and the buttons are spaced 2% inches 
apart. 
Draw the crease line from the end of the roll throngh the shoulder point. 


Shape the collar, making the height of the stand 54 inch. ‘The turn down may 
vary from % to 14 inch in width. 
Finish as usual. 
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TROUSERS. 


PLATE 44. 


THE measures by which the drafts on the opposite page were produced are as 
follows : 


43% outside length. | 17% bottom. | 40 seat. 
32% inside length. | 19 knee. | 36 waist. 


TO DRAFT THE FOREPART. 


Square lines A B and A L. 

A to B is the outside length; B_ to C is the inside length, and C to D is 2 
inches less than half-way from C to B. 

Square across from B, D and C. 

CtoEis % seat; Cto Fis % seat; F to Gis &% seat, and G to Hs 5% inch. 

Btolis % seat. Draw astraight line from | up through F. 

Ito J is % seat, and J to K is 414 inches. 

Draw a straight line from J up through E. 

L to Mis % waist, and F to N is % seat. 

Draw straight lines from H to I and from C to K, and make point O half-way 
between them, that is, half-way between the circled points at the knee. 

O to Pis % knee, and O to Q is the same. 

Shape the inside seam from H and G through P to I. Shape the outside 
seam from M through C and Q to K. 

Finish as represented, reducing for the undress side % inch at N. 


TO DRAFT THE BACKPART. 


Extend the knee and bottom lines. 

Sweep from M and C, pivoting at K. 

G to R is 144 inch for all sizes. 

Z to T is 34 seat. Draw a line from half-way (circled point) between F and G 
up through T. T to U is ¢ seat. 

U to V is 4 waist, and V to W is 214 inches. 

Draw a straight line from V to E and shape the V, making it % inch wide on 
each side of the point V. 

Shape the top and the seat-seam as represented, commencing the latter 4 inch 
beyond U, rounding it ont over the prominent part of the seat, and sinking it % 
inch below R, as to 1. 

K to X is % inch more than 14 bottom, and I to Y is the same. 

Finish as represented, adding 1 inch at C, 34 inch at 2, and 14 inch at 3. 

The waist-band is cut straight on the seam edge. It is exactly half the waist 
size from notch to notch. The right side is cut 134 inch longer than the left to 


cover the top of the fly, and 34 inch or more is added beyond the back noteh as 
an outlet. 
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PEG-TOP TROUSERS. 


PLATE 45. 
THE measures by which the draft on the opposite page was produced are as 
follows : 
« 44 outside length. 17 bottom. | 40 seat. 
33 inside length. 22 knee. | 36 waist. 


TO DRAFT THE FOREPART. 


Square lines A B and A L. 

A to Bis the ontside length; B to C is the inside length, and C to Dis 2 
inches less than half-way from C to B. 

Square across from B, C and D. 

CtoE is % seat. 

Cto Fis % seat. 

F to Gis % seat. 

G to H is % inch. 

Btolis % seat. 

Draw a straight line from I up through F. 

I to J is 36 seat, and J to K is 4% inches. 

Draw a straight line from J up through E. 

Lto Mis % waist, and F to N is 6 seat. 

Draw straight lines from H to I and from C to K, and make point O 
half-way between them—that is, half-way between the circled points at the knee. 

O to P is % knee, and O to the half-dot back of Q is the same. 

Shape the inside seam from H and G through P to I. Shape the outside seam 
from M, adding 14 inch at C, through the half-dot near Q to K. 

Finish as represented, reducing for the undress side 44 inch at N. 


TO DRAFT THE BACKPART. 


Extend the knee and bottom lines. 

Sweep from M and C, pivoting at K. 

G to R is 1% inch for all sizes. F 

Z to Tis 6 seat. Draw a straight line from half-way (circled point) between 
Fand Gupthtough T. T to U is ¢ seat. 

U to V is % waist, and V to W is 244 inches. 

Draw a line from V to E, and shape the V, making it 14 inch wide on each side 
of point V. 

Shape the top and the seat-seam as represented, commencing the latter 14 inch 
beyond U, ronnding it out over the prominent part of the seat, and sinking it 4 
inch below R, as to 1. 

K to X is ¥%4 inch more than 14 bottom, and I to Y is the same. 

Finish as represented, adding 114 inch at C, 34 inch at 2, and %4 inch to the 
knee on the outside scam. : 


oe 
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TIGHT TROUSERS. 


PLATE 46. 
E measures by which the draft on the opposite page was produced are as 


T 
follows : 
16 knee. | 36 seat. 


42 outside length. \ 
16 bottom. [| 32 waist. 


32 inside length. 
TO DRAFT THE FOREPART. 


Square lines A B and A L. Z 

A to B is the outside length; B to C is the inside length, and C to D is 2 inches 
less than half-way from C to B. 

Square across from B, C aud D. 

C to Eis % seat. 

CtoF is % seat. 

F to G is 1% seat. 

G to H is % inch. 

B to Lis % seat. 

Draw a straight line from I up through F. 

I to J is % seat, and J to K is 414 inches. 

Draw a straight line from J up through E. 

L to M is % waist, and F to N is % seat. 

Draw straight lines from H to I and from C to K, and make point O half-way 
between them. Oto P is % knee, and O to Q is the same. 

Shape the inside seam from H and G through P to I. Shape the outside seam 
from M through C and Q to K, curving out below Q for the calf of leg as repre- 
sented. Finish as represented, reducing for the undress side 1% inch at N. 


TO DRAFT THE BACKPART. 


Extend the knee and bottom lines. 

Sweep from M and C, pivoting at K. 

Gto R is 1% inch for all sizes. 

Zto Tis % seat. Draw a straight line from half-way between F and G up 


through T. T to U is % seat. 

U to V is 1% waist, and V to W is 2% inches. 

Draw a line from V to E, and shape the V, making it 14 inch wide on each side 
of point V. 

Shape the top and the seat-seam as represented, commencing the latter 14 inch 
beyond U, rounding it out over the prominent part of the seat, and sinking it % 


inch below R, as to r. 
K to X is % inch more than % bottom, and I to Y is the same. 


Finish as represented, rounding out over the calf to correspond with the round 


of the forepart. 
The round for the calf ts to be pressed straight and back on the backpart. 
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TROUSERS FOR CORPULENT FORMS. 


PLATE 47. 


E measures by which the draft on the opposite page was produced are as 


fase 


follows: ; 
44 outside length. 19 bottom. 48 seat. 
32 inside length. 22 knee. 50 waist. 
| 
TO DRAFT THE FOREPART. | 


Square lines A B and A L. ‘ a : 

A to B is the outside length; B to C is the inside length, and Cto D is 2 
inches less than half-way to B. Square across from C, D and B. 

CtoE is 4 seat; C to Fis 14 seat; F toG is 1 seat, and G back to H is, 
for large men, 1 inch instead of 54 inch as usual. 

Btol is 4 seat. Draw a straight line from [ up through F. 

TtoJ is % seat, and J to K is 4% inches. Draw a straight line from J up 
through E. 

When the watst ws less than 4 inches smaller than the seal, as tn this case, 
proceed as follows : 

Place 14 of a size that is 4 inches less than the seat—or, in other words, 14 of 
the proportionate waist size, which is 4 inches less than the seat—in this case 14 of 
44—at point L,, and make a point at 14 of actual waist—in this case 50—as at S_ 
This adds beyond L % inch for each inch the actual waist exceeds the propor. 
Uonate waist—for this draft 6 inches, as the proportionate waist is 44 while the 
actual waist is 50. I, to S is, therefore, for this draft 34 inch. 

Sto Mis % waist. 

F to N is % seat. 

N to the undress side is 34 inch. 

Raise the top above Las much as $ is beyond the same point. 

Finish as usual, except that more round should be given from M to C. 


TO DRAFT THE BACKPART. 


Extend the knee and botton lines, and sweep from M and C by point K. 


Make U to W1 inch more than 1% waist—as there is no V required, and 1 inch 


allows for the three seains and the turn-in at front—and finish as usual. 


THE walst-BANnp for corpulent forms should be rounded at the front and 
hollowed at the back as represented, 
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SPRING-BOTTOM TROUSERS. 


PLATE 48. 


THe measures by which the draft on the opposite page was produced are as 
WS. ¢ 
tolls 41 _ outside seam. 21 hottom. | 38 seat. 
3114 inside seam 16 knee. | 36 waist. 


40 DRAFT THE FOREPART. 


Square lines AB and AL. 

‘A to B is the outside length. 

B to C is the inside length. 

C to D is 2 inches less than half-way from C to B. 

Square across from B,C and D. _e " ns 

Cto E is 4 seat; C to Fis 1% seat; F to G is % seat, and G to H is 3¢ inch. 
B to Lis ! t. Draw a straight line from I up through F. 

T to J is % seat, and J to K is 4%4 inches. 

Draw a straight line from J up through E. S : 

Place 14 of the proportionate waist (4 inches less than the seat), viz., 14 of 34, 
at poitit L, and make a point at 4 of actual waist, 36, as at S. This is equivalent 
to adding 4% inch beyond L for each inch the waist exceeds proportion—or } for 
this size as the waist 36 is 2 inches more than proportionate to a 38 seat—the pro- 
portionate waist being always 4 inches less than the seat. 

S to M is 1% waist. 

F toN is 1% seat. 

Draw straight lines from H to I and from C to K, and make point O half-way 
between them. J 

O to P is 4% knee, and O to Q is the same. 

Shape the inside seam from H and G through P to I. Shape the outside seam 
from M through C and Q to K. 

Finish as represented, reducing 14 inch for the undress side at N. 


TO DRAFT THE BACKPART. 
Extend the knee and bottom lines and sweep from M and C, pivoting at K. 
G to R is 1% inch for all sizes. 


Zto T is ¥% seat. Draw a straight line from half- bet dG 
through T. Tto U is % seat. . peat Nae aD = 


U to V is % waist, and V to W is 134 inch. 
[Nore.—As the waist is but 2 inches smaller than the seat, the V should not 


pao as wide as usual, and 44 inch less, therefore, should be added 


Draw a straight line fi VtoE ; r fas cu ls - ‘ 
Skea aE a rom V to E and shape the V, making it 14 inch wide on 


Shape the top and the seat sean: i i 

th a seam, dropping the latter 14 inch below R, as to 1. 
to: is % inch more than % bottom, and I to Y is the same. , 

Husit as represented, adding 34 inch to 2 and 14 inch to 


Lor spring-boltoms the bottom of the forepart should be Siehip rounded. 


\ THE “STANDARD” WORK ON CUTTING. 149 
P ees : id Bose cast 
: ~ 

} =e 

f 5 s > 

{ 

\ 

| 


PLATE 48. 


Pie - 


130 THE “STANDARD” WORK ON CUTTING. 
: ata — —=—=—S 
BREECHES. 
PLATE 49. 
HE measures by which the draft on the opposite page was produced are as fol- 
lows : - 
26% outside length. 14 garter. 36 seat. 
14 j knee length. 14% knee. , 32 waist. 


17 __ to garter inside. i 
TO DRAFT THE FOREPART. 


Square lines A B and A L. a _ ; 
Ato B is the outside length; B to Cis the inside length, and C to D is the 
knee length. : : 
Cc ae is 14 seat; C to Fis ¥% seat; F to G is % seat, and G back to H is % 
inch, 
Bto] is 14 seat. Draw a straight line from J up through F. 
J tolis % garter, 7 inches. 
“Lto Mis % waist. 
F to N is % seat. : . 
Shape as represented, rounding out at 2, hollowing a trifle above I, and extend- 
ing both seams % inch below the squared bottom line. 


TO DRAFT THE BACKPART. 


Extend the knee and bottom lines, and sweep from M and C, pivoting at I. 

G to R is 1% inch, and R to 1 is % inch. 

L to Tis % seat. 5 

Dray a straight line from a point half-way between F and G, up through T. 

T to U is % inch more than 3 seat. 

U to V is % waist, and V to W is 24 inches. 

Finish as represented, springing out 14 inch beyond I to Y, making the width 
from 2 across 1 inch more than the knee measure, and hollowing from Y to J. 

Cut on button catch; make garter 34 inch wide when made up. 

Remarks.—It must be always borne in mind that this garment is required 
to be easy in the sitting posture; plenty of room in the seat without being full 
in the lap when on horseback or on the bicycle. The knee should be gripped 
tightly, taking care to have length enough from fork to knee, without riding up 
when the knee is bent and the wearer is in the riding position. The top part 
should be held easy to the under part from above the knee to the bottom, and 
the fullness well pressed in so as to form a knee; cut on a round on each side 
of the knee on the top part, and press it well in before basting them together ; 
that is, make a knee in the breeches to receive the knee when bent; this is espe- 
cially desirable in bicycle breeches, the knee being lifted so high. 

Bicycle garter should be two inches wide when made up, and the ful] length 


of the breeches should at least b t i 
the top of the calf. € cut one inch longer so as to catch hard on 


. 
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THE “STANDARD” SCALE METHOD. 
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KEY TO “STANDARD” SCALE. 


A Depth of shoulder-seam on back. fo’ 
Bots of scye depth, , 
C Scye depth. 
D. Width of top of back. / \ 
E Point to square shoulders from. g 
EF Front of scye. 
S Size of breast. {Bxigfsetie trom 
W Width of back. 
* Depth of shoulder on forepart. F. ’ 
: oe \ 
THE FRAMEWORK. i \ 
PLATE $6: / \ 
THE measures used for the draft ou the opposite page are as follows : E \ 
: 17 natural waist. 36 breast, ip \ 
18?; fashionable waist. \ 32 waist. : i 
TO DRAFT. / : 
Select the Scale corresponding with the breast measure (the Scale marked on , 
one end “ 36 BREAST”) and proceed as follows : Oe ae a ocak P 4 : 
Square lines O T and © 2. ne - i 
O to A is end of Scale to A. 
O to B is end of Scale to B. ) 
Oto C is end of Scale to C. : 
Oto P is natural and O to 1 is fashionable waist. 
B to G is half as far as from A to B. 
Square ont from A, B,C, Pand 1. 
O to D is end of Scale to D, and D to H is 5% inch. 
A to W is the end of Scale to W. 
Square down from W. 
C to E is end of Scale to E. C to Fis end of Scale to F. F to Sis end of y 
Seale to S. | 
Square down from S, and up from E and F. de —--e-—-- - 
Pto R is 4¢ breast, and R to T is 34 inch. x 
Place the angle of the square at E, with one arm touching G, and mark up egies pata 
toQ. roo 
Where the line E Q crosses the top line locate the shoulder point, as at point 1 


From 1 to Q is the width of the top of the back. 

Draw a straight line from Q to S. From 2 10 3 is 1% breast. 

Star on line E is * on Scale from the top line. 

Draw a straight line from 1 through *, T to U is 134 inch. Lis half-way 
between the line squared down from W and point FL Lt M is 34 inch. Square 
down from M. V to the circled point is 34 inch. 

Apply the waist measure from P to T, from U 
Vito X. X to Y is 243 inches for all sizes w 
less than the breast. 


to the circled point, and from 
hen the waist is 4 or more inches 
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THREE-BUTTON CUTAWAY. 


PLATE 51. 


‘THE measures used for the draft on the opposite page are as follows: 


17 natural waist. — | 36 bea 
181% fashionable waist. | 32 waist. 
TO DRAFT. . 


How to use the Scale and to oltun nearly all the points has already been 


explained, bul for the convenicnee of the student we shall repeat the explanations for 


this and all the following drafts that require the use of the Scale. 

Select the Scale that corresponds with the breast measure, and proceed as 
follows : 

Square lines OT and O 2, Oto A is end of Scale to A; O to B is end of 
Scale to B, and O to C is end of Scale toC, A to P is natural, and A to Tis fash- 
ionable waist. B to G is half as far as from A to B. Square out from A, B,C, 
Pand I. 

0 to D is end of Scale to D, and D to H is 34 inch, 

A to Wis end of Scale to W. Square down from W. 

C to E is end of Scale to E, and C to F is end of Scale to F, Square up from 
E and F. 

F to S is end of Scale to S. Square down from S. 

S$ to 7 is 144 inch. 

L is half-way between F and the line squared down from W. L to M is 34 
inch, Square down from M. 

Place the angle of the square at E, with oue arm touching G, and draw a line 
along the outside edge of the short arm from E up, ‘This establishes point 1 (the 
shoulder point). From 1 to Q is the same as from O to H (width of top of back). 
Draw a straight line from Q to S. From 2 to 3 is % breast. 

Star on line E is * on Scale from the top line. Draw astraight line from point 
1 through the *. 

P toR is ry breast, and R to Tis 4 inch, T to U is 134 inch, and V to the 
circled point is 3{ inch. 

P to T, U to the circled point, and V to X is half of full waist measure, and X 
to Y is 2% inches. Y to 8 is 11% inch, or the same (always) as from $ to7. Draw 
a straight line from 7 down through 8, as a guide for the run of front. 


Shape the back as represented, making Z as far below the circled point as W 
is above it. : 
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Draw a straight line from Z to F, and shape the side-seam of the side-body, 
reducing 34 inch at Z, the same amount at the breast line, and curving’ slightly 
through U. Get the length to 5 by the back and sweep forward from 5, pivoting 
1 inch back of t. This establishes point 6. 

Shape the under-arm ent from M through V and the double-circled point. 

Draw the bottom line to 6. 

Shape the shoulderseam, reducing 14 at the scye; get the length by the 
shoulder-seam of the back, and shape the scye. 

Shape the gorge, and make the length from 1 to 4, in a direct line, ' breast. 

Make the width of the top of the lapel 13 inch, or a trifle more or less 
according to taste or style, and shape the front. 

Finish as represented. 

Tue Cottar.—Draw the crease line of the forepart from the end of the roll 
toward a point 14 inch beyond 1, and the crease line of the collar to connect with it 
at the gorge, through a point 14 inch back of 1. 

Make the stand 144 inch high, and the leaf, or turn-over, 134 inch wide, or to 
taste or style. 


The back-skirt, skirt and sleeve are drafted as explained and illustrated in Part 
First. See the Index. 
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THE DOUBLE- BREASTED FROCK. 


PLATE 52. 


i fis measures used for the draft on the opposite page are as follows: 


38 breast. 


1714 natural waist. ; 
36 waist. 


183, fashionable waist. 
TO DRAFT. 


Select the Scale corresponding with the breast measure and proceed as follows : 

Square lines O 1 and O 2. © to A is end of Scale to A; Oto B is end 
of Seale to B; © to C is end of Scale to C; C toG is half as far as from Ato B; 
O to P is natural waist, and O to I is fashionable waist. Square out from A, B, C, 
P and f. 

O to D is end of Scale to D, and D to H is $5 inch. 

A to W is end of Seale to W.  Syuare down from W. 

C to E is end of Scale to FE; C to F is end of Scale to F, and F to $ is end of 
Seale to S. Square down from S and up from E and F. 

L is half-way between F and the line squared down from W.  L to Mis 34 
inch, Square down from M. 

Place the angle of the square at E, with the outside cdge of the long arm 
resting on G, and mark up from E by the outside edge of the short arm. This 
establishes point 1, From 1 to Q is the same as from Oto Hl. Draw a straight 
line from Q to S. From 2 to 3 is 1, breast. 

Star on line E is “ on Scale from the top tine. Draw astraight line from point 
1 through the *. 

P to R is #y breast, aud R to T is 4 inch. 

T to U is 134 inch, and V to the circled point is 5, inch 

Pto T, U two the circled point, and V to X is half of full warst, and X to Vas 
inches, according to the following table of waist Aditions : 

2!'3 inches when the waist is 4 or more inches tess than the breast. 


a 6 “ 3 “ “ “ “ “ 
é “ “ “ « “ “ ue i 
myo “ “ i “ “ “ « rn 
Dy e si a as large as or larger than the breast. 


Slrape the back as represemted. Draw a straight line irom Z to F,and shape the 
side-seam of the side-body, reducing 3, inch at Z, the same amount at the breast 
line, and curving slightly through U. Get the length to 5 Ly the back, and sweep 
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forward from 5, pivoting 1 inch back of the shoulder point. This establishes 
point 6. 

Shape the under-arm cut from M through V and the circled point, and draw 
a straight bottom line to 6. 

Shape the shoulder-seam, reducing '% inch at the seye; get the length by the 
shoulder-seam of the back, and shape the scye. 

Shape the gorge, and make the length from 1 to 4, in a direct line, '¢ breast. 

Shape the front from 4 through S and Y, and complete the bottom, rounding 
it up 1; inch at 6, 

Tue Larki.—From 4 to 9 is 134 inch. 

Shape the seam edge to fall naturally into the front edge of the forepart. 

The width at the top is 214 inches, at 7 it is 27) inches, and at 8 it is 23) 
inches, as represented; but these widths can, of course, be increased or decreased, 
according to taste or fashion. 

‘The button line is 2 inches back of S, and 134 inch from the front edge of the 
forepart at the bottom. 

THe Cont.ar.—Place the lapel in a closing position opposite the hole to which 
it is to roll, and draw the crease line from the end of roll toward a point ‘4 inch 
beyond 1. Draw the crease line of the collar from where the crease line of the 
forepart crosses the gorge, through a point 44 inch back of 1. 

Make the stand i!; inch high, and finish according to taste or style. 

THE SLEEVE AND SxirT are drafted as explained and illustrated in Part First. 
Sce the Index. 
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CORPULENCY. 


PLATE 53. 
"THE measures used for the draft on the opposite page are as follows : 


iS statural waist. 46 breast. 
1934 fashionable waist. 49 waist. 


TO DRAFT. 


Select the Scale corresponding with the breast measure, and proceed as follows : 

Square lines O Land O 2. Oto Ais end of Scale to A; O to B is end of 
Scale to B; O to C is end of Scale to C; C to G is half as far as from A to B; O to 
P is natural waist, and O to I is fashionable waist. Square out from A, B, C, P 
and [, 

O to D is end of Scale to D, and D to His $4 inch. 

A to W is end of Scale to W. Square down from W. From the circled point 
to Z is the same as from W to the circled point. 

C to E is end of Scale to E; C to F is end of Scale to F, and F to S is end of 
Scale to S. Square down from S and up from E and F. 

I. is half-way between F and the line squared down from W.  L to M is 34 
inch. Square down from M. 

Place the angle of the square at E, with the ontside edge of the long arm 
resting on G, aad mark up fron E hy the outside edge of the short arm. This 
establishes point 1. From 1 to Q is the same as from O to H. Draw a straight 
line from Q to S, From 2 to 3 is ', breast. 

Star ou line Eis * on Scale from the top ine, Draw a straight line from 
point 1 through *. 

P to T is 34 inch more than y, breast; T to U is 134 inch, and V to the circled 
point is 34 inch. 

P to T, U to the circled point, and V to X is half of fuli waist. and X to Y is 
113 inch, according to the table given in the explanations of Plate 52. 

Shape the back as represented, Draw a straight line from Z to F, and shape 
the side-seam of the side-hody, reducing 3, inch at Z, the same amount at the breast 
line, and curving slightly through U. Get the length to 5 by the back, and sweep 
forward front 5, pivoting 1 inch back of point 1. This establishes point 6. 

Shape the under-arm ent from M through V and the circled point, and draw a 
straight bottom line to6. By this line square up for the near edge of the V, to 
strike the breast line about 3 inches back from S. 


Draw the other or front edge 
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inch wide; square forward to the large 


of the V straight, making the V about '3 
¥% inch above this point as 


point with a white center, aud round up the bottom 
represented. 

Shape the shoulder-seam, reducing for large sizes, 34 inch at the scye; get the 
length of the shoulder-seam by the back, and shape the scye. 

Shape the gorge from 1 through 3, and make the length from 1 to 4, in 
a direct line, 14 breast. 

Shape the front from 4 through S and ¥ as represented. 

If the fronts are to be double-breasted, wake 4 to 9, seam edge of lapel, 134 inch, 
and shape the seam edge from g to Y with a slightly stronger round than the breast 
hoilow from 4 to Y. Make the widths of the lapel 244 inches at the top, 3 at the 
breast, and 2'% at the bottom, or according to taste or style. 

Uf the fronts are to be single-hreusted, add 144 incl at the top from 4 and 173 at 
the breast, and finish as represented by the parallel lines. 

Tie COLLAR is drafted as usual, except that the crease is curved to give Tength 
to the outside edge, and the height of the stand is but 7 inch. 

The sleeve and shirt are drafted as explained and ilustrated in Part First. See 
Index. 
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SACKS. 


PLATE 54: 


Te measures used for the draft on the opposite page are as follows : 


17 natural waist. | 36 breast. 
30 length. 30 to 34 waist. 
TO DRAFT. 


Select the Scale corresponding with the breast measure and proceed as follows : 

Square lines O J and O 2. O to A is end of Scale to A; O to B is end 
of Scale to B; O to C is end of Scale to Cj Cto G is half as far as from A to B; 
O10 P is natural waist; Oto I is the full length with allowance for making, and 
Oto J is twice the natural waist, 34. Square out from A, B,C, P, Tand J. 

O to D is end of Scale to D, and D to H is 55 inch, 

A to W is end of Scale to W. Square down from W, 

PtoL is 14 inch, and P to R is 15 breast. Square down from R. R to Tis 
ri, inch. 

C to E is end of SealetoE; CtoF is end of Scale to F; F to $ is end 
of Seale to S,and $ to 7 is 114 inch, Square down from 7 to establish points Y and 
M; square up and down from I’, and square wp from Bi 

Place the angle of square at 1, with the ontside edge of the Jong arm resting 
on G, and mark up from F by the outside edge of the short arm. This establishes 
point 1. From 1 to Q is the same as from O to H of the back. Draw a straight 
line from Q to S. From 2 to 3 is 35 breast. 

Star on line E is “ on Scale from the top line. Draw a straight line from point 
ithrough *. 

Y to &is '% inch, and M to U is ' inch. 

Draw a straight line from B to F. 

Shape the back, extending the shoulder seam about 3, inch beyond, and exactly 
oppusite to W, curving out the seye part about ‘> inch to Z, hollowing the side-seam 
from Z to R, and rounding it slightly over the seat from R to 9. 

Draw astraight line from Z tog. ‘This establishes « point which, for this drait, 
but not always, falls at T. From ‘Iyer the line drawn from Z to 9, come back 
1 inch, as to the large dot between R and T. Draw a straight line from a point 'y 
inch beyond Z (see arrow head) through the large point between R and TY aud 


shape the side-seam of the forepart from Z through ‘I’ to the betiom, rounding out 
slightly over the seat. 
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Get the length to 5 by the side-seam of the back, and sweep forward from 5, 
pivoting at 1. Draw a straight line from 1 to 6, and round the bottom as repre- 
sented, 

Shape the shoulder-seam, reducing 1 inch at the seye; get the length of the 
showlder-seam by the back and shape the scye, 

Shape the gorge from 1 through 3, and make the length from 1 to 4, in adireet 
line, 'y breast. 

Make the top of the lapel 134 inch wide, or more or less according: to taste or 
style, and shape the front through 7 and 5 toward U. 

V, top of the hip pocket, is g's inches above the bottom 5 but this distance 
varies, of course, according to taste and style, and the top of the pocket, which is 
parallel with the straight bottom line, is equally divided on each side of V (344 
inches on each side of V isa good averages. K, top of the ticket pocket, is 3!% 
inches above the top of the hip pocket. 

"The under-arm V is 43 inch wide at the waist. 

The straight round-cornered frout and the cutaway front are indicated by: the 
broken lines. 

Draw the crease line from the end of the roll toward a point ‘4 inch beyond 1. 

Tur Cottak.—Draw the crease line tocomect with the crease Hue of the fore- 
part, and to pass through a point 1; inch back of 1. 

The stand is 1!5 inch high, and the fall 113 inch wide, or any other width 
required by taste or style. 

Tur Sir s drafted as explained and illustrated in Part First. Sce Index. 
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THE DOUBLE-BREASTED SACKS. 


PLATE 55. 
HE. measures used for the draft on the opposite page are as follows : 


1744 natural waist. 38 breast. 
32 length. 32 to 36 waist. 


TO DRAFT. 


t the Scale corresponding with the breast measure and proceed as follows e 

Senay ey and Os S to A is end of Scale to A; O toB is end of 
Scale to B; O to C is end of Scale to C; C to G is half as far as from AtoB; O 
to P is natural waist ; O to I is full length with allowance for making, and O to J 
is twice the natural waist, 35. Square out from A, B, C, P, I and J. 

O to D is end of Scale to D, and D to H is 54 inch. 

A to W is end of Scale to W. Square down from W. 

P to Lis 44 inch; P to Ris % breast, and R to Tis 134 inch. Square down 
from R. 

C to E is end of Scale toE; C to F is end of Scale to F; F to Sis end of 
Scale to S, and § to 7 is 3 inches. Square down from 7 and S; up and down from 
F, and up from E. 

Square up from E by G to establish pointr. From 1 to Q is the same as from 
© to H of the back. Draw a straight line from Q to S, From 2 to 3 is 14 breast. 

Star on line E is * on Scale from the top line. Draw a straight line from 1 
through *. 

Y to 8 is { inch, and M to U is % inch. 

Draw a straight line from B to F, and shape the back as represented. 

Draw a straight line from Z to 9. This establishes the small, half-circled 
point on the waist line. From this point mark back !4 inch, as to the large point, 
and through this point draw a straight line, commencing 14 inch heyond Z. This 
gives the spring. 

Shape the side-seam of the forepart, reducing, when there is no under-arm cut, 
¥% inch at Z. 

Get the length to 5 by the side-seam of the back, and sweep forward from 5, 


pivoting at 1, to establish point 6. Draw a straight line from 5 to 6, and round the 
bottom as represented. 


Shape the shoulder-seam, reducing 


shape the gorge from 1 through 3, 
from 1. 


Make the top of the Japel 214 inches wide, and shape the fi The Vat 
should he from 3, lo Yo inch ea ; peste T iat hog. 


7 The button line is half as far back from $ as 7 is beyond it; for this draft 
114 inch, which places it 4!4 inches from the front edge. 
Tur Couvar is drafted as usual, 


HE SLREVE is drafted as explained and illustrated in Part First. 


ja inch at the scye; shape the seye, and 
making the end at 4, in a direct line, 14 breast 


Sec Index. 


PLATE 55. 


- 
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CORPULENT FORTIS. 


PLATE 56. 


‘THE measures used for the draft on the opposite page are as follows ; 


18 natural waist. 44 brei te 
32 length. 47 Waist. 


TO DRAFT. 


Select the Scale corresponding to the breast measure, and proceed as follows ; 

Square lines O J and O 2. Oto A is end of Seale to A; O to B is end of 
Scale to B; O to C is end of Scale to C; C to G is half as far as from A to B, O 
to Pis natural waist; Q to Tis full length, and O to J is twice the natural waist, 
36. Square ont from A, B, C, P, Land J. 

O to D is end of Scale to D, and D to H is 34 inch. 

A to W is end of Scale to W. Square down from W. 

P to L is % inch, N is x inch from the circled point. Square down from 
N. This establishes points R and g of the back. 

C to E is end of Scale to E; C to Fis end of Scale to F; F to S is end of 
Scale to S, and S to 7 is 144 inch. Square down from 7, up aud down from F, and 
up from E. 

Square up from E by G to establish point 1. From 1 to (J is the same as 
from Oto H of the hack. Draw a straight line from Q to 8S. From 2 to 3 is 14 
breast. 

Star on line E is * on Scale from the top line. Draw a straight line from 1 
through *. 

¥ to Bis 44 inch, and M to U is 12 inch. 

Draw a straight line from B to F, and shape the back as represented, 

R to T is the invariable 114 inch. Apply the waist measure from L te R and 
from T to K. From K forward to the large circled point is 3 inches. As propar- 
ton ceases at point 8, the draft must be enlarged as muh as 8 lacks of reaching the 
large circled potut, butas all the tnercase should not go to the frout, we divide Ht 
thus: Fron 8 to the large dot is half as far as from 8 tu the large civeled dot, and 
from T to Ris the same, that 2s, about 1 inch, 8 to the large civcted dot being nearly 
2 tuches. 

Draw a straight line from Z tog, This establishes the small, half circled dot 
near T. From this dot to N ts the usual half ‘uch aud the amount that has brew 
added from T ta BR (srde-seam of forcpart) vtz., 6 tnch, making altagether 1s inch, 


PLATE 56. 
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Draw a straight line from a point '4 inch beyond Z through X to obtain the 
spring, and shape the side-seam of the forepart from Z through R to the bottom, 

Get the length to 5 by the side-seam of the back, and sweep forward from 5, 
pivoting at 1, to establish point 6. Draw a straight line from 5 to 6, and shape the 
bottom as represented. 

Shape the shoulder-seam, reducing from 34 to 34 inch at the seye, shape the 
scye, and shape the gorge from 1 through 3 making the end at 4, in a direct line, ', 
breast from 1. 

U to V is the same as from 8 to the large uncircled dot. 

Shape the front, as represeated, through 7, aud the large uncireled dot to V, 
making the width of the top of the lapel to taste or style. 

The addition from K (half waist) forward for corpulent forms is 3 inches for 
a single-breasted front, and fora double-breasted front as much more than 3 inches 
as the amount added beyond 7 exceeds "4 inch. If, for instance, we add 344 inches 
from 7 to the front edge, then, as 31; inches are 2 tuches more than 1'4 inch, K to the 
large cirdled point must be 2 inches more than 3 inches, that ts, 5 inches allogether. 

The pockets and sleeve are as usual. 

Cut down from scye to pocket, and open at the scye, as explained and illus- 
trated in Part First. See Plate 25. 

Tur Connar should have the crease line curved through « point '{ inch 
back of x. The stand is 7¢ inch high, and the leaf 134 inch wide, more or less, 
according to taste or fancy. 
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OVERCOATS. 


PLATE 57. 
HE measures used for the draft of a Chesterfield or fly-front overcoat on the 


opposite page are as follows ; 
Bp ee 1§ natural waist. 4o breast. : 
45 length. 34 to 38 waist. 


These measures were taken over an undercoat, 


TO DRAFT. 


= the Scale corresponding with the breast measure, and proceed as follows : 

Soe ine O T and Oz. Ov Ais end of Scale to A; O to B is end of Scale 
to B; O to C is end of Scale to C; C to G is half as far as from Ato B; Oto P is 
natural waist, and O to J is twice the natural waist, 36. Square out from A, B, C, 
P and I. 

Pto Lis % inch. Drawa straight line from TL down through LO to J is 
the full length. Square out from J. t ; 

O to D is end of Scale to D, and D to H is 55 inch. 

A to W is end of Scale to W. Square down from W. 

Cto E is end of Scale toE; CtoF is end of Scale to F; F to S is end of 
Scale to F, and S to 7 is 24% inches. for light-weight goods S to 7 should not be 
more than 2 inches, Square down from S and 7; up from E, and up and down 
from F. 

Square up from E by point G to establish point 1. From 1 to Q is the same 
as from A to H of the back. Draw-a straight line from Q toS. From 2 to 3 is 
44 breast. - 

Star on line E is “ on Scale from the top line. Draw a straight line from 1 
throngh *. 

Y to Sis % inch, and M to U is % inch. 

Draw a straight line from B to F, and shape the back, making the width from 
Pto R % breast. 

Draw a straight line from Z to N. This establishes the half-dot just beyond 
T. From this point to the large dot is 4% inch. Draw a straight line through this 
dot, guiding by a point 44 inch beyond Z. Shape the side-seam of the forepart as 
represented, reducing 1 inch from R to T. 

Get the leugth to 5 by the back, and sweep forward from 5, pivoting at point 1. 
Draw a straight line from 5 to 6 and shape the bottom. 

Shape the shoulder seam, seye and gorge as usual. lronit to 4 is 1{ breast. 
P Bake the top of the lapel 2!4 inches wide, and shape the front through 7, 

aud U. 


; Se down to the circled point is 14 breast, and from the circled point to V is 734 
inches. 

The V under the arm is 14 inch wide at the waist, 

The collar stand is 14 inch high. 

The butions are 144 inch back from $; that is, half as far back of S as FAs 
beyond the same point. 


Tur Sunnve is drafted as explained and illustrated in Part First. See Index. 
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DOUBLE-BREASTED FRONTS. 


PLATE 58. 


THE measures used for the draft on the opposite page, as faken over an under. 
coat, are as follows: 
40 breast. 


17% natural waist. 
34 to 38 waist. 


45 length. 


TO DRAFT. 


Square lines O I and O 2. O to A is end of Scale to A; O to B is end of Scale 
to B; Oto Cis end of Scale to C; C to G is half as far as from Ato B; Oto Pis 
naira waist, aud O to I is twice the natural waist, 35- Square out from A, B, C, 

Pto Lis % inch. Drawa straight line f dow’ x is 
fal eat, Sar Siete | ight line from L down through I, Oto J is the 

O to Dis end of Scale to D, and D to H is 54 inch. 

A to W is end of Scale to W. Square down from W. 

C to E is end of Scale to E; C to F is end of Scale to F; F to S is end of S 
to S, and S to 7is 333 i style. ans cad 

: 7 is 313 inches, more or less, according to style or taste. Square dow: 
wig and 7; w ssn from F, and up from E. : en ae 

uare up from E by point G to establish point 1 (the shoulder poi 7 

f she point). From 
Hh lhe ool A to H of the back. Draw a straight line from Q to S. 

KB : 
eee y line E is * on Scale from the top line. Draw a straight line from 1 
Ns to 8 is 1a ever and M to U is '4 inch. 

raw a straight line from B to F, and shape the back i 
the a ’ shape the back as represented, m k 
a ¥% breast from P to R, and squaring down from K to establish the width 

Draw a straight line from Zto N. Thi ishes j 
From this point to the large dot soa ae ia site he bale 4 
sin frees bot oes Seed eu inch, Draws straight line through this large 
aL inch atid; aa there eine Rest setae mee ne side-seam of the forepart, reducing 

Get the length to 5 by t nd sw 
Draw a straight fae aes oan. wa ie jeven Tiacond from 5, pivoting at 1. 

ape the shoulder- y ne Aes 
The Vat the mritgew ic pig Forge as usual. From 1 to 4 is breast. 
inches wide, or more or less according toatl Fi rig Oe, tee: oh the lapel 34 
7,8 and U yle or taste, and shape the front through 
lown to * is 1% breast, * Coe Tae 
rans paraflel with the botiom Une, and X 10K (tavat decker poke eee 
i The buttons are half as far back eon s taproritreket pocket) 154 inches. 
whieh places teem pe ches from the edge meas Regends thats pointer, Mel 

THE Contar, if of medi i ide 
be wide, as represented by shediel ies ee aly Sah uke ese fa 
give it and the outside edge extra ee e crease should be well curved, so as to 


Tue SLEEVE i i 
Ve is drafted as explained and illustrated in Part First. See Index 
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VESTS. 
THE SINGLE-BREASTED VEST. 


PLATE 59. 
TH measures used for the draft on the opposite page are as follows : 


17 natural waist. 15 opening. 36 breast. 
2535 length. 32 waist. 


TO DRAFT. 


le corresponding with the breast measure, and proceed as follows : 

See teed P and O35. bt B is end of Scale to B; © tu Cis end of Scale 
to C, and O to P is the natural waist. Square out from B,C and P. oe 

Oto Dis 4% inch more than end of Scale to D, and D to H is 5% inch, 

B to W is end of Scale to W. Square up and down frow W. 

C to E is end of Scale to E, and C to F is end of Scale to F. Square up from 
F. Draw a straight line from B to E, and by this line square up throngh the top 
line. This establishes point 1. 

C to N is half of full breast, and N to S is 2 inches. L is half-way between 
C and S; M is half-way between L and S, and G is half-way hetweeu C and L. 
Square down fron: M, L and G. : - 

From 1 to Q is 4 inch less than from O to H. Draw a straight line from Q 
toS. From2to3istinch, Draw a straight line from 3 to S. From 3 to 4 is '% 
inch more than % breast. 

Draw a straight line from 1 to B. 

Jto Tis '{ inch more than %{ waist, aud J to U is the same. 

V to R is 1 inch more than 4 waist, and V to X is 1/ inch less than 1 waist. 

S to 7 is % inch, and R to 8 is the same. 

Draw a straight line from 7 down through 8, as a guide for the run of front. 

_ OtoH, and 1 to the end of opening, is % inch more than the length of open- 
ig anita Y ae tor inch more than the fill length, according to the material 
or the edge finish. 

From the waist line to Z is the same as from 8 to Y. 

Zto 5 is % breast. 

Shape the back as represented, reducing %{ inch at O. 

From 1 to 6 is 34 inch less than the Jength from H to J. 
wae ee the front of scye 34 inch beyond the front of 


For A Minitany on A Cineicar, Vest shape i 
Ri . VEST shape the gorge from 1 to 4, add 14 inch 
beyoud 4 for the button stand, and make the collar 1 inch wide. See the ie 
ines. 
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NO-COLLAR VEST. 


PLATE 60. 


TH measures used for the draft on the opposite page are as follows : 


; , i | 40 breast. 
vaist. | 11; opening. a 
18 natural w | ay length. | 38 waist. 
TO DRAFT. 
dic wesee corresponding with the breast measure, and proceed as follows : ‘ 


Square lines O P and 0 3. O to B js end of Scale to By O to C is end of 
Scale to C, anid O to P is the natural waist. Square out from B,C pe P. 

Oto Dis *f inch more than end of Scale to D, and D to H is 48 inch, 

B to W is end of Scale to W. Square up and down from Wi 

C to E is end of Scale to E, and C to F is end of Scale to F, Square up 
from F. 7 4 

Place the angle of the square at E, with the outside edge of the long arm 
touching B, aud mark up along the outside edge of the short arin from E through 
the top line. This establishes the shoulder point (point 1). ; 

C to N is half of full breast, and N to Sis 2 inches. L is half-way between C 
and S; M is half-way between J, and S, and G is half-way between C and L. 
Square down from M, Land G. ; 

From 1 to Q is the width of the top of the back. Draw a straight line from 
QtoS. From2to3is:inch. Draw a straight line from 3 to S for the run of 
front above the breast linc. 

Draw a straight line from 1 to B. 

Jto T is 4% inch more than 4% waist, and J to U is the same. 

V to Rist inch more than % waist, and V to X is %{ ch less than 1/ waist. : 

Sto7 is 4 inch, and R to 8 is the same. 

Draw a straight line from 7 down through 8, and apply tlc length measures 
to the end of opening and to point Y. 

From the waist line to Z is the same as from 8 to Y. 

Z to 5 is % breast. 

Shape the back as represented. F 

From 1 to 6 is 44 inch less than from H to I. t 

Make the strap 4% inch wide on each side of 1, and from 1 to the end the : ke ee 
length of the width of the top of the back. >o ai 

Finish as represented, curving the scye 34 inch heyond the line F. 

The dotted tines are for a plain rolling collar. 
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CORPULENT FORTIS. 


PLATE 61. 


6 faze measures by which the draft on the opposite page was produced are as 
follows : 


r$ natural waist. 14 opening. 46 . breast. 
2g length. 48% waist, 
TO DRAFT. 


Select the Scale marked ‘ 46,” and proceed as follows : ; 

Square lines O Pand O3. O to B is end of Scale to B; Ote Cis end of 
Scale to C, and O to P is the natural waist. Square out from B, C and P. 

Oto D is 4 inch more than end of Seale to D, and D to H is 5% inch. 

B to W is end of Scale to W. Square up and down from W. 

C to E is end of Scale to E, and C to F is end of Scale to F. Square up 
from F. 

Square up from E by point B. 

C to N is half of full breast, and N to Sis 2 inches. L is half-way between C 
and §; M is half-way between L and S, and Gis half-way between Cand L. Square 
down from M, Land G. 

‘From 1 to Q is 14 iuch less than from O to H, Draw a straight line from Q to 
S. From 2 to3 is 1inch. Draw a straight line from 3 to S as a guide forthe run 
of front. 

Draw a straight line from 1 to B, 

Jto Tis % inch more than 14 waist, and J to U is the same. 

V to R is 1 inch more than 14 waist, aud J to X is 14 inch less than '{ waist. 

Sto7 is % inch, and R to § ts the same. 

Draw a straight line from 7 down through 8, and apply the lengths, 

From the waist line to Z is the same as from 8 to Y, and Z to 5 is 14 breast. 

Finish as represented. 
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DRESS VESTS. 


PLATE 62. 
THe preasures used for the draft on the opposite page are as follows : 


17 natural waist. 25% length. 36 breast. 
32 waist 


TO DRAFT. 


Select the Scale corresponding with the breast measure, and proceed as follows : 

Square lines O PandO3. Oto B is end of Scale to B; © to C is end of 
Scale to C, and O to P is the natural waist. Square out from B, C and P, 

O to D is 14 inch more than end of Scale to D, and D to H is 5, inch. 

B to W is end of Scale to W. Square up and down from W’. 

C to E is end of Scale to E, and C to F is end of Scale to F. Square up from 
F, and square up from E by point B. 

C to N is half of full breast and N to S is 2 inches. L is half-way between C 
and S; M is half-way between L and S, and G is half-way between C and S. 
Square down from M, L and G, and draw a straight line from 1 to B 

Jto Tis 14 inch more than '4 waist, and J to U is the same, 

V to R is 1 inch more, and V to X % inch less than 14 waist. 

S to 7 is % inch and R to 8 is the same. 

Draw a straight line from 7 down through 8, and apply the length to Y. 

From the waist line to Z is the same as from 8 to Y. 

Ztos5 is % breast. 

From 1 to 6is 34 inch less than from H to I. 

Shape the back and forepart except the gorge. 

The lowest buttonhole is 14 inch above Y, and the holes are spaced 2 inches 
apart. (If but 3 holes are required, space them 2!4 inches apart.) 

For a shicld-shaped opening go forward 74 inch from 1 to 3, shape the opening 
to the end of roll, and cut the collar as represented, (a yo on flat, 

Fora V-shaped opening (straight crease), go forward 14 inch from 1 to 2, and 
draw a straight line for the crease from 2 tu the end of roll. | 
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DOUBLE-BREASTED VESTS. 


PLATE 63. 
‘THE measures used for the draft on the opposite page are as follows : 


17 natural waist. | 26 length. | 36 breast. 
( 32 waist. 


TO DRAFT. 


Select the Scale corresponding with the breast measure, aud proceed as follows : 

Square lines O P and O1. O to B is end of Scale to B; O to C is end of 
Scale to C, and O to P is the natural waist. Square out from B, C and P. 

O to D is 14 inch more than end of Seale to D, and D to H is 9% inch, 

O to W is end of Scale to W. Square up and down from W. 

C to E is end of Scale to E, and C to F is end of Scale to F. Square up from 
F, and square up from E by point B. 

C to N is half of full breast, and N to S is 2 inches. [Lis half-way between C 
and S$; M is half-way between L and §, and G is half-way between C and L. 
Square down from M, L and G, and draw a straight line from 1 to B. 

Jto Tis 14 inch more than 1% waist, and J to U is the same. 

V to Rist inch more, and V to X is % inch Jess than 14 waist 

Draw a straight line from S down through R, and apply the length to Y 

Sto 7 is 3%, and Y¥ to 8 is 134 inch. 

Curve the front edge slightly from 7 to 8. 

From the waist line to Z is the same as from R to Y, 

Z to 5 is 14 breast. 

From 1 to 6 is 3{ inch less than from H to I. 

The button line is 144 inch back from S and Y. 

The bottom button and hole are 134 inch above Y, are square with the line S 
to Y, and on this draft are spaced 2% inches apart. 

Finish as represented. 
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DOUBLE-BREASTED VEST WITH CUT-OFF LAPELS. 


PLATE 64. 


HE measures used for the draft on the opposite page are the sanie as those used 
for Plate 63, and the draft is made in precisely the same way, with the 
following exceptions : 
From 3 to 4 is '4 inch more than 4% breast, and from 4 tu g is 2% inches. 
S$ to 7 is 314, and Y to 8 is 2 inches. 
Shape the gorge to 9. 
Shape the front center from 9 to Y, curving it !{ inch beyond points Sand R. 
From 9 to the circled point js 3¢ inch. 
Uf the fronts are to dose to the neck, shape the gorge from 1 to 4, and make 
4 to the seam edge of the lapel 1 inch. 
The collar stand is 3% inch bigh. 
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TO CUT THE BACKPART AND THE FOREPART SEPARATE. 


PLATE 65. 


TH measures used for the draft on the opposite page are as follows : 


1 natural waist. 14% opening. 46 Beets 
i 294 length. 50 waist. 
TO DRAFT. 


Tne Backrart.—Select the Scale corresponding to the breast measure and 
ee a P and O01, O to Bis end of Scale to B; © to C is end of 
Scale to C, and O to P is the natural waist. Square out from b, c and P, 

O to Dis 1; inch more than end of Scale to D, and Dw Wis 54 inch, B to 
W is end of Scale to W. Square ap and down from W. 

C to E isend of ScaletoE. Square up from E by point 1, aud draw a straight 
line from 1 to B to establish point 1. 

C to L is 1 inch more than '%4 breast, and G is half-way between C and L. 
Square down from G. 

J to Tis '{ inch more than '% waist, and J to U is the sane. 

O to H and top line straight down to 2 is the length required, and from 2 to 3 
is '% inch less than \% breast. 

Finish as represented and cut out. 


Tue Forerart.—Place the back on another piece of paper and extend the 
cross line O, C and P. 

C to E is end of Scale to E; C to F is end of Scale to F; Cto N is half of full 
breast; N to S is 2 inches, aud $ to 7 is % inch, 

M is half-way between Laud S. Square down from M. 

Square up from F by the breast line, and square up from 1 by poiut B, 

Frum 1 to Q is the width of the top of the hack, Draw a straight line from Q 
to S. From 2 to 3 iss inch. Draw a straight line from 3to5. From 1 to 6 is 35 
inch less than from H to I, 


V to R is 1 inch more, and V to X is 14 inch less than 'y waist, 
Finish as represented, 
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THE INVERNESS. 


PLATE 66. 


AKE the pattern of an overcoat that corresponds with the breast size required, 


and proceed as follows : 

Draw the straight line O S. : : 

Place the center of the back at the top aud bottom to touch the straight line as 
at O and §, as represented by the broken lines. 

Zo Ais 4 inch, and A to B is the same. 

C to D is 2 inches. 

Place the side-seam of the forepart to touch at B and D, and mark around it 
from point 1, along the gorge, down the front and parallel with the bottom through J. 

P (natural waist) to I is 1% breast, or for very large sizes 5 inches more than 
"{ breast. 

Square down from I. 

W to Eis 114 inch. 

G to Tis 414 inches, G of course being C of the regular draft. 

Square out from T. 

Shape the back, curving the side-seam through the circled point to I. 

From 1 to K is the same as from H to F. 

K to L is the same as from E to F, about 43 inch as a rule. 

M to Nis 1 inch. 

Shape the shoulder-seam from : to L, and the scye from L through N to V. 

This completes the coat. 

Tue Care—Apply the length, which és taken from the nape of neck down in 
front of the arm, to within 1 inch of the bottom of the undercoat sieeve, from O to 
H and from 1 to R, 

Sweep back from R, pivoting at point 1. 

Shape the front from 1, to escape the crease line at the corer, and to follow 
the button line down, or to follow the neck if il ts required to have tt button, and 
extend 10144 to 134 ch beyond the end of gorge. 

Shape the side-seam from 1 through L and G, 


ia Q is about 4 inches above the sweep and, from this point down, the cape should 
Tee. 
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PART III. 


CAPES, GAITERS AND CLOAKS. 


oo ae 


200 THE “STANDARD” WORK ON CUTTING: 


THE “STANDARD” WORK ON CUTTING. 201 


= . j 


THE SHOULDER CAPE. j 


PLATE ‘67; 


"TAKE the pattern of an overcoat of the size required, and proceed as follows : r 
Place the topand bottom center of the back to touch a straight line, and mark | 
the breast line across, as from C. 
Place the forepart to touch the back at the top of the side-seam, while the 
breast line rests on the line continued from C. 
Tue Back.—O to A is the length, say 19 inches. 
Sweep forward from A, pivoting at oO. y 
Shape the side-seam from H, through the circled point (back-piteli) toward V. 
E is 1% inch from the circled point. 
Shape the bottom from A to B, 
Ti: Forevart.—From 1 to J is the same as from H to E of the back. 
Draw a straight line from F through J. 
J to K is the same as from E to the shoulder-seam. 
G is half-way between F and K. 
I is squared from G. 
Shape the front shoulder V from K to I, and from I through the scye point of H 
the shoulder-seam. i 
I to M is the same as from I to K. | 
Shape the side-seam from M toward P (the natural waist), curving it slightly, | 


as represented. 
M to L is the same as from E to B, plus one seam, | 
ti 


Place the back in a closing position at the neck with the forepart, and draw a 
| PLATE 65. 
1} 


straight line from N to the end of gorge. 

‘The * is halfwvay between N and the end of gorge. 

Sweep the bottom from L, pivoting at *. 

Finish as represented by thé solid line, with the front terminating just back of 
the buttons, or extending beyond the gorge (to button in front) as represented by 
the broken lines, 


ener 
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GAITERS. 
but how few fit nicely ; they crease on the 


GAITER is a very small thing, ; ; 
A instep, or are loose at the top generally ; an easy, graceful, close-fitting gaiter 


is the exception to the rule and is only found ona well-formed foot. / ; 
We propose a new departure, both in taking the measures and in applying 
them to the draft; easy, simple and certain. 
To TAKE THE MEASURES. 
Place a short square, one arm resting on the floor in the same direction with 


the length of the foot; the angle toward the heel and the other arm pressed 
against it; call off the measure at the hollow above the heel (314) and the full 


length of the gaiter to the top (5%); then the two indentations—the one at the 
hollow and the other at the top—in this instance, each is 34 of an inch; size around 
the top, 1014; around the instep, 125 diagonally from heel around the instep, 141% + 
size of bottom, 20. _ ~ 

SHORT GAITERS. 


PLATE 68. 


Hollow above heel, 344. , Around top, 10!2. 
Length, 51%. | Around instep, 12. 
Heel indentation, 34. \ Diagonal measure, 14'2- 
Top indentation, 34. Size of bottom, 20. 


TO DRAET THE GAITER. 
RAW line A BC; B is 314 from A; C is 512 from A; square across from 
each point as illustrated, 
Dis 34 from C; E is 4 from B. 
Form back-seam of gaiter rounding the heel. 
D to F is 514 ; square down. 
From A to H diagonally, crossing the line E at H is 74. 
Drop at G % inch; measure from A to T 3% inch less than 34 bottem 94 
and square up oue inch 
Form front and bottom through the points given as illustrated. 
Raise at F 35 inch aud form top. 
Cut out gaiter, allowing 14 of an inch all round for seams and turnings in, 
Make the button catch 14 inch when made up; the sewing on edge of the 
button catch may be straightened a seam at top and bottom, as this will tighten the 
sean on the side of the foot. 
This size gaiter will fit neatly on a 6 shoe. 


ce ee 
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| LONG GAITERS. 
\ 
i H PLATE 69. 
; 2 (To hollow above heel, 3%. | Around o 13%. 
&{ To the calf, 1343. : heme ca i aoe o 
§ ( Full length, 18. round instep, 1144. 
as et Around bottoni, 20. 
5 { Top indentation, 44. Diagonal measure from 
3? Above the heel, 1. heel around instep, 14s. 
& | Bottom of the heel, 3,. 
= 
TO TAKE THE MEASURES. 
LACE short arm of the square on the floor in the same direction as the length 
: of the foot; the angle resting against the heel or calf, as the case may he, with 
| the long arm upward; call off the lengths at the hollow above the heel, 314 5 calf, 
Vt i 13%, and full length, 18; before removing the square take the indentations, at the 
j bottom of the heel 3<, above the heel x, and at full length at top 54 ; remove square 
j measure around the top 13%, calf 15, instep 1114, bottom 20, then the diagonal 
a § > s starting ithe. 
{ measure from the seam of the heel, around the instep, back to the starting point, 1414 
; 4 
| TO MAKE THE DRATT. 
Draw construction line A B, from B mark off 31% hollow of heel; 1314 
calf; 18 full length. 
i ! Square across from A, B and intermediate points. 
i Make a mark at the indentation below heel 34; hollow above heel 1, and at 
i top 34. 
Forn: back seam of gaiter, rounding for heel as illustrated. 
Mark off exactly 1% of size at top 634 ; calf 7%; hollow of heel 534; bottom 
4 14 inch less than 43 of the size g'% inches. 


Test the instep by the diagonal measure 714, and thereby secure the exact 
: position of the instep. ‘ 

Square down and drop at bottom 3, inch ; form front and bottom as illustrated, 
rounding the point at one inch above the straight line at bottom. 

Button catch should not be less than 2 inches when made up. 

Cut out gaiter, allowing a seam at front and back, according to requirement of 
material, and a turning in at top and bottom ; if made of goods that will not fray 
out it is best to double-stitch the edges and then no turnings in will be required, 

Straighten the sewing on edge of the button catch as per dotted lines. 


PLATE 69. 
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CAPE OR CLOAK. 


PLATE 70. ; 


Front length, 35. © AG w Qe 
MEASURES: Over shoulder, 42. Heh 86 
Back length, 4o. 4 


DRAFT BY DIVISIONS OF THE BREAST MEASURE TAKEN ON THE VEST. 


RAW front line A O. 

Square down for back-seam. 

From A to B is j, breast less than 1% breast. 

From B to C same distance as A to B. 

From C to D is 4 distance of B to C. 

From D to F same as from A to D. 

From C to E same as from A to B. 

Measure from F to E, and make F to G 34 inch longer and sew on the full- 

ness, stretching E F to it when pressing the seam. 

From A to I same as from A to C. 

Draw slash the shape of ordinary shoulder-seam. 

Front from D, measure of front length—38. 

From FE over shoulder—q2. 

From I—4po inches. 

Sweep bottom through lengths given. 

Add button step or lapel as required and finish draft as illustrated. 


This is a closer cape or cloak than that of Plate 71, and is known as the 4 
circle. 


Back seam on crease edge of goods. 


eevee 


PLATE 7o. 
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CAPE OR CLOAK. 


PLATE 71 


Breast 35 
over the coat. 


Front length 38. 
MEASURES. Over shoulder 42. 
Back length qo. 


CUT BY THE OVERSACK DRAFT. 


Place the patteru of oversack which fits the figure in position as illustrated. 
Open the shoulder at neck 114 inch. 
Close shoulder at scye point. 
This position gives a 34 circle. 
If less fullness is required, open the shoulder-slash still more. 
If required double-breasted add 1 inch inore at front all through for lapel, and 
place the buttons correspondingly farther back. 


PLATE 71. 
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USE BLOCK PATTERNS. 
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HOW TO USE BLOCK PATTERNS. 


ite he class of trade for which they are re- 

HAwNS secured Lae pe ekg te measure book whatever differences from 

quired, it 1s ibe detected by the cutter as aids to his measures: Short neck, 

ae a ae arehest above the breast line, over-erect, head carried back, head 

fat ee Mit eee the blades, fleshy across back and around shoulders, very 

alee! chested, flat seat, prominent hips, high or low shoulders, promi- 

coun fat blade or any other peculiar conformation that the eye can detect. 

Note of ee cia age, as all of these remarks will be of untold advantage as 
eae acquires experience in the use of block patterns. 


STOOPING AND OVER-ERECT FORSIS. 


PLATE 72.0 


DG MS G-H. Sroomnxe Ficure.—Place back in position and mark 
it lightly. 
poet c ai inaliie the back forward as indicated by dotted lines. 

From O to C round the back seam slightly to give more room across the 
shoulders; the proper inclination being given, sufficient ease, will be obtained for 
the round of the shoulders, and a clean, smoothly-fitting back will be the result. On 
stooping forms the back is relatively longer than the normal pattern; it is therefore 
necessary to add as on the diagram ; if no measure has been taken add 4 or 34 of 
an inch, according to judgment. 

Place the forepart in position and mark round it lightly; make the scye near 
X a pivot, incline forepart forward half as much as the back was swung forward at 
O, and mark around as per dotted lines; the scye will be forwarded thereby and 
the shoulder point also. 

The shoulders are not necessarily larger hecause the figure stoops; it is simply 
adifference in front and back lengths ; instead of the first over measure’s being 124% 
it will be possibly 1134, the lost 34 being made up from the front of scye to socket 
bone at O; the measure will also be more from Fto C (sce drafts by the Scale 
Method). It will, therefore, he necessary to shorten the shoulder as per broken 
lines to preserve the same size of the shoulder, 


Diacrams I-J. Tur Over-EREeT,—Place pattern of back in position, mark 
round it lightly, use C as a pivot and swing the back backward as per dotted lines; 
this gives the attitude or inclination of the figure. 

Over-erect figures are shorter from C to O than the normal one which the 
pattern fits; it will therefore be necéssary to reduce as per broken lines on the 
diagram. 

__ Place the forepart in position, mark round it 
Pivot, swing the upper part buck half as much as t 
and mare around it as per dotted lines, 

educe under arm and add at front of bre si i 
a cast as illustrated; erect figures being 
smaller from € to seye and larger from scye across to the front of breast than the 


lightly, use the seye near * as a 
he back was swung back at O, 


igi 
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Overercet Ligure. 
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Suupiny Figure, 
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+ thi nre is also longer ou the front shoulder 
hich a ieee a ae the same amount as taken off the 
and requires to be added ane the arm, so as to make the shoulder, measure il} 
back and the reduction uns er aenlt to fit, lose their apparent diffewlty: when it is 
These figures, acconn tet Tonnes measure the same ste of shontder ; the difference 
considered that the Harce fight he back and shorter on the front of shoulder : 


i 3 ig is longer ou % 
being tet Me Se ier Le Hie pack and as much longer on the front shoulder. 
the erect figure Is 5 


Onr illustration provides step by step for these differences. 


norntal form w 


REMARKS. 


; jde-seam of side-hody to the altered back 
it arg Span vhs oe the princtple * ecsikeeal step by step, 
te ease Kt, M aud N on plate 73 show a quicker and simpler method 
which arrives at the same result. 
PLATE 73. 

JAGRAMS K-L. Srtoorixc Ficurs.—Cut across the back at the poiut where 
D the juclination of the figure commences and open w hat the measure caljs for 
over and above that of the block pattern and mark around the back. 

Re-shape the back seam so as not to have a toe sudden cUrNe, 

Cut across the forepart on the breast line and lap one-half of the amount that 
the back was opened; mark around the pattern, then reduce a little at front oi 

e ttern. 
ee ated taught in the old school is to make a round shoulder seam 
ou either the back or forepart, or on both, and also to add to the round of blade 
or side-seam of side-body; this puts on a longer back, raises the neck, and yives 
the required mneasnres over the rounded back shoulder of the hent back of the stoop- 
ing fignre it is truc; but, it is unfortunately true, also, that it plices too much cloth 
on the front shoulder of forepart, making the shoulder seam longer than is required. 
and works in time into wriukles, simply because cloth is given where it is not 
wanted; it places too much length on the round of blade and balloons the back 
below the carve of the back scam tucluaton of the figure; the difficulties of the 
journeyman are increased, and it is uext to impossible for him to produce a clean, 
smooth, natural-looking shoulder and side-seam; when on, such a cout has a heavy 
and clumsy look around the neck and shoulders, strongly emphasizing the dispro- 
portion ; aud is one more striking illustration of the danger incurred through not. 
following the lines of the figure.] 

Diacrams M-N. Over Erret.—Do just the reverse of that for the stooping 
figure--cut across back and /ep the parts to bring the level at e line on back to 
the required measure, and open the forepart on breast line adding to niake breast 
larger just what is taken off at side-body under arm. 


REMARKS. 


Iu case the shoulder measures arc Jarger than the block pattern will ineasure, 
take the size breast that comes to the shoulder measures required—treat the pattern 


as already instructed, and placing the different parts in a closing position make the 
breast size to measure. 
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SLOPING AND SQUARE SHOULDERS. 
PLATE 74. 
JAGRAM 0, SLOPING SHOULDER WITH wei oe gene 

The Sloping Shoulder must not be mistaken for the A ye k Fe se s ae 
may be very low and the neck be of normal length; a ets shou eh may 
be accompanied by a long neck, but tls is so marked a form that it cannot easily 
be mistaken; the nsual error made is not noticing whether the seye is smaller or 
not than is usual; in all cases of sloping shoulder itis well to take the seye meas- 
ure; if the scye measure is proportionate to the size of shoulder, the dotted lines 
give the necessary alteration; if smaller, then Diagram P should be followed. The 
back remains the same in either case. See Diagram R. 

HIGH SHOULDER.—High-shouldered figures usually stand over-erect, and 
the block pattern should be treated as per Diagrams M aud N for the over-erect 
figure; then add on at scye point of shoulder, 14 or 34 inch, as required; the seye 
level measure will show if the neck needs to be lowered. 

Diacrast §. SHort Necx.—Simply reduce as per dotted lines. 

Diacram T. Lona Nuck.—The Normal or Block Pattern, being too low in 
the neck for this figure, add on as illustrated, but it is necessary to spring the 
seams at neck point of shoulder in order that the coat may go up and keep its 
place around the neck; many a coat sufficiently high in the neck, but not hollow 
enough at side of neck, drops down in a crease under the collar scam and baffles 
the inexperienced to discover the fault. 


LARGE WAISTED FIGURE. 


O alter a block pattern to suit this figure demands specia! attention; the extra 
size is usually from the side-body seams to the front; if so, add 1y of the dif- 
ference at the waist under the arm, and 7f on the front; but it sometimes happens 
that the form is pretty well rounded almost from the hip button ; in such a case, 
add ¥% of the difference under the arm at waist gradually from the top of side-body 
and the other 44 in front. 
This balances the figure as well as it can be balanced on general principles ; it 
will be necessary to adjust the run of the bottom of the scye. 


SMALL WAISTS, 
qt is best to allow the frout line at lapel seam and the side-seam line to be 
undisturhed, and to take out the difference of measure at the under-arm seams and 
at the front slash. 


oe 
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ON MAKING UP. 


PLATE 75- 


© make this work more complete, we propose to give some practical advice in 
making up, that experience has taught us is much needed. : 

To have a well marked success, the cutter must know all the details of the 
making up; in point of fact, should be as muen “at home ii in the workroom as at 
the cutting table. He should beso much the master of his business as to he enabled 
to take the garment out of the hand of the “jour” and point out what is wrong, 
beyond the possibility of contradiction ; else he stands a poor chance of being able 
to distinguish where the faults lie when accidents happen. This is not a work on 
manners; therefore we need say no more than that faults should be kindly pointed 
it is bad policy to offend the workman, 

Do with as little stretching as possible, and wherever edges require to be tight- 
ened have it done by the iron before the edges are stayed by tape. See that the 
facings are put in smoothly and of sufficient size, taking for granted thet the seams 
have been cut with the required contour of curve; see that the line is preserved in 
the making up, aud that the facings are always felled crac//) on the seanis, preserving 
the same shape. A very important thing, as regards gracefulness and fit, is com- 
prised in putting in the facings to fit the outside: if this be properly done and 
the coat ts not what 11 should be, then the cutter has a problem for consideration. 


out; 


Nothing tells more against a cutter’s reputation than creases or wrinkles in his 
yarment; not even a misfit. On the detection of a crease, whether it he across the 
top of the back, across the shoulder, at front of scye, across the breast, or across the 
top of side-seam (and it is the cutter’s experience to get all of them), it becomes 
his business fo know the why and wherefore; and, unless he be as conversant with 
the details of the making up of the garment as he is withthe cutuamg of it, he is 
placed in a very unenviable position—de ¢s at the mercy uf the “jour.” 

Many who either cannot or do not reason place a creased shoulder on the broad 
back of that White Elephant in the trade, the shoulder point; it is said to be too 
straight ox too croaked, dependent upon its being more forward or more backward 
than just at that eract spo/ which, to such minds, is the ze plus ultra of all that is 
required in a coat ; entirely overlooking the fact that, in the many practical systems 
used by our leading cutters (all other conditions being equal), the shoulder point 
has a play of an inch forward and an inch backward from 2 central point, and in no 
instance getting a creased shoulder; of course, always provided the required length 
of strap is given. : 

If the shoulder is of sufficient len 
what is the cause? We answer, the 1 


gth and in its proper position and yet creases, 
most prolific of all causes : 
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TWISTED FACINGS. 


Facings should be cut about 3, of an inch larger around neck, shoulder sean 
and seye than the forepart—no more ; itis usual to cut them an inch larger; the two 
lines on Diagram 1 will show what we mean. When cut to the outside tine there is 


ie 


PLATE 5s 


too much margin given to the “jour”, and if, as is generally the case in all 
shops except those of the best trade (and sometinies even among. them), the sleeves 
are sewn in by machine, and that, too, before the facing is basted to the shoulder, it 
is more than probable, as the “jour” has then no guide as to shape, that most 
or allof the extra width will get pushed out at the shoulder point or D (see Diagram 
2), and cut off, the extra length will be basted in between D and B; the consequence 
js that the scye from D to B being on the bias, and the fullness of the sleeve being 


eee Sets 
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that this partof the scye gets stretched to the length of the 
to it, drops down with the back pad at back seye, 
rams 2 and 3 0n the blade, besides having Ure effect 
large. Too much length from B to D made 
f it were cut too short, and unsightly 


kept on in that distance, 
facing and, being serged tightly 
causing wrinklesas shown in Diag! 
of making the top of side-seam appear too 
in this way affects the shoulder poit as i d : 
wrinkles appear as shown in Diagram 4; once tn, never out again; you may rip shoul- 
der seam, hollow and stretch forepart at neck point of shoulder aud gorge, put back 
and collar on full and lengthen shoulder point to balance the lengthened scye point, 
but the creases will not aw: the only chance is to cut the entire faving clear across 
the shoulder. canvas wadding and interiining, and baste new top of facing to the 
shape of shoulder, for there is the fault and this is the cure. The facing is a joint, 
compact mass, welded together by being thickly padded or, still worse, machine 
sewed, and always commands the outside ; it becomes the same thing as if the cutter 
had cut the shoulder 34 of an inch too short at neck point and as much too long: at 
seye point; had this beer done, al! know the shouider must break, and it is more 
certain to do so now, by the facing’s being twisted in shape and pulling the outside in 
different directions. Such defective tailoring is nt, too, to further increase the 
fault by the back’s being put on tight in the hollow of the shoulder, which of itself 
would throw creases even if there were uo facing. Diagram 2 will show also in the 
lower line a too deep interlining and wadding bronght down below the round of 
blade and holluw of side-body and side-seam. Now, the outside is hollow wider the 
arm and round over the blade, falling in at top of side-seam point ; as usually worked 


up, the interlining with its cargo, being: made up flat and on the straight, drags en 
the blade, causing the outside to appear full, as we have before noticed (see Diagram 
3),and when brought up to the shoulder and closed, having neither sufficient length 
nor width for the outside on the rounded parts, drags away at the shoulder point, 
causing creases, as scen on Diagram 4. 

The facings should always be cut through at the side-seam—the back pad being 
made apart from the side-body, and stitched on the back lining independently, aud 
fastened on side-seam as it is on the shoulder-scam to the exact shape of the respect 
ive seams, and on the scams, not half or three-quarters of an inch away from them 
This troublesome crease business, and it is an ever Tecurring one in large trades 
can be easily avoided by the means we have indicated, ; 

be speaking of a facings as the most prolific cause of creased shoulders, 

we desire to impress on the mind of the reader the obvi F at, i : inside of 
the coat does not fit the customer, the ontside nth fe pee 7 aa : pe a es 
fail to reach its proper position by one-half ine PW eu cent a Fal ao = 
; i My alf inch or by one and a half ineh, that 
main point of the outside to which such point of the facing is att : 
races eee ee : besides having the outside ¢ 
- he outside consequently double 


ached is thereby 
lisfigured by the 
Sup. 
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The fursng should be tight nowhere, neither in Jength nor width ; but should ft 
the outside as the inside of the egyshell fits the outside; wherever possible the 
facing should be treated as is the outside—V for V, shrinking for shrinking, stretch- 
ing for stretching ; and where the facing cannot be stretched as is the outside, a V 
or fullness should be used to produce the same effect; the front edge is more or 
less shrunk it always, vet how few shrink in the facing to fit it; the consequence 
is that the ontside is all of a blister, and the room intended to have heen given over 
the round of the chest is destroyed and the coat tightened across the buttoning. The 
shape required is indicated by the cuts and the boundary lines ; but what is more 
common in the daily experience of the cutter than to find the same effect produced 
in the finished yarment when he has cut V's as when he has cut fishes ; often both 
are pressed out flat and the whole effect destroyed by the facings being put in not 
only Aat, but tight also; the fish intended to make a shapely hollow, the V a re- 
quired fullness on the round; each desired effect destroyed by defective tailoring 
and the garment finished as flat as the’ cutting table, except where the tightened 
edge curls the thing inward; this is not shaping, it is simply apply the outside 5 
even when the canvas, haircloth and its cargo may be rightly shaped, the cloth fac- 
ing and lining counteract what this was intended to produce. The simplest method 
known to us is to build up one part of the garment on the other—the canvas on the 
outside, the interlining, haircloth and padding successively placed one apon the 
other, cach in its turn worked up to fit each other. The shape of the facings ea be 
greatly helped by cutting the edges which are sewn to each other lengthwise, as 
illustrated by Diagram 6. 

Just where the lining sews on to the inner edge of the cloth is usually the place 
on the breast that the cutter intends should be shaped to the figure, and by cuts he 
produces a rounded form ; it will be seen that both edges are rounded in the dia- 
gram; this gives both length and width at this part and meets the requirements of 
the outside, and has no tendency to slide away from its proper place when finished, 
as is the case in some other methods intended to produce the same effect. Facings 
cut as per Diagram 6, prevent the formation of horizontal creases across the breast, 
which we have scen after a few days’ wear start from the top button, increasing in 
boldness as they traveled downward to the waist seam; when this is the case a sh st 
lengthwise and another crosswise will show the trouble plainly; the facing freed 
will gape as if tired by the effort to spoil the fit. Put on the garment after the 
slashes have been made, that which seemed shapeless, swinging about as if it had 
no relation to the figure it was made for, will drop into its place, hagying the breast, 
falling neatly into the hips and around the breast, fulfilling the best hopes of the 
cutter. 

Diagram 5 is offered as 
idea that the mere position of the shoulder point is the 


aconundram to those who still cling to the ridiculous 
ause of creases on the 
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shoulder. Je is intended to represent the shoulder of a coat without a shoulder 
seam, the back and forepart being cut in one piece. Will any tailor out of a Inmatic 
asylum doubt that th s shoulder will crease and wrinkle if the facings are put in 
as we described when considering them as the cause of the trouble? Put on a short 
collar, twist the facings, keep the fullness of the sleeve head close to back pitelr, 
and as far away from forearm as is possible, and a most interesting “kill” is the 
result; creased shoulder, tightened scye and fullness at top of side-body seam will 
then be apparent; but where, ail this time, is the shoulder point ? 

A coat may be cut outrageously crooked, crooked enough to fall away trom 
the forearm pivot and swing off at the hip, or it may be cut outrageously straight, 
and yet no creases need appear on the shoulders; in the one case, the coat may soon 
tear at the forearm, and in the other no amount of objurgatory prayer will keep it 
from lapping at the frout of scye; the customer will complain of too much cloth, 
but it is simply the result of a constrained position of the shoulder—the shoulder 
out of its position with respect to the other parts of the garment. Slash such a coat 
across from the place where the lap commences above the forearm to the top but- 
ton, and the breast will open enongh to get rid of the lapping, but the coat will 
hang listlessly around the hips under the arms like a fapping sail, showing plainly 
that a true balance is the Aarmonsows relationship of the various pieces called a cuat. 
On paper the draughtsman cau make any point his fixed point and rightly claim that 
it must not be disturbed, because all his other points obey its governing impulse ; he 
may start his coat from a given inclination or direction of the breast line, the neck 
and hip can only be placed within determinable spaces; his suppression then be- 
comes of vital consideration ; he may start from some point in the neck circle and 
work downwards, locating every point in accordance with this one; or he may prefer 
the orthodox straight back seam and work from the socket bone in the usual way, 
locating his several points upon some theory of mutual relationship, but it is upen 
this idea only that he can work rationally and come out right. How much do you take 
out at top of side-body? How much do you take ont between back and side-bod y at 
natural waist? How much do you consider ought to be taken out underarm? Do 
you think, chimes in a discoverer, that anything ought to come aut at side-seam, top 
or bottom, simply a fish to fit the hollow—is not that your idea? Where do you 
fit your shoulder-point ? Who has not been asked these questions whenever a ume 
ber of cutters rally round a coat draft? We close this essay by saying that such 
questions are proof positive that the questioners have all to learn ; that they are as 
yet totally ignorant of the first principles involved ; ester 2 
pasttion with cvery other, 
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ABOUT CREASES. 
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CREASES IN GENERAL. 


and breast that badly fitting, twisted and tight 
We have already pointed out that horizontal 


wrinkles are too apt to gather across the top of the side-body also, and that, when 
this defect occurs it not unfrequently happens that it causes the scye to fecl tight at 
the forearm; it sometimes chances that the creases extend from the forearm across 
the shoulder, making a heavy fold underneath the collar seam from one side of the 
neck to the other; in such am extreme case as this, the faciug being much too short 
to reach the shoulder point, the back lining is pulled upon to supply the deficiency, 
and having no more width at top of back than the back itself requires it produces 
a similar effect to that caused by the back lining’s being too short at top; but the 
chief fault is that there is not sufficient room in the lining around the neck, which 
cripples the ontside by bringing it down to that place around the neck which is 
of the same sizc in its curve as the lining ; a fold or wrinkle below is the inevitable 
consequence ; it cannot lie smoothly about the neck on a longer curve than that to 
which the insufficient inside has brought the outside. 

Back linings are rarely put in wide enough immediately across the top of back, 
as the shoulder seams of the lining are felled beiore the collar is sewed on, and no 
allowance is made for the stretching of the neck gorge, true, it is customary to put 
a plait through the back seam; but it is also customary to securely tighten it by 
sewing the maker's name ticket firmly across the back plait, a piece of stout silk or 
lasting on the straight fastened down so as effectually to counteract any good for 
which the plait was intended; kept from all elasticity stili further by the felling 
of the collar. 

The attempt to correct this fault of a roil around the hack neck is made mainly 
ou the supposition that the coat is cut too high in the neck, or that the collar is over- 
stretched and put on short; in the former case the neck is loyered and the collar 
stretched , but the unsightly fold remaius, because the lining, ten chances to one, is 
now tighter than before ; in the latter case the coliar is lengthened, but to no pur- 
pose; a Vin the facing at neck gorye and more lining across the top of back is the 
pie at an simple ieee : this being attended to and the fault still in 
existence, the cuat is probably cut it} i eck, d ‘ $s i 
spring for the slope a meek * ee bine te ee — pee i 
discovered by opening the shoulder sean ot sc iiiit ruler SBM Mite 18 const 

poe t seam and setting the collar free at top of 
Pack ; in stout figures with short, thick necks, the double fault is sometimes made in 
pee pak ioe pir eee also Binpeth too much at neek of shoulder 
underwear and worse cut shirts 1a een het ilies Aas eee 
tiie uesianh sie : ig a thick roll of goods across the back at top, 
4 ‘possible for any other garment to renin smoothly in its place, 


r is not only across the shoulders 
facings will produce creases. 
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CREASES AT BACK-SCYE 
PLACES 76 ian 77 


HIS fault in an otherwise faultless coat is frequently caused by cutting too 
straight a back-seam for the sake of style, and is as often found in the work 


of high-class trades as in thatof poorer ones. It is a fixed idea with the cutter, that 


unless the back of the figure to be fitted has a violent inclination one way or the 


other, that the back-scam shold be cut straight, and the hack is lengthened or short- 
ened as if this squarely met the case. 


Diagram 1 shows the section of the normal back which is to be fitted; Diagram 
2, the back cut in true orthodox fashion to fit it. Now, it is self-evident that when 


VA 


PLATE ;6. 


the straight edge of the back-seam is placed on this curved inclination, there will be 
a superabundance of cloth to be got rid of somehow, or there will be no fit. It is as 
idle to expect it as it would be to think of fitting a spherical ball or a cone by joining 
straight lines together. A glance at Diagram 6, Plate 77, will show what we mean ; 
wedges must be taken out a> at Y, cither end, or fit is impossible ; so in fitting the 
irregular curves of the human figure we have to get rid of the “too muchiness " by 
taking out wedges, Diagram 5 is a representation of the current method; we take 
ont atE, O and D--very rarely anything at the top of the back, unless for very 
marked abnormality. What, then, is the consequence? Shaping by drawing in, 
pressing away of fallness, stretching, shrinking, and by some minor reductions, V's 
and slashes, we contrive to wet a flexible material ito something like respectable form. 


a 


fr * 


a 
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CURVED vs. STRAIGHT BACK SEAMS. 


PLATES 76 and 77. 
we have not to deal with inflexible goods—happily, 
becanse we now escape thereby downright failure, which otherwise would be 
onr lot; unhappily, because if we were forced to work out results with inflexible 
goods, we should have to put ourselves under practical scientific study and, para- 
doxical as it itay appear, principles would be sought and found that may not yet 
for many a year dawn upon our contented and benighted understandings. We 
should then be driven to follow the curves and lines of the surface to be fitted and, 
though driven to our wit's end for some method of rectification, we have no doubt 
that a cleaner fit and a far higher artistic result would be achieved with the more 
difficult material. Diagram 4 shows what frequently occurs when a straight 
line in the back is made to cover a figure ouly slightly more bent forward than 
the normal one; there is a pucker or fullness at D, and no extra reduction as 


Herre, or unhappily, 


PLATE 77. 


at E and O, Diagram 5, will remove it. Cut the back 
. i q B H across, as at O ) 
Diagram 3, and the shoulder seams drops down, lapping oyer the peter ba 
goods, and the back-seam, if ripped open, will fall forward at the top. Diagram 
is Papaeely creaky erste to make the meaning clearer. . ene 
pen the back-seam from the socket-bone to below the aru 
pea Wig 0 arm-scye level, and 
ap ial show at once what is wanted—the fault at D will have disapeared: bed oes 
plainly that awedge onght to have been taken out at top of back, as well as at 
pout of steadier top of pide sein and bottom of same, A curved back. seain with 
he right inclination may actually have a shorte: a iver Cleaiier 
graceful style than the straight id Teiiger a ial agree SDE 


PART VII. 


CUTTING ROOM ETIQUETTE 


AND 


ADVICE TO YOUNG CUTTERS. 
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CUTTING-ROOF ETIQUETTE. 


N the cutting-room, not even unquestioned first-class ability as a cutter takes 
precedence of that serene culture which bespeaks “ “he perfect gentleman.” Its 
possession will save you from a host of troubles incident to a difficult profession. 

Employer, customer and workman are equally susceptible to its influence ; the 
latter is sensitively alive to it; but it is to the real article, not the tinsel counterfeit 
that so often assumes the réle. 

Punctuality and order are of primary importance in the every-day routine of the 
eutting-room. A scrupulous regard for ve is your duty, forin business relations 
time is moncy to all concerned. 

Without order you are in a chronic state of irritation; nothing is handy when 
wanted ; one thing crowds another, and punctuality is made impossible in every di- 
rection ; and it is certain that the most extended experience will but emphasize this 
statement, 

Cultivate an even temper, it will be wanted ; moreover, it is always good stock, 
though not always the dominant fashion. Temper has no place in business, but 
firmness, dignity and kindliness are never out ot place 

Tt is a condition of your existence asa cutter, that your best efforts will be 
marred occasionally by bad work ; and it is another that your best work will be un. 
Appreciated, sometimes by your employer, at others by the customer, A ruffled 
temper, an uncourteous bearing, will avail you nothing, but will surely discount you 
on either hand, You will be asked to make alterations as to fit and style, that will 
spoil the effect desired. While offering a ready acquiescence, take the opportunity 
to point out unmistakably that such will be the case, so that the responsibility wil! 
shift hands, 

It will also happen that you will be consulted by the cus as 
of the goods, as well as tothe style of the earaeat. and tee te, ed Bee 
transaction is supposed to have been settled between him and the’ salesman ; you 
nus yaurselh unavoidably placed in a very delicate position, and it will require 

x A te to come out right ; waste no words, besure of your advice, or don"! give it. 
ae Pay ae eee that you treat his opinion with courteous cousidera- 
i als © the customer that you give him your best thought, and it 


is equally due to your ov i 
tied + ae é. own reputation and that of the firm that the customer he 


Do not assunte to “ach 


be careless, bt cnt as economical 
While rapidity counts during the busy 
takes the lead; it is a small gair 
half o them have failed to gives. 
tis the highest complimer 
chewsanet eae Pp. when the salesman takes down 


of waiting to see the garment tried on first : Cee bee Wneslill instead 


season, it will be found that accuracy 
suits ina given time if one- 
are right, then go ahead,” 
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ADVICE TO YOUNG CUTTERS. 


3 attend to them and allow no interference in 

carrying them out toa successful issue; assert the whole force of your charac- 
ter firmly, kindly, conscientiously, whenever stich a thing happens, as happen it must, 
and you will find that all around you consider it strength of character and not weak- 
ness. to stand upon your feet erect and self-reliant. The crying sin of the trade is 
said to be reckless promises with regard to time; this matter is especially yours; 
your employer tightly supposes that you know the capabilities of your staff, and 
looks to you that the promise be kept. If you cannot get the garment finished until 
the zoth, don't promise it on the : 3th ; your customer may be a poor judge of valuc 
in material, may be deficient in his ideas with respect to style, but he knows when 
he is disappointed in time. 

When a customer is brought to you to measure, take nothing for granted; ask 
him as to style of garment, and see that he understands it as you do, He may con- 
found a sack with a frock, and may tell you that he wants a ‘dress suit ".when he 
means a Sunday or holiday suit; take him to the Fashion Plate and point out the 
differences. It is better to do this before the cutting is done, and not after the suit 
is made up. In taking the measure, don't he in a hurry; if your man is fidgety 
give him time to settle down; talk to him about the style, size, anything to the 
point to keep his mind occupied, and so prevent his taking an unnatural position or 
swelling out his chest. Pass no remarks on any deformities you may notice ; enter 
them unnoticed in the Order Book. It is not very gratifying to the customer to be 
told that he is not “half made up.” 

In taking the nieasures, be careful not to push your customer about; many 
men are nervous when being measured, and you can see that they wish it done with, 
It behooves you then to be self-contained, gentle and easy in your manner. Call off 
your measures slowly and distinctly ; look over the entry when complete and rectify 
any error that may have been made; see that the little matters are correctly entered 
number of pockets, character of the edges, trimming generally and in detail; 
number of goods, price, if to try on, when, and the time to be finished ; deaze nothing 
to the memory that can he written dwn in the Measure Book. Have a uniform 
method of taking and writing down your measures, and if at any time you think it 
needful to take one or more extra measures, place them in a bracket [ ]. 

If you have to alter a garment look up the pattern and make the same altera- 
tion on it; at the first opportunity compare it with the original and satisfy yourself 
where the error was—if in measuring, drafting or making up: in this matter you 
will be insuring your future success. 

Never allow a discreditable piece of work to be sent home to the customer; be 
satisfied that each garment is equal to the average, and you will huild up a trade as 

advantageous to yourself as to your employer. 


OU have well understood dati 


beets 
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APPENDIX. 


HE comparatively recent introduction of the square-shouldered Inverness, 

the very recent revival of the Raglan and its wonderful popularity, together 

with the pronounced pear shape that riding, golfing and cycling breeches have now 
assumed, make this appendix necessary. 

In giving correct style drafts of the Inverness and the Raglan, we have im- 
proved the opportunity to formulate forthem simple, easily understood and thoroughly 
practical adaptations of the “ Standard” system as used for ordinary coats. The 
key which the system for Raglans, as we give it, supplies for these garments un- 
locks a very simple principle that can be used for them with any system and is, as 
we think our readers will agree, a distinct as well as an important advance in the 
science ‘and art of garment cutting. 

The breeches system given in this appendix for riding, yolfing and cycling 
breeches (it is practically the same for each), is adapted from the regular “ Standard " 
trousers system. All who try it will find it excellent. 
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THE RAGLAN. 5 


DIAGRAMS 3 AND 2. 


MEASURES as taken over the coat : 


> ¥ t S$ breast. 
S34 depth of seve. j 1134 front of scye. | 38 eae 
1714 natural waist. 121, first over, | 32 7 met 
46 length { 18 second over. H 42%, sl : 


Add to these measures for making as follows ; To depth of seve 1 inch; to front 
of seve 144 inch; to first over 1 inch; to second over 13 inch. 


7 ants s used tn drapel ro now es follows » 
The measures, with the additions and as used in drafting, ave n0%e & Hoe 


i 934 depth of seve. i 13 front of scye. I 38 pieays ie } 
i 7744 natural waist. | 13%, first over, 32 to 36 waist, 

46 Jength. 18! second over, 32% sleeve. 

{ 

To Drart. 


DIAGRAM 1. 

= Square lines A L and A W. 
i i A to B is depth of scye, 934 inches: C is half-way between A and B; C toD 
is ys breast ; A to E is the natural waist, and A to L is twice the natural waist, 3433 
, inches for this draft. Square the cross-lines from C, BL E and L. 
t Ato Vis ‘. breast, V to G is 34 inch and G up to H is 3, inch. 

B w 1 is front scye, 13 inches; J is half-way between Band I; J to K isy inch 
B to N is half of full breast; N to O is 3 inches, and O to 7 is 2 inches or more or 


less according to taste, style or weight of material, Square up from I and K and 
down from O and 7. 


D to P is front of seye, 13 inches, 
Q is the first over, 131% inches. 
back from R, pivoting at P. 

Draw a straight line from Q to 0, Q to 1 is the same as A to H, 

1 to 24s 34 inch, and Q to 3 ist inch more than 14 breast. Shape the gorge 
from 2through 3. 2 to 4, in a direct line, is ' inch more than 1 breast. 4 tort 
is 2 inches, or more or less according to taste, style or weight of material, 

The notch at 12 ist inch above I. Draw a Straight line from H to 12 tolocate 
13 and 14. 15 is half-way between H and 13, and 16 is halfway between 13 and 
15. Make a notch at 16, : 

Shape the shoulder-seam and the seye 
sinking it about 3, inch below the breast line, 

E to 17 is '{ inch. Draw a straight line from A dow: 


goes to the fold of the goods}. Apply the | ngth 
for the bottom of the back. nee ne 


Square up from P by the line DP. P to 
P to R is the second over, 1813 inches, Sweep 


from H through 15, 16 and X to Py 


ee ey carn ne 
3 


n through ¢7 (this line 
from A to F and square across 


DIAGRAM 1. 
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Draw a straight line for the side-seam 


L. to § is 14 inch more Ot aed and finish the back by shaping 


of the back from 14 down through S (this locates Z) 
the top from A to H. : 4 
: is halfway between L and 8. Draw a straig] ie 

for the side-scamt of the forepart. Hoth the side-se ie of the 
part may be hollowed a trifle ate warst of desired. 

ge pa ibey ean al 12. Shape the shoulder-seam of the forepart 
from 1 to P through a point half-way between 18 and 19. 

Sweep from 9 forward, pivoting at 1, to locate 6. fe 

¥ to Sis 4 inch and M to U ts 14 inch. Shape the 
from 11 through 7, 8 and U to the bottom. 

20 is half-way between I and N. 

M to 10 is r inch more than 7 to 20. 


hn line from Z down through T 
-forepart andl of the back- 


front edge as represented 


Draw a straight line from 20 to 10. 20 
to a1 is '§ natural waist, 21 to 22 is 214 inches and 22 to 23 Hs 7 Sees tering 
length of the pocket welt. The welt is 1 inch wide as finis hed, and ra oe 
opening through which the hand may be thrust to reach the trousers me % ba ths 
Raglan is to be worn with an evening dress suit. For street w ee patch pos : 
may be placed on the inside. Raglans that are not intended to be baa over ie 
evening dress suit usually have, however, cross-pockets, cither straig! ht or curve 
These are located as follows: 21 to 24 is 64, inches. Square each way from 24; 
24 to 25 is rinch, 25 to 26 is 31% inches and 25 to 27 is the same, 26 to 27 
represents the top of a straight-across pocket. For a curved pocket go utp ee H 
from 26 to 28 and go down the same amount from 27 to 29. The flap for eit ir 
style is usually from 3 to 34 inches wide. Fora long Raglan the latter widt 

is preferable. : ae 

The buttons are placed 314 inches from the frout edge, and the fly stitching ts 
1 inch further forward. 

Cut ont the backpart. ' 

Paste a piece of paper to the forepart from Z to-9, and remark on it the part 
that has been cnt away with the back. - : 

Place point H of the back exactly at point 1 of the forepart, with point B_ rest- 
ing on the sweep cast from R as at 46, and mark along the shoulder-scam from the 
shoulder-point to the back-pitch (Xr). Draw a straight line from_ the back-pitch 
to 18, and mark for the shoulder-seam notch at the sante distance from 1 that the 
shoulder-scam notch of the back at 16 is from H. 

Cut ont the forepart, and also cut the shaded shoulder piece and lay it aside to 
be added to the sleeve. 

Tue CoLar is drafted in the usual way. 


Tue Sir 


DIAGRAM 2. 


The sleeve is drafted as follows by the half-scye size from 12 to X of the body 
part, which for this draft is ro inches. 

Square lines A F and A K. 

Ato B is ¢'s half-seye and B to C is 2'% inches always. 

Square in from B and C. 
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C to D is 6 inches always. Draw 
a straight line from B through D. 

B to E is the half-scye, 10 inches. 

Square down through E and square 
back a few inches from the same 
point. 

Get the length to F and square 
across. 

G to H is 1!4 inch and H to I is 
71 inches more or less, according to 
taste or style. 

J is half-way between E and H. 
Square across from J. 

J to N is 34 inch, N to O is % 
breast and O to P is 4's inches. 

Shape the outside seam, the inside 
seam and the bottom as represented. 

Lis half-way between A and K and 
M is half-way between K and L. 

Drawa straight line from B through 
L and draw another from M to E. 

Take the shoulder-piece that has 
been laid aside, which was ent from 
between the backpart and the fore- 
part, and place its straight edge on 
the line B L, with its point X1 touch- 
ing B. Mark around the piece and 
remove it. 

Shape the back shoulder-seam of 
the upperpart of the sleeve as repre- 
sented, springing ont 3, inch at R 
and the same amount at S,and shape 
the front shoulder-seam, springing 
out 3, inch at R and curving it 
through Q to touch the straight line 
drawn from Mto E. For shoulders 
that are much padded the front 
shoulder-seam should be swelled, as 
represented by the curved broken 
line, ', inch for every 
wadding to be used in ey 
plies, for which the draft as made 
provides: for twelve plies the amount 
added should be 'y and for eighteen 
plics it should be 14 inch. 

E to T is '4 inch less than P to Z 
of the forepart. 

E straight to T and T straight to 
U is the half-scye, 10 inches for this 
draft. 

Shape the underpart as represented. 


DIAGRAM 2, 


7 CUTTING. 
6 THE “ STANDARD" WORK ON 


SQUARE-CUT INVERNESS. 


—ae 
DIAGRAMS 3 AND 4. 


NUEASeRes as taken over the coat: 


834 depth of scye. 111, frout of seve. 38 preset: ie 

ae natural waist. rat ay over. ae Be SE ay an 
18 second over. 3242 x , 

a length. 


Add to these measures far making as follows > To depth of Me 1 iuch; to 
i set “ 1 Oo 

front of seye, 24; inches; to first over, 1 inch ; to second over, > ineh, 
The measures, with the additions and as used tn drafiing, are naw as follows: 


934 depth of seve. 14 front of scye. 38 breast. 

174 natural waist. 131, first over. 32 to 36 waist 

46 length. 18!; sccond over. 3243 cape length. 
To Dr: 


DIAGRAM 3. 

Square lines A Land A G. ; 

A to Bis depth of seye, 934 inches; C is half-way between A and B; C to Dis 
vs breast; A to E is the natural waist, and A to L is twice the natural waist, 34": 
inches for this draft. Square the cross-lines from C, B, E and L. 

Ato V is 1, breast, V to G is 3, inch and G up to H is the same. 

B to I is front of scye, 14 inches; J is half-way between Bto I; J to K ist 
inch: B to N is half of full breast; N to © is 23, inches ; O to 7 is 2 inches, or 
more or less according to taste, style or weight of material. Square up from K and 
down from 7. 

D to P is front of scye, 14 inches. Square up from P bythe line DP. P to 
Q is the first over, 1344 inches. 

Square up from P by the breast line, P to R is the second over, 18! inches. 
Sweep back from R, pivoting at P. 

Draw a straight line from Q to O. Q to 1 is the same as A to H. 

Q to 2 is 1, breast and 2 to 3 is 1 inch. Shape the gorge from 1 through 3. 
T to 4, 1n a direct lineris 'y breast, 4 to 28 is 2 inches, or more or less according 
to taste, style or weight of material, 

Square forward from H by D for the shoulder-seam, W to T is 3, inch. 


Eto 17 is ‘2 inch for a medi box effect. For a very full hack the distance 
may be inereased to 173 inch, 
Draw as 


rail 


ght line from A down through 17 (this line goes to the fold of the 
goods). Apply the length from Ato F and square across for the bottom of the back. 
F to 5 ist inch more than BtoK. Draw a straight front K to 5. 


? 
’ 
} 
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DIAGRAM 3. 


x THE “STANDARD” WORK ON EUETING: 


Shape the side-seam of the back from T through X and K to 5, swelling it 


about '{ inch at 18. 

18 to Z is 1 breast. Ie 

U to M is 3%4 inches, and 7 to Y is 44 inch. 
down through M. Soecremreuicad 

¥ to is 1 inch less than K to 5. Shape the bottom from gto 6as represente r 

Cut out the back and place point H at point 1, with point B resting on the 
sweep cast from R as at 30, aud mark along the shoulder-seam. This locates 9 on 
the line P R. 

Shape the scye from g through I to Z. : 

I to ro is 1 inch more than 1% breast. Square down from 10, fo to rr is 14 
natural waist and 11 to 12 is 63, inches. : 

The top of the flap rans parallel with the bottom of the coat, and the flap is 7 
inches long and 314 inches wide. : 

The button-line is 4 inches and the fly stitching is 23, inches from the cdge. 

Tue CoL1ar.—14 to 15 is 44 inch more than the length of the gorge from Q 
through 1 to 4, and 15 to 4o is 34 inch, 16 is half-way between 14 and 4o. 

Square linesfrom 14 and 4o. 

14 to 18 is 1", inch and 18 to 19 is 234 inches. 

40 to 21 is 33, inches. 

Shape the seam-edge from 14 to 15, hollowing 14 inch at 16. 

Mark the crease-line from 15 to a point 44 inch above 15. 

Finish as represented, springing out 14 inch at 19. 


‘The side-seam of the forepart follows that of the back. 
Draw a straight line from Y 


Tur Carr. 


DIAGRAM 4. 


Place the backpart and the forepart in a closing position at Z on another 
piece of drafting paper as represented by the light solid lines, and make a point on 
the back center 3, inch above C as at 39. 

Place the back and the forepart in a closing position on the shoulder-seam as 
represented by the light solid lines, and mark along the shouider-seam of the back 
from 1 to T. 

Remove the back. 

Mark along the gorge of the forepart and down the front edge. 

Draw a straight line from T through 39. 

38 is half-way between T and 39. 

38 to 37 is 3, inch. 

Shape the side-seam of the cape from T through 37 and 39- 

Q, straight down to 36, is the over-shoulder length of the cape, 

Sweep back from 36, pivoting at Q. 

7 to 35 is 3, inch more than I to 36. 

Finish as represented, swelling about 4 inch at 34. 

33 to the notch at 32 is 1144 inches, 

‘The cape is left free below the notch. 


The button-line is 2!% inches and the fly-stitching is 2 inches from the edge. 
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DIAGRAM 4, 
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PEAR-SHAPED RIDING BREECHES. 


DIAGRAMS 5, 6 and 7. 


T° take the measures proceed as follows : 
First—Tie a piece of tape straigh 
smallest part of the knee. : 

Second—Tie a piece of tape straight around the leg, on the drawers, at the 
largest part of the calf, which is usnally about 4%; inches below the small-of-knee. 

Third—Measure the outside length from the usual point (not to inelude the 
waistband) to opposite the knee-cap, to the small-of-knee and to the calf. 

Fourth——Measure the inside length to the calf ody. 

Fifth—Measure the calf, tight. 

Sixth—Measure the smallof-knee, tight. 

Seventh—Measure the knee, over the cap, with the knee bent. The tape-nicas- 
we must be placed around the knee before the leg ts bent. 

Eighth—Measure the seat as for trousers. 

Ninth—Measure the waist as for trousers. 

Tenth—Measure the full inside leg length, as for ordinary trousers. 

If a customer objects to removing his trousers, take the leg circumference 
tight, over the trousers, and add 1% inch or a trifle more or less to the leg circum- 
ferences, according to the size and thickness of the trousers. 

Eleventh —Take the circumference of the leg at the point to which the breeches 
are desired to reach, generally to the top of an ordinary shoe, or at a point from 5'- 
to 6 inches below the calf. This is called the lower calf ineasure. 


t around the leg, on the drawers, at the 


DIAGRAM 5. 


The measures by which the draft on the opposite page were produced are as 
follows : 


233, outside length to knee-cap. 1443 calf. 

26%, outside length to small-of-kuee. 1314 sinall-of-knee. 
30 outside length to calf. 151, bent knee. 
1634 inside length from crotch to calf. 38 Seat. 

32 full leg length. 33 waist. 


11 lower calf, 
To Dear, 


The Forrrart.—Square lines A Band A L, 

A to D is the inside length to the knee cap, A to Z is the outside length to the 
small-of-knee and A to B is the outside length to the calf. 

Z up to € is the inside length. 

Square the cross-Jines from C, D, Z and B. 

Cto Fis '; seat, F to H is !, seat and H to G is $4 inch. 

Square up from F. This establishes L. y 

fi to Nis 1, inch more than 'y seat and N back to Tis 14 inch, 
heen she res front through I, and T to H, and the undress front from L 


L tw Mis ', waist, M to go is 134 inch and L to 39 is ty iveh, 


as a ai 


SSeN SS 
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THE “STANDARD” WORK ON CUTTING. 


DIAGRAN 5. 


TING. 
THE ‘‘STANDARD” WORK ON CUT 


Shape the top from 49 to 39- 

F to O is 13 inch. 

E is halfway between O and Cc. 

Square down from E to establish I, J and K. 4 

C to P is 2 inches, or more or less abeor gil to style. 

js 2 inches and K to S is 134 mech. 

Aas straight line from P to Q and another from Q down through S. 

U is half-way Detseen P aud Q. ior RRELRCS : 

U to V is the inside length on the SCALE OF TWELFTT™ P 

Shape the outside-seam i represented from 40 through My Pand Ne to Q, and 
extend it 1 inch below S to W. Square across from W by the edge QW. 

J to X is 14 inch more than +4 small-of-knee. 

Square down from X to establish ¥, 

Shape the bottom from W to Y as represented. 

Draw a straight line from H_ to X. : ‘canteens 

Shape the inside-seam from H to X, swelling a trifle at 35, and add the dress 
from G down as represented. 

Notch the outside-seam at Q and at a point 2/2 inches above Q as at 22, and 
noteli the inside-seam at 35 and at a point 2% inches above 35 as at 21. 

The buttonholes are spaced as follows: The top one is 1 inch below Q and the 
upper three are 1 inch apart; the lower buttonhole is 54 inch from the bottom, and 
the one next above it divides the remaining space evenly. 

Tue Backpart.—Extend all the cross-lines. 

G to R is 134 imch and R down to 1 is % inch. 

L to 38 is 1': seat. 

Draw a straight line from H up through 38. P 

38 to 37 is 114 inch more than 16 seat and 37 to 36 is 134 inch more than 13 
waist. 


seain as represented from a point 14 inch beyond 37 to i. 
inch, X to 33 is the same, and from the inside-seam of the fore- 
part to 32 is 114 inch. 

Shape the inside-scam as represented from 1 through 34 and 33 to 32. 

W to Yand 32 to 31 is 1 inch more than the calf size; 30 to X and 33 to 29 
is 1 inch more than the small-of-knee size, and Q to 35 and 34 tu 28 is 1 inch more 
than the bent-knee size. 

P to 27 is 2'{ inches, or 'j inch more than C to P. 

Shape the bottom from 31 to 32 as represented. 

Shape the vutside-seam from 36 through 27, 28 and 29 to 31. 

Measure the length of the outside-seam of the forepart from P through V to Q, 
and apply this length to the ontside-scam of the backpart from 28 upward to locate 
the notch at 26. : 

Measure the length of the outside-seam of the forepart from M to P, apply this 
length to the outside-seam of the backpart from 26 upward to locate the notch 
at 25. 

25 to 24 134 inch aud 37 to 23 is 1 inch. 

Draw a straight line for the run of the V from O through M. 

Shape the top and the V as represented, making the latter 1% inch wide at the 
broken waist-line. ial 

_ Notch the outside-seam opposite the notch 22 of the forepart as at 41 and at a 
poiut 1 inch above 28 as at 20, andnotch the inside-seam opposite the notch 21 of 
the forepart as at 19, and ata point rinch above 34 as at 18. . 


THE ‘‘STANDARD’’ WORK ON CUTTING. i 


: The buttons are located to match the buttonholes as indicated by the white spots 
in the side-seam line below 28. 


THE CoNTINUATIONS. 
DIAGRAMS 6 and 7. 


The continuations, which are generally made from linen, are drafted as follows : 

Diacram 6.—Square lines A B and A C. 

A to B is the same as W to Y of the forepart. 

A to C is the full inside Jength on the scaLn oF THIRDS and A to D is the 
same. 


ns 4 


b PR ’ 
DIAGRAM 7. DIAGRAM 6. 


Draw a straight line from D through C. 

C to E is 1 inch. 

E to F is '4 lower calf. 

Shape as represented and mark the buttovholes. 

This part joins the forcpart across the bottom. 

D1acRAM 7.—Square lines G Q and G I. 

A to Bof Diagram 6 and G to H of this diagram is 1' inch more than the calf 
size. Square down from H. 

G to Lis the same as to A to C of Diagram 6, and H to J is the same. 

Draw a straight line from I to J. 

H to K is the same as A to B of Diagram 6. 

J to L is the same as C to F of Diagram 6. 

Mis half-way between G and K. 

Square down from M to establish N. 

Whatever the size of the bottom from C to F of Diagram 6 and from J to L of 
this diagram lacks of being the size of the lower calf plus 43 inch, place equally on 
each side of N to establish O and P. 

Shape the underleg part as represented from G to O, & through P and O to 
1{ inch below P. 

H to Qis 1%, inch and J to R is the same. This addition is for the butten- 
stand, and the buttons are placed as represented. 

Shape the side-backpart as represented from K through L and from J to a 
point 'y inch below L. 

This part joms the backpart of the breeches, ff gatng to 31. 

& * ® 

In making, the extra inch of forepart length between the notches 22 and Q on 
the outside-seam and 21 and 35 on the inside-seam is held full, to give knee room, 
between the notches 41 and 20 and 19 and 18 of the backpart. 


' ON CUTTING. 
uW THE “STANDARD” WORK N 


GOLFING OR CYCLING BREECHES. 


PIAGRAM 8. 9 
jdi 2 oe lows 
HE measures, which are taken the same as for riding breeches, are as follows 
for the draft on the opposite page = 
23's outside length to knee-cap. 
26 outside length to small-of-knee. 
2934 outside length to calf. 
261; inside length from crotch to 
calf, 


14'y calf, 

za smallof-knee. 
15 bent knee. 

36 seat. 

31 waist. 


To Drart. 


: Forepart.—Sguare lines A Band A L. Die 

a0 D is 1 inch a than the outside length to the knee-cap ; A toe iC 7 
inch more than the outside length to the small-of-kuce , Ato Bis 1 incl nage t a 
the outside length to the calf, and Z up to Cist inch more than the inside ia 

The addition to the leg lengths may be 1", inch or more, tustead of fe anele Y 
for this draft, acording to the amount of knee room desired; for wheeling a Shon id 
not be less than 112 inch, Square the cross-lines from C, D, Zand B.C to F Is" 
seat, FtoH is ', seat and H back toG is 35 inch, Square up from F. This 
establishes L. G to N is to seat and N back to Tis ') inch. Shape the dress 
front through L and N to H, and the undress front from L through T to G. 

L to M is ' waist, M to 40 is 13, inch and L to 39 is tty inch. Shape the 
top from 4o to 39. E is halfavay between C and F. Square down from E to locate 
I,Jand K. FtoOis 1'2 inch. 

C to P is 11; inch, or more or less according to style. 

I to Q is 2 inches and K to S is 13, inch. 

Draw a straight line from P to Q and another from Q to S. 

U is half-way between P and Q and U to V is the inside length on the scare 
OF TWELETHS. 

Shape the outside-seam as represented from go through M, P and V to Q. 

J to XN is 4, inch more than 'y small-of-knee. 

Square down from X to establish Y, 

Shape the bottom as represented from Y toa point ' inch below S. 

Draw a straight line from G to X. 

Shape the inside-seam from G to X, swelling a trifle at 35, and add the dress 
from G down as represented. 

Notch the outside-seam at Q and the inside-seam at 35. 

The buttonholes are spaced as follows: The top one is 1 iuch below (J, and the 
upper three are 1 inch apart; the bottom buttonhole is 5, inch from the bottom, and 
the one next above it divides the remaining space evenly. 

Tne Backvart.—Extend all the cross-lines. H to R is 143 inch and R down 
tu ris! inch. W is '; inch below N, 

Place the angle of the square at W with the short arm tonching C, and mark 
up from W along the edge of the long arm. ‘This locates 21, 

21 to 37 is ty seat and 37 to 36 is 134 inch more than ‘3 waist. Shape the 
seat-scam as represented froma point 44 inch beyond 37 to 1. to 34 is 34 inch 
X to 33 ts the same and x to 32 is 144 inch. Shape the inside-seam from 1 
through 34 and 33 to 32. Sto Y and 32 to 31 ist inch more than the calf size; 30 


THE “STANDARD” WORK ON CUTTING. 


to X and 33 to 29 is 1 
inch more than the 
small-of-knee size, and 
Q to 35 and 34 to 28 
Is 1 inch more than 
the bent-knee size. 

P to 27 is 134 inch, 
or 'y inch more than 
C to P, 

Shape the bottom 
from 31 to 32 as repre- 
sented, 

Shape the outside- 
seam from 36 through 
27, 28 and 29 to 31. 

Measure the length 
of the outside-seam of 
the forepart from P 
through V to Q, and 
apply this Jength to 
the outside-seam of the 
backpart from 28 up- 
ward, to locate the 
notch at 26. 

Measure the length 
of the outside-seam of 
the forepart from M to 
P, and apply this 
length to the outside- 
seam of the backpart 
from 26 upward, to 
locate the notch at 25. 

25 to 24 is 134 inch 
and 37 to 23 ist inch. 
Draw a straight line 
for the run of the V 
from O through M. 

Shape the top and 
the V as represented, 
making the latter ' 
inch wide atthe broken 
waist-lme, 

Notch the outside- 
seam at 28 and the in- 
side-seam at 34. 

The buttons are lo- 
cated to match the but- 
tonholes as indicated 
by the white spots in 
the side-seam line be- 
low 28, 


DIAGRAS 8. 


16 THE ‘‘STANDARD” WORK ON CUTTING. 
LEG PROPORTIONS, 


When only the regular measures for trousers are obtainable, as en types 
with out-of-town customers, the bent-knee size, the small-of-knee size and the lower- 


calf size can be obtained by the use of the ONE-THIRD SCALE of the ordinary drafting 
square, as follows: 


THE BENT-KNEE SIZE. 
One-third seat and 9 inches. 
EXAMPLE. ; 
36 Seatr.—One-third is 6 inches by the ScALE}; 9 inches added makes 15 
inches, the proportionate bent-knee size. 
THE SMALL-OF-KNEE S1zk. 
One-third seat and 7% tnches. 
EXAMPLE. 
36 SEAT.—One-third is 6 inches by the scaLE; 7% inches added makes 131% 
inches, the proportionate small-of-knee size. 
Tue Car Size. 
One-third seat and 8% inches. 
EXAMPLE. 
36 SEAT.—One-third is 6 inches by the scALE; 814 inches added makes 4 
inches, the proportionate calf size. 
THe Lower Car Size. 
One-third seal and 3¥% inches. 
ENAMPLE. 


36 SEav.—One-third is 6 inches by the scALE; 314 inches added makes 9% 
inches, the proportionate lower calf size. 


ADDENDUM. 


ERRORS IN THE Bopy or THIS Work. 


PaGE 22,—In the sixth line from the bottom « 17% " should be 77, and in the seventh line from 
the bottom ‘ E to T, U to W and V to X is 4 inch more than half of full waist 17% ’' should be E to 
T, Uto Wand V to X is half of full waist 77. 


PAGE 78.—In the eighth line from the bottom 


‘123 " should be 724, in the seventh line « 12%” 
should be s23/ and in the twelfth line « 124%" 


should be 7234. 


PAGE 104.—In the eighteenth line from the bottom ' A to P is the full length, 35," should be 4 to 
Fis the full length 36, and in the fourteenth line 36" should be 35. 


PAGE 112.—In the twelfth line from the bottom ‘ F"’ should be Ys 

Pace 116.—JIn the tenth line from the bottom “13%” should be 74, and in the eleventh line 
“14% " should be 474. 

PAGE 128.—In the measures with the additions 34 breast '’ should be J6 breast, 

PAGE 144,—In the twenty-ninth line from the bottom “ C to F is 4 vest’ should be Cfo Fis ¥ seat. 

PAGE 146.—In the twenty-fourth line from the bottom ‘F back to G"" should be G back fo H. 

Pace 180.—In the seventh line from the bottom ‘*X to Y* should be .Y fo KY 


